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IMPORTANT NOTICE: Robert Bosch LLC and the manufacturers whose vehicles are accessible using the CDR System urge
end users to use the latest production release of the Crash Data Retrieval system software when viewing, printing or exporting
any retrieved data from within the CDR program. Using the latest version of the CDR software is the best way to ensure that

retrieved data has been translated using the most current information provided by the manufacturers of the vehicles supported

by this product.

CDR File Information

User Entered VIN

1FAHP32NQQW***

User

Case Number

EDR Data Imaging Date

Crash Date

Filename

2010-81-022-V1.CDR

Saved on

Collected with CDR version

Crash Data Retrieval Tool 3.3

Reported with CDR version

Crash Data Retrieval Tool 10.0.1

EDR Device Type

Airbag Control Module

ACM Adapter Detected During

Download No
Event(s) Recovered None
First Event Recorded no data

Comments

Data Limitations

Restraints Control Module Recorded Crash Events:
Deployment Events cannot be overwritten or cleared from the Restraints Control Module (RCM). Once the RCM has deployed any
airbag device, the RCM must be replaced. The data from events which did not qualify as deployable events can be overwritten by
subsequent events. The RCM can store up to two deployment events.

Airbag Module Data Limitations:

Restraints Control Module Recorded Vehicle Forward Velocity Change reflects the change in forward velocity that the sensing
system experienced from the point of algorithm wake up. It is not the speed the vehicle was traveling before the event. Note that
the vehicle speed is recorded separately five seconds prior to algorithm wake up. This data should be examined in conjunction
with other available physical evidence from the vehicle and scene when assessing occupant or vehicle forward velocity change.
Event Recording Complete will indicate if data from the recorded event has been fully written to the RCM memory or if it has

been interrupted and not fully written.

If power to the Airbag Module is lost during a crash event, all or part of the crash record may not be recorded.

Airbag Module Data Sources:

Event recorded data are collected either INTERNALLY or EXTERNALLY to the RCM.

- INTERNAL DATA is measured, calculated, and stored internally, sensors external to the RCM include the following:

> The Driver and Passenger Belt Switch Circuits are wired directly to the RCM.
> The Driver's Seat Track Position Switch Circuit is wired directly to the RCM.

> The Side Impact Sensors (if equipped) are located on the side of vehicle and are wired directly to the RCM.
> The Occupant Classification Sensor is located in the front passenger seat and transmits data directly to the RCM on high-

speed CAN bus.

> Front Impact Sensors (right and left) are located at the front of vehicle and are wire directly to the RCM.

- EXTERNAL DATA recorded by the RCM are data collected from the vehicle communication network from various sources
such as Powertrain Control Module, Brake Module.
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System Status at Time of Data Retrieval

VIN as programmed into RCM at factory 1FAHP32NQQW*****x
Current Lifetime Operating Timer (sec) 143,654
Deployment Command Counter 0
First Record Recording Status No Data
Second Record Recording Status No Data
Restraints Control Module Part Number 9S43-14B321-CA

Restraints Control Module (Serial Number)

Occupant Classification System ECU (Serial Number)
Driver Front Crash Sensor (Serial Number)

Driver 1st Row Side Crash Sensor (Serial Number)
Passenger 1st Row Side Crash Sensor (Serial Number)
Driver 2nd Row Side Crash Sensor (Serial Number)
Passenger 2nd Row Side Crash Sensor (Serial Number)
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Hexadecimal Data
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Disclaimer of Liability

The users of the CDR product and reviewers of the CDR reports and exported data shall ensure that data and information
supplied is applicable to the vehicle, vehicle's system(s) and the vehicle ECU. Robert Bosch LLC and all its directors, officers,
employees and members shall not be liable for damages arising out of or related to incorrect, incomplete or misinterpreted
software and/or data. Robert Bosch LLC expressly excludes all liability for incidental, consequential, special or punitive
damages arising from or related to the CDR data, CDR software or use thereof.
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