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PREPARATION
A. PARTS
Reinforcement Bar*

Part Number | Thickness | Dealer QUP | Estimated Repair Volume
78112-07010 1.4 1. bag (10pcs) Low
78112-07020 1.6 1 bag (10pcs) Low
78112-07030 1.8 1 bag (10pcs) High
78112-07040 20 1 bag {10pcs) High
78112-07050 2.3 1 bag {10pcs) High
76112-07060 2.6 1 bag (10pgcs) Medium
78112-07070 28 1 bag {10pcs) Medium

*Dealerships will be sent a minimum of 1 bag of each of the 7 Reinforcement Bar part numbers.
**Only 1 Reinforcement bar is used per vehicle.

B. TOOLS & MATERIALS

¢ Standard hand tools

+  Torque wrench

= Tape {electrical, masking)

+  Metric Feeler Gauge
BACKGROUND

There is a possibility that certain accelerator pedal mechanisms may, in rare instances, mechanically stick
in & partially depressed position or return slowly to the idie position.

Over time, some accelerator pedal mechanisms may become worn. As a result of this wear combined
with certain operafing and environmental conditions, friction in the mechanism may increase and
intermittently result in the accelerator pedal being hard to depress, slow to return or, in the worst case,
stick in & partially open position.
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