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5. PROTECT CONNECTOR
Click here to watch the video to supplement steps (5-6)

a) Tape the electrical connector using UL listed elecirical
tape.
b} Clean the area indicated.

NOTE: :
Do not use compressed air to clean; this may force dirt
and debris into the sensor area.

6. REMOVE THE ACCELERATOR LINK ARM SUPPORT
COVER

NOTE:
Do not twist or bend the cover; it will need to be
reinstalied.

a} Using a pocket screwdriver, evenly and lightly pry up on
gaps (A) and then gaps (B) to remove the cover.

NOTE:
Do not clean out any debris caused by wear; this may
trap debris in the pedal causing future malfunctions.

7. DETERMINE THE REINFORCEMENT BAR THICKNESS
Click here to watch the video 1o supplement steps (7-10)

a) Using a feeler gauge, measure the clearance between
the stopper and the housing.

b} Only insert the feeler gauge 10mm from the end of the
housing as illustrated.

NOTE:
Mark the feeler gauge 10mm from the edge to afd in
measurement.

¢} Based on tha measurement from step a), select the
correct Reinforcement Bar using the table below.

Clearance i Reinforcement Bar _
Thickness Stamping |

0.0 mm - 0.29 mm 1.4 mm 14 A
0.3 mm = 8.59 mm 1.6 mm 1.6B
0.6 mm — 0.79 mm 1.8 mm 18C
0.8 mm — 1.09 mm 2.0 mm 20D
1.1 mm—1.49 mm 2.3mm 23E
1.5 mm - 1.8% mm 2.6 mm 26F
1.9 mm — 2.30 mm* 2.9 mm 2.9G

0.38in {10 mm) )

*NOTE: Dealer in-stock and lower mileage vehicles may
have a clearance greater than 2.3 mm and less than
2.7 mm. The 2.9 mm thickness reinforcement bar is

specified for these cases.
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