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V. WORK PROCEDURE

ACCELERATOR PEDAL HANDLING NOTES:

¢ Avoid vibration and shock.

= DO NOT drop: DO NOT reuse an accelerator pedal that has heen dropped.

CLICK HERE TO WATCH THE VIDEO BEFORE BEGINNING THE WORK PROCEDURE

1. CONFIRM ACCELERATOR PEDAL PART NUMBER AND

MANUFACTURE DATE CODE

a) Verify the part number and manufacture date code
according to the information found on the pedal.

Applicable Part Numbers OK Date Code

78110-0C0114

10018 & Later

78110-0R020

10018 & Later

78110-07011

10016 & Later

78110-08010

10015 & Later

78110-0C010

All NG

78110-07010

Al NG

Date Cotie (5 Digits)
0B =2008
123 = 127 day of 365

For OK Date Code:
« Vehicle is not involved, no further action required.
« Return vehicle to cusiomer.

For NG Date Code:

« If the date code is a - smaller numberfearlier date - than
what is listed on the table above: Continue with these

Technical Instructions.

2. DISCONNECT THE NEGATIVE BATTERY CABLE - ALL MODELS

a) Toprevent airbag and seat belt pretensioner activation on the following models, disconnect the negative
battery cable and wait 90 seconds.

Full Stroke Pedal
10 Times

3. PUMP ACCELERATOR PEDAL ASSEMBLY

a} Pump the accelerator pedal at least 10 times in a full
stroke.

NOTE:
This step is to ensure an accurate measurement when

checking the clearance between the stopper and the
housing.

4. REMOVE THE ACCELERATOR PEDAL ASSEMBLY

a} Disconnect the accelerator pedal electrical connector.
b} Remove the 2 bolis OR 2 nuts depending on model.

NOTE: For additional information on accelerator pedal removal, please refer to TiS.
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