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f) Pump the accelerator pedat 5 times in a full stroke to
properly seat the reinforcement bar.

Fuill Stroke Pedal
5 Times

9. VERIFY REINFORCEMENT BAR INSTALLATION

a) Verify that the reinforcement bar is properly centered
and flush with the stopper.

10. INSTALL THE ACCELERATOR LINK ARM SUPPORT
COVER

a) Repair any bent claws on the accelerator link arm
support cover.

b} With the two profrusions (illustrated in red) facing out,
press down on the 6 claws to firmly install the
accelerator link arm support cover.

NOTE:
if the cover is difficult to reinstall it may be
installed upside down.

11. REINSTALL THE ACCELERATOR PEDAL ASSEMBLY
Click here to watch the video to supplement steps {11-15}

a) Remove the tape from the electrical connector.
b) Reinstall the pedal with the 2 bolts OR 2 nuts depending on model.
¢} Torqus to specification. :

Model Toraque Specification: Model Torque Specification:
Avalon Corglla .
Camry 5.4 Nm (55 kgf cm, 48 in. 1bf) Matrix 5.5 Nm (56 kgf cm, 49 in. lof)
RAV4 Sequoia

Highlander Tundra 5.0 Nm (51 kgf cm, 44 in. Ibf)
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