TECHNICAL INSTRUCTIONS
FOR
SAFETY RECALL AOA

CTS ACCELERATOR PEDAL
REINFORCEMENT BAR INSTALLATION

2005 - 2010 Model Year Avalon
2007 - 2010 Model Year Camry
2009 - 2010 Model Year Corolla
2010 Model Year Highlander
2009 - 2010 Model Year Matrix
2009 - 2010 Model Year Rav4
2008 — 2010 Model Year Sequoia
2007 - 2010 Model Year Tundra
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. OPERATION FLOW CHART

Verify Vehicle Eligibility
1. Check the VIN range.
2. Check the TIS Vehicle Inquiry
System.

Involved

y

Measure the pedal clearance and
install the appropriate
Reinforcement Bar.

Campaign completed, return
the vehicle to the customer.

——Not Involved—»

No further action required.

II. IDENTIFICATION OF AFFECTED VEHICLES

A. AFFECTED VIN RANGE

MODEL | WMI | MY | VDS START - FINISH
2005 | BK36B
2006 | BK36B
2007 | BK36B
AVALON | 4T1
2008 | BK36B
2009 | BK36B
2010 | BK3DB
AVALON UIO: 329,000
MODEL | WMI | MY | VDS
BE40E | Z
X 2099 TBUae | 7
BE4EE | Z
2010
COROLLA BUAEE | 2
2009 | BE4CE | C
71 BU40E | C
10 | BE4EE | C -
BU4EE | C d

COROLLA UIO: 486,000
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START - FINISH
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MODEL WMI My VDS
2007 BE46K | U
BK46K | U
BE46K | U
2008 BK46K | U
BE46K | U
2009 BK46K | U
CAMRY* 4T1 BF3EK | U
2010 BK3EK | U
2011 | BK3EK | U
2007 | BE46K | R
2008 | BE46K | R
2009 | BE46K | R
2010 | BF3EK | R

0

CAMRY UIO: 813,000

*Camry Hybrid vehicles are equipped with an accelerator pedal that is of
a different design and produced by a different supplier. Therefore, it
does not require the installation of an accelerator pedal reinforcement

bar.
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MODEL

WMI

My

VDS

START - FINISH

*HIGHLANDER | 5TD

2010

BK3EH

DK3EH

EK3EH

JK3EH

KK3EH

XK3EH

YK3EH

ZA3EH

'
W

ZK3EH

W

HIGHLANDER UIO: 20,000

*Hylander Hybrid vehicles are equipped with an accelerator pedal that is
of a different design and produced by a different supplier. Therefore, it
does not require the installation of an accelerator pedal reinforcement

bar.
MODEL | WMI | MY | VDS START - FINISH
BT64A | S
BY64A | S
BY67A | S
BY6BA | S
2008
ZT64A | S
Zve4A | S
Zv67A | S
ZvesA | s
BT64A | S
BW68A | S
BY64A | S
BY67A | S
2009 | BY6BA | S
ZT64A | S
SEQUOIA | 5TD ZYS4A | S
ZY67A | S
Zve8A | S
BM5G1 | S
BW5G1 | S
BY5G1 | S
DW5G1 | s
DY5G1 | S
JW5G1 | S
2010 | JY5G1 | s
KM5G1 | s
KY5G1 | s
YY5G1 | S
ZM5G1 | s
Zys61 | s -s
ZY67A | S s

SEQUOIA UIO: 50,000
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MODEL

WMI

My

VDS

START - FINISH

MATRIX

2T1

2009

GE40E

KE40E

KU40E

LE40E

2010

KE4EE

KU4EE

LE4EE

MEA4EE

Ol0I00[0|0l0|0

MATRIX UIO:

74,000

MODEL

WMI

My

VDS

START - FINISH

RAV4

273

2009

BF31V

BF32V

BF33V

BF34V

BF35V

BK31V

BK32V

BK33V

BK34V

BK35V

ZF31V

ZF32v

ZF33V

ZF34V

ZF35V

ZK31V

ZK32V

ZK33V

ZK34V

ZK35V

2010

BF4DV

BK4DV

DF4DV

DK4DV

EF4DV

EK4DV

JF4DV

JK4DV

KF4DV

KK4DV

RF4DV

RK4DV

WF4DV

WK4DV

XF4DV

XK4DV

YF4DV

YK4DV

ZF4DV

ZK4DV

RAV4 UIO: 53,000
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MODEL

WMI

My

VDS

START - FINISH

TUNDRA

5TB

2008

BT541

BT581

BVS41

BV581

DTS41

DT581

DV541

DV581

ET541

ET581

EVS41

EV581

RTS41

RTS81

RV541

RV581

NDINDINIOIO|IO NNV K K K®

olololololololololololololololo]

MODEL | WMI | MY | VDS START - FINISH
BT541
BT581
BV541
BV581
DT541
DT581
DV541
DV581

TUNDRA | 5TB | 2007 | ET541
ET581
EV541
EV581
RT541
RT581
RU541
RV541
RV581

MODEL | WMI | MY | VDS START - FINISH
BT54
BT581
BV54
BV581
CT541
CV541
DT541
DT581
DV541
DV581
ET541
ET581
EV541
EV581
JT521

TUNDRA | 5TF | 2007 | Jus21
JV521
KT521
KV521
LT521
LU521
LV521
MT521
MV521
RT541
RT581
RU541
RV541
RV581
ST54
SV541
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MODEL

WMI

My

VDS

START - FINISH

TUNDRA

5TF

2008

BT541

BT581

BVS41

BVS581

CT541

CVs41

DTS41

DT581

DV541

DV581

ET541

ET581

EVS41

EV581

JT521

JUS21

JV521

KT521

KV521

LT521

LUS21

LV521

MT521

MV521

RTS41

RTS81

RUS41

RV541

RV581

STS541

SVo41
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MODEL

WMI

My

VDS

TUNDRA

5TF

2009

BT541

BVS41

BVS581

BWS41

BWS81

CT541

CVs41

CWo41

DTS41

DV541

DV581

DW541

DW581

ET541

EVS41

EV581

JUS21

JV521

KT521

KV521

KW521

LT521

LUS21

LV521

MT521

MV521

MW521

RTS41

RUS41

RV541

RV581

STS541

SV541

NOTE:
Check the TIS Vehicle Inquiry System to confirm the VIN is involved in this Safety Recall, and that
the campaign has not already been completed prior to dealer shipment or by another dealer.

TMS warranty will not reimburse dealers for repairs conducted on vehicles that are not affected or
were completed by another dealer.
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START - FINISH

- X
- X
- X
- X
- X
- X
- X
- X
- X
- X
- X
- X
- X
- X
- X
- X
- X
- X
- X
- X
- X
- X
- X
- X
- X
- X
- X
- X
- X
- X
- X
- X

MODEL

WMI

My

VDS

TUNDRA

5TF

2010

BMSF1

BWSF1

BYSF1

CMSF1

CW5F1

CYSF1

DMSF1

DW5F1

DYS5F1

EMSF1

EYSF1

FMSF1

FYSF1

HMSF1

HW5F1

HYSF1

JMS5F1

JUSF1

JY5F1

KMS5F1

KWSF1

KYSF1

LMS5F1

LUSF1

LY5F1

MMSF1

MWSFA1

MYSFA1

RMSF1

RUSF1

RYSF1

SMSF1

SYSF1

TM5F1

TYSF1

UMSF1

UWS5F1

UYSF1

TUNDRA UIO: 426,000

START - FINISH

-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
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ll. PREPARATION

A. PARTS
Reinforcement Bar*

Part Number Thickness Dealer QUP Estimated Repair Volume
78112-07010 1.4 1 bag (10pcs) Low
78112-07020 1.6 1 bag (10pcs) Low
78112-07030 1.8 1 bag (10pcs) High
78112-07040 2.0 1 bag (10pcs) High
78112-07050 2.3 1 bag (10pcs) High
78112-07060 26 1 bag (10pcs) Medium
78112-07070 2.9 1 bag (10pcs) Medium

*Dealerships will be sent at minimum 1 bag of each of the 7 Reinforcement Bar part numbers.
**Only 1 Reinforcement bar is used per vehicle.

B. TOOLS & MATERIALS

e Standard hand tools
e Torque wrench
e Tape (electrical, masking)

IV. BACKGROUND

There is a possibility that certain accelerator pedal mechanisms may, in rare instances, mechanically stick
in a partially depressed position or return slowly to the idle position.

Over time, some accelerator pedal mechanisms may become worn. As a result of this wear combined
with certain operating and environmental conditions, friction in the mechanism may increase and
intermittently result in the accelerator pedal being hard to depress, slow to return or, in the worst case,
stick in a partially open position.

[APG]
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V. WORK PROCEDURE

@ ACCELERATOR PEDAL HANDLING NOTES:

e DO NOT drop: DO NOT reuse an accelerator pedal that has been dropped.
N7 e Avoid vibration and shock.

Date Code (5 Digits)

123 = 123 day of 365

1. CONFIRM ACCELERATOR PEDAL PART NUMBER
AND MANUFACTURE DATE CODE

a) Verify the part number and manufacture date code
according to the information found on the pedal.

Applicable Part Numbers OK Date Code

s\ 78110-0C011 10018 & Newer
g ) 78110-0R020 10018 & Newer
78110-07011 10016 & Newer

78110-08010 10015 & Newer

For OK Date Code:

¢ Vehicle is not involved, no further action required.
e Return vehicle to customer.

78810-07011 Part
C8123A34 Y Numb:
08 = 2008 48960926449 umber

For NG Date Code:

e |If the date code is older than what is listed on the
table above: Continue with these Technical
Instructions.

2. DISCONNECT THE NEGATIVE BATTERY CABLE FOR CERTAIN MODELS ONLY

a) To prevent airbag and seat belt pretensioner activation on the following models, disconnect the negative
battery cable and wait 90 seconds.

| MY | Model | Engine Type | Engine Type |
2007 - 2009 Tundra 1GR-FE (4.0 L) 2UZ-FE (4.7 L) |
2009 - 2010 RAV4 2GR-FE (3.5L)

REMOVE THE ACCELERATOR PEDAL ASSEMBLY

a) Disconnect the accelerator pedal electrical connector.
b) Remove the 2 bolts OR 2 nuts depending on model.

NOTE: For additional information on accelerator pedal removal, please refer to TIS.

4. PROTECT CONNECTOR

Electrical Tape

a) Tape the electrical connector using UL listed electrical
tape.

\\\\\ 5. CLEAN THE ACCELERATOR PEDAL ASSEMBLY
' b) Clean the area indicated.

Clean NOTE:

[APG]
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] View: Back-side of Pedal |

Accelerator Link
Arm Support
Cover

Gap B

Do not use compressed air to clean; this may force dirt
and debris into the sensor area.

REMOVE THE ACCELERATOR LINK ARM SUPPORT
COVER

NOTE:
Do not twist or bend the cover; it will need to be
reinstalled.

7

a) Using a pocket screwdriver, evenly and lightly pry up on
gaps (A) and then gaps (B) to remove the cover.

NOTE:
Do not clean out any debris caused by wear; this may
trap debris in the pedal causing future malfunctions.

DETERMINE THE REINFORCEMENT BAR THICKNESS

a) Using a feeler gauge, measure the clearance between
the stopper and the housing.

b) Only insert the feeler gauge 10mm from the end of the
housing as illustrated.

NOTE:
Mark the feeler gauge 10mm from the edge to aid in
measurement.

c) Based on the measurement from step a), select the
correct Reinforcement Bar using the table below.

ENTIRE PAGE CONFIDENTIAL BUSINESS INFORMATION

Clearance | Feeler Gauge Clearance Reinforcement Bar

% Thickness Stamping

! 0.0 mm —0.29 mm 1.4 mm 1.4 A

Stopper , : 0.3 mm —0.59 mm 1.6 mm 1.6 B

—— 0.6 mm—0.79 mm 1.8 mm 1.8C

: Housing /4 | 0.8 mm — 1.09 mm 2.0 mm 20D

! ‘—J 1.1 mm—-1.49 mm 2.3 mm 23E

| 0.39 in (10 mm) 1.5 mm — 1.89 mm 2.6 mm 26F

\ 4 1.9 mm —2.30 mm 2.9 mm 29G
[APG]
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Thin-bladed Flathead 8. INSTALL REINFORCEMENT BAR
P Screwdriver
o | P X a) Insert a clean thin-bladed flathead screwdriver between

the housing and the friction lever until the friction lever
lowers.

NOTE:

Do not push more than necessary; it may deform
the housing.

7

/\\Qg_)/\ Thin-bladed Fiathead b) With the increased clearance between the friction lever

__Screwdriver and the housing, insert the reinforcement bar selected
from step 6.

NOTE:

¢ Do not add any lubricants or chemicals to
assist with instillation!!

e As illustrated, insert the reinforcement bar with

L its stamped arrow facing up.

Q{\/

Reinforcement

Bar \ \

i

Stamping

K/

Friction Lever

Bar

Yo

c) From the back of the pedal, firmly push the
reinforcement bar until it contacts the stopper.

d) Carefully center the reinforcement bar behind the
stopper using a pocket screwdriver.

Thin-bladed Flathead
Screwdriver

e Housing L,
\\,\\V_ e i

Stopper

%,

[APG]
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Full Stroke Fedal
5 Times

Ny
‘,\\/ ///// o
|

Ve

- T
© &

e) Pump the accelerator pedal 5 times in a full stroke to

properly seat the reinforcement bar.

9. VERIFY REINFORCEMENT BAR INSTALLATION

a) Verify that the reinforcement bar is properly centered

and flush with the stopper.

10. INSTALL THE ACCELERATOR LINK ARM SUPPORT
COVER

a)

b)

Repair any bent claws on the accelerator link arm
support cover.

Press down on the 6 claws to firmly install the
accelerator link arm support cover.

11. REINSTALL THE ACCELERATOR PEDAL ASSEMBLY

a) Remove the tape from the electrical connector.
b) Reinstall the pedal with the 2 bolts OR 2 nuts depending on model.
c) Torque to specification.

Model Torque Specification: Model Torque Specification:
Avalon Corolla .
Camry 5.4 Nm (55 kgf cm, 48 in. Ibf) Matrix 5.5 Nm (56 kgf cm, 49 in. Ibf)
RAV4 Sequoia

Highlander Tundra 5.0 Nm (51 kgf cm, 44 in. |bf)

d) Reconnect the accelerator pedal connector.

NOTE: For additional information on accelerator pedal installation, please refer to TIS.
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12. CONFIRM THE CORRECT FLOOR MAT

a) Confirm the correct floor mat for this model is secured with the retaining hooks (clips).
e [f the grommets in the floor for the vehicle are in poor condition, refer to the appropriate TSB and repair
the grommets.

13. INSPECT THE ACCELERATOR PEDAL ASSEMBLY OPERATION

a) Connect Techstream to the DLC3.
b) Enter the following menus: Powertrain / Engine and ECT / Data List.
Check the values by referring to the table below.

Tester Display R“:izzu('gg:; t;/) Normal Condition Diagg:::tic

Accelerator Pedal Released:

Accel Sensor Out | APP sensor No. 1 051011V sRviﬁc(:jh \t/:lg?\j with ignition

No. 1 voltage Accelerator Pedal Fully Depressed: | (Do not start engine)
26t04.5V
Accelerator Pedal Released:

Accel Sensor Out | APP sensor No. 2 121020V sRviﬁc(:jh \t/:g?\l with ignition

No. 2 voltage Accelerator Pedal Fully Depressed: | (Do not start engine)
34t050V

14. CHECK FOR DTC CODES

a) Connect the Techstream to the DLC3.
b) Check for DTC codes.

NOTE: If DTC(s) are displayed, verify the code(s) and record the freeze frame data, then perform repairs
as necessary.

[APG]
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