




















2J3ueualule|n .

586

P »Replacing Light Bulbs P Fog Light Bulbs*

Fog Light Bulbs*

When replacing, use the following bulbs.
| Fog Light: 35 W (H8 for halogen bulb type) |

1. Remove the screw using a Phillips-head
= screwdriver and remove the holding clips
. 5 using a flat-tip screwdriver.
—3 crew 2. Pull down the under cover.
%
2
\J
Holding clip

* Not available on all models

BFog Light Bulbs *

Halogen bulbs get very hot when lit. Qil, perspiration,
or a scratch on the glass can cause the bulb to
overheat and shatter.

When replacing a halogen bulb, handle it by its
plastic case, and protect the glass from contact with
your skin or hard objects. If you touch the glass, clean
it with denatured alcohol and a clean cloth.



PP Replacing Light BulbsP>Fog Light Bulbs*

Bulb — Aj

=)

TabJ‘

Coupler

1‘ +«—Bulb

o

Coupler

* Not available on all models

3. Push the tab to remove the coupler.

4. Rotate the old bulb clockwise to remove.

5. Insert a new bulb into the fog light
assembly and turn it counter-clockwise.

6. Insert the coupler into the connector of the
bulb.

4. Rotate the old bulb counter-clockwise to
remove.

5. Insert a new bulb into the fog light
assembly and turn it clockwise.

6. Insert the coupler into the connector of the
bulb.

BIFog Light Bulbs*

Holding clip

Insert a flat-tip screwdriver, lift and remove the center
pin to remove the clip.

T

Tt 1t
%\@

Insert the clip with the center pin raised, and push

until it is flat.

T
\

&
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P »>Replacing Light Bulbs P Parking/Daytime Running Lights

Parking/Daytime Running Lights

Parking/daytime running lights are LED type. Have an authorized Honda dealer
inspect and replace the light assembly.

Front Turn Signal/Front Side Marker Lights

Front turn signal lights/front side marker lights are LED type. Have an authorized
Honda dealer inspect and replace the light assembly.

Side Turn Signal/Emergency Indicator Lights*

Side turn signal lights are LED type. Have an authorized Honda dealer inspect and
replace the light assembly.

Brake/Taillight, Rear Turn Signal Light and Rear Side
Marker Lights

Brake/taillight, rear turn signal light and rear side marker lights are LED type. Have
an authorized Honda dealer inspect and replace the light assembly.

* Not available on all models



PP Replacing Light BulbsP>Taillight and Back-Up Light Bulbs

Taillight and Back-Up Light Bulbs

When replacing, use the following bulbs.

Taillight: LED
Back-Up Light: 16W

s— Cover

1. Remove the cover by prying on the edge
using a flat-tip screwdriver.
P> Wrap the flat-tip screwdriver with a cloth
to prevent scratches.

T 2. Turn the socket to the left and remove it.
Remove the old bulb.
3. Insert a new bulb.

Socket

BTaillight and Back-Up Light Bulbs

Taillights are LED type. Have an authorized Honda
dealer inspect and replace the light assembly.
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P »>Replacing Light BulbsP>Rear License Plate Light

Rear License Plate Light

Rear license plate light is LED type. Have an authorized Honda dealer inspect and
replace the light assembly.

High-Mount Brake Light

High-mount brake light is LED type. Have an authorized Honda dealer inspect and
replace the light assembly.



Checking and Maintaining Wiper Blades

Checking Wiper Blades

If the wiper blade rubber has deteriorated, it will leave streaks and the hard surfaces
of the blade may scratch the window glass.

Changing the Front Wiper Blade Rubber

1. Lift the driver side wiper arm first, then the
passenger side.

2. Press and hold the tab, then slide the holder
off the wiper arm.

Tab

Continued

B Changing the Front Wiper Blade Rubber

Avoid dropping the wiper arm onto the windshield, it
may damage the wiper arm and/or the windshield.
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P p>Checking and Maintaining Wiper Blades»Changing the Front Wiper Blade Rubber

3. Pull the end of the wiper blade to the
/ . . . . o
Blade direction of the arrow in the image until it
unfastens from the holder’s end cap.

End Cap At ———
The Bottom

4. Pull the wiper blade in the opposite

X{a—l /—f direction to slide it out of the holder.

Holder

5. Slide the new wiper blade onto the holder
from the bottom end.
P> The tab on the holder should fit in the

indent of the wiper blade.

6. Slide the holder onto the wiper arm, then
push down the lock tab.

7. Lower the passenger side wiper arm first,
then the driver side.




PP Checking and Maintaining Wiper Blades»Changing the Rear Wiper Blade Rubber

Changing the Rear Wiper Blade Rubber

WHper A ——— 1. Raise the wiper arm off. B Changing the Rear Wiper Blade Rubber
2. Pivot the bottom end of the holder up until

% it comes off from the wiper arm. Avoid dropping the wiper arm; it may damage the

rear window.
\
N
Lol

3. Slide the blade out of the holder.

4. Remove the retainers from wiper blade and
mount to a new rubber blade.

Retainer

adueuajule .
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> Checking and Maintaining Wiper BladesP»Changing the Rear Wiper Blade Rubber

Holder

5. Slide the new wiper blade onto the holder.
P> Make sure it is engaged correctly, then
install the wiper blade assembly onto the
wiper arm.



Checking and Maintaining Tires

Checking Tires

To safely operate your vehicle, your tires must be of the proper type and size, in
good condition with adequate tread, and properly inflated.

M Inflation guidelines
Properly inflated tires provide the best combination of handling, tread life, and comfort.
Refer to the driver’s doorjamb label or specifications page for the specified pressure.

Underinflated tires wear unevenly, adversely affect handling and fuel economy, and
are more likely to fail from overheating.

Overinflated tires make your vehicle ride harshly, are more prone to road hazards,
and wear unevenly.

Every day before you drive, look at each of the tires. If one looks lower than the
others, check the pressure with a tire gauge.

At least once a month or before long trips, use a gauge to measure the pressure in
all tires, including the spare. Even tires in good condition can lose 1-2 psi
(10-20 kPa, 0.1-0.2 kgf/cm?) per month.

M Inspection guidelines
Every time you check inflation, also examine the tires and valve stems.
Look for:
e Bumps or bulges on the side or in the tread. Replace the tire if you find any cuts,
splits, or cracks in the side of the tire. Replace it if you see fabric or cord.
e Remove any foreign objects and inspect for air leaks.
¢ Uneven tread wear. Have a dealer check the wheel alignment.
e Excessive tread wear.
Wear Indicators P. 600
e Cracks or other damage around valve stem.

BIChecking Tires

AWARNING

Using tires that are excessively worn or
improperly inflated can cause a crash in
which you can be seriously hurt or killed.

Follow all instructions in this owner’s
manual regarding tire inflation and
maintenance.

Measure the air pressure when tires are cold. This
means the vehicle has been parked for at least three
hours, or driven less than 1 mile (1.6 km). If
necessary, add or release air until the specified
pressure is reached.

If checked when hot, tire pressure can be as much as
4-6 psi (30-40 kPa, 0.3-0.4 kgf/cm?) higher than if
checked when cold.

Whenever tire pressure is adjusted, you must
calibrate the TPMS.
Tire Pressure Monitoring System (TPMS)
P.516

Have a dealer check the tires if you feel a consistent
vibration while driving. New tires and any that have
been removed and reinstalled should be properly
balanced.

Check the spare tire pressure once a month or before
long trips.
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PP Checking and Maintaining Tires» Tire and Loading Information Label

Tire and Loading Information Label

The label attached to the driver’s doorjamb provides necessary tire and loading

information.
Label / N
Example | TIRE AND LOADING INFORMATION |
7/ ( SEATING CAPACITY  [:TOTAL 5 :FRONT 2 :REAR 3 )i

The combined weight of occupants and cargo should never exceedISBSki or 850Ibs. X

TIRE SIZE COLDTIRE PRESSURE | s owneR's
FRONT XXXKPA, XXPS ||| MANUAL FOR
aEam XXX/ 00000 X B Xps ] AbDITIONAL

INFORMATION

SPARE || XXXX/XXXXX XXXX [[XXXKPA XXPS|

Tire Labeling

The tires that came on your vehicle have a
number of markings. Those you should be
aware of are described below.

Tire
Identification
\ Number (TIN)

b
/Zj_ Tire Load
WLMaximum

Tire Pressure
Tire Size

Example r Tire Size

2J3ueualule|n .

M Tire Sizes

Whenever tires are replaced, they should be replaced with tires of the same size.

596

BTire and Loading Information Label

The tire and loading information label attached to the

driver’'s doorjamb contains:

@ The number of people your vehicle can carry.

@ The total weight your vehicle can carry. Do not
exceed this weight.

© The original tire sizes for front, rear, and spare.

@ The proper cold tire pressure for front, rear, and
spare.

M Tire Sizes

Following is an example of tire size with an
explanation of what each component means.
P235/60 R18 102T

P: Vehicle type (P indicates passenger vehicle).
235: Tire width in millimeters.

60: Aspect ratio (the tire’s section height as a
percentage of its width).

R: Tire construction code (R indicates radial).

18: Rim diameter in inches.

102: Load index (a numerical code associated with
the maximum load the tire can carry).

T: Speed symbol (an alphabetical code indicating the
maximum speed rating).



P pChecking and Maintaining Tires P> Tire Labeling

M Tire Identification Number (TIN)

The tire identification number (TIN) is a group of numbers and letters that look like
the example in the side column. TIN is located on the sidewall of the tire.

M Glossary of Tire Terminology

Cold Tire Pressure — The tire air pressure when the vehicle has been parked for at
least three hours or driven less than 1 mile (1.6 km).

Load Rating — Means the maximum load that a tire is rated to carry for a given
inflation pressure.

Maximum Inflation Pressure — The maximum tire air pressure that the tire can
hold.

Maximum Load Rating — Means the load rating for a tire at the maximum
permissible inflation pressure for that tire.

Recommended Inflation Pressure — The cold tire inflation pressure recommended
by the manufacturer.

Treadwear Indicators (TWI) — Means the projections within the principal grooves
designed to give a visual indication of the degrees of wear of the tread.

B3 Tire Identification Number (TIN)

DOT B97R FW6X 2209

DOT: This indicates that the tire meets all
requirements of the U.S. Department of
Transportation.

B97R: Manufacturer's identification mark.
FW6X: Tire type code.

22 09: Date of manufacture.

Year
Week
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»p> Checking and Maintaining Tires»DOT Tire Quality Grading (U.S. Vehicles)

DOT Tire Quality Grading (U.S. Vehicles)

The tires on your vehicle meet all U.S. Federal Safety
Requirements. All tires are also graded for treadwear, traction,
and temperature performance according to Department of
Transportation (DOT) standards. The following explains these
gradings.

M Uniform Tire Quality Grading

Quality grades can be found where applicable on the tire sidewall
between tread shoulder and maximum section width.

B Treadwear

The treadwear grade is a comparative rating based on the wear
rate of the tire when tested under controlled conditions on a
specified government test course. For example, a tire graded 150
would wear one and one-half (1 1/2) times as well on the
government course as a tire graded 100. The relative performance
of tires depends upon the actual conditions of their use, however,
and may depart significantly from the norm due to variations in
driving habits, service practices and differences in road
characteristics and climate.

BJUniform Tire Quality Grading

For example:
Treadwear 200
Traction AA
Temperature A

All passenger car tires must conform
to Federal Safety Requirements in
addition to these grades.



PP Checking and Maintaining Tires»DOT Tire Quality Grading (U.S. Vehicles)

M Traction

The traction grades, from highest to lowest, are AA, A, B, and C.
Those grades represent the tire's ability to stop on wet pavement
as measured under controlled conditions on specified
government test surfaces of asphalt and concrete. A tire marked
C may have poor traction performance.

M Temperature

The temperature grades are A (the highest), B, and C,
representing the tire's resistance to the generation of heat and its
ability to dissipate heat when tested under controlled conditions
on a specified indoor laboratory test wheel. Sustained high
temperature can cause the material of the tire to degenerate and
reduce tire life, and excessive temperature can lead to sudden tire
failure. The grade C corresponds to a level of performance which
all passenger car tires must meet under the Federal Motor Vehicle
Safety Standard No. 109. Grades B and A represent higher levels
of performance on the laboratory test wheel than the minimum
required by law.

BTraction

Warning: The traction grade
assigned to this tire is based on
straight-ahead braking traction tests,
and does not include acceleration,
cornering, hydroplaning, or peak
traction characteristics.

B Temperature

Warning: The temperature grade for
this tire is established for a tire that is
properly inflated and not
overloaded. Excessive speed,
underinflation, or excessive loading,
either separately or in combination,
can cause heat buildup and possible
tire failure.
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»»> Checking and Maintaining Tires »Wear Indicators

Wear Indicators

The groove where the wear indicator is
Example of a Wear located is 1/16 inch (1.6 mm) shallower than
Indicator mark elsewhere on the tire. If the tread has worn so
that the indicator is exposed, replace the tire.
Worn out tires have poor traction on wet

A =

1111

Tire Service Life

The life of your tires is dependent on many factors, including driving habits, road
conditions, vehicle loading, inflation pressure, maintenance history, speed, and
environmental conditions (even when the tires are not in use).

In addition to regular inspections and inflation pressure maintenance, it is
recommended that you have annual inspections performed once the tires reach five
years old. All tires, including the spare, should be removed from service after 10
years from the date of manufacture, regardless of their condition or state of wear.



PP Checking and Maintaining Tires P Tire and Wheel Replacement

Tire and Wheel Replacement

Replace your tires with radials of the same size, load range, speed rating, and
maximum cold tire pressure rating (as shown on the tire’s sidewall). Using tires of a
different size or construction can cause certain vehicle systems such as the ABS and
Vehicle Stability Assist® (VSA®) system to work incorrectly.

It is best to replace all four tires at the same time. If that isn’t possible, replace the
front or rear tires in pairs.

Make sure that the wheel's specifications match those of the original wheels.

BTire and Wheel Replacement

AWARNING

Installing improper tires on your vehicle can
affect handling and stability. This can cause
a crash in which you can be seriously hurt or
killed.

Always use the size and type of tires
recommended in this owner’s manual.
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»»Checking and Maintaining Tires »Tire Rotation

Tire Rotation

Rotating tires according to the maintenance messages on the information display”/  BTire Rotation

driver information interface” helps to distribute wear more evenly and increase tire Tires with directional tread patterns should only be
life. rotated front to back (not from one side to the other).
Directional tires should be mounted with the rotation

M Tires without rotation marks indication mark facing forward, as shown below.

Rotate the tires as shown here.
— =
= ===
Front =ROTATION =
Front
- « Direction Mark
— ~—
= =
B Tires with rotation marks ¥\F/)f’1/(|egever tires are rotated, you must calibrate the
+—| Rotate the tires as shown here. Tire Pressure Monitoring System (TPMS)

P.516

= =
Front |—*
<=
v

= =
L 4
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»» Checking and Maintaining Tires »>Winter Tires

Winter Tires

If driving on snowy or frozen roads, mount all season marked “M+S" tires, snow
tires, or tire chains; reduce speed; and maintain sufficient distance between vehicles
when driving.

Be particularly careful when operating the steering wheel or brakes to prevent
skidding.

Use tire chains, snow tires, or all season tires when necessary or according to the law.

When mounting, refer to the following points.

For winter tires:

® Select the size and load ranges that are the same as the original tires.

* Mount the tires to all four wheels.

For tire chains:

e Install them on the front tires only.

e Because your vehicle has limited tire clearance, we strongly recommend using the
chains listed below:

| Cable-type: SCC RADIAL CHAIN TC2111MM |

| Cable-type: SCC RADIAL CHAIN TC2212MM |

* Follow the chain manufacturer's instruction when installing. Mount them as
tightly as you can.

e Check that the chains do not touch the brake lines or suspension.

e Drive slowly.

BWinter Tires

AWARNING

Using the wrong chains, or not properly
installing chains, can damage the brake
lines and cause a crash in which you can be
seriously injured or killed.

Follow all instructions in this owner's
manual regarding the selection and use of
tire chains.

Traction devices that are the wrong size or improperly
installed can damage your vehicle's brake lines,
suspension, body, and wheels. Stop driving if they are
hitting any part of the vehicle.

When tire chains are mounted, follow the chain
manufacturer's instructions regarding vehicle
operational limits.

If your vehicle is equipped with summer tires, be
aware that these tires are not designed for winter
driving conditions. For more information, contact a
dealer.
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Battery

Checking the Battery

= TN

The condition of the battery is monitored by a
sensor located on the negative terminal of the
battery. If there is a problem with this sensor,
the driver information interface will display a
warning message. If this happens, have your
vehicle inspected by a dealer.

Check the battery terminals for corrosion monthly.

If your vehicle's battery is disconnected or goes dead:

e The audio system is disabled.
Audio System Theft Protection P. 232

¢ The clock resets”.
Clock P. 130

e Canadian models only: The immobilizer system needs to be reset.
Immobilizer System Indicator P. 90

* Not available on all models

PIBattery

AWARNING

The battery gives off explosive hydrogen
gas during normal operation.

A spark or flame can cause the battery to
explode with enough force to kill or
seriously hurt you.

When conducting any battery
maintenance, wear protective clothing and
a face shield, or have a skilled technician do
it.

WARNING: Battery post, terminals,
and related accessories contain lead
and lead compounds.

Wash your hands after handling.



PP Battery P> Charging the Battery

Charging the Battery

Disconnect both battery cables to prevent damaging your vehicle's electrical system.

Always disconnect the negative (-) cable first, and reconnect it last.

*1: Models with the smart entry system have an ENGINE START/STOP button instead of an
ignition switch.

* Not available on all models

Battery

When you find corrosion, clean the battery terminals
by applying a baking powder and water solution.
Clean the terminals with a damp towel. Cloth/towel
dry the battery. Coat the terminals with grease to
help prevent future corrosion.

When replacing the battery, the replacement must be
of the same specifications.
Consult a dealer for more information.

The indicators for the Adaptive Cruise Control (ACC)
with Low Speed Follow (LSF)*, Road Departure
Mitigation (RDM) System*, Vehicle Stability Assist®
(VSA®) system, Vehicle Stability Assist® (VSA®) OFF,
Collision Mitigation Braking System™ (CMBS™)*,
Low Tire Pressure/TPMS, and Parking Brake and Brake
System (Amber) may come on along with a message
in the Driver Information Interface* when you turn
the ignition switch to ON [11]" after re-connecting
the battery.

Drive a short distance at more than 12 mph

(20 km/h). The indicator should go off. If it does not,
have your vehicle checked by a dealer.
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Remote Transmitter Care

Replacing the Button Battery

If the indicator does not come on when the button is pressed, replace the battery.

B Master Keys with Remote Transmitter*

| Battery type: CR1620

1. Unscrew the cover with a small Phillips-
head screwdriver.

2. Open the remote transmitter.

P> Wrap the small flat-tip screwdriver with a
cloth to prevent scratching the
transmitter.

3. Remove the button battery with the small
flat-tip screwdriver.

4. Make sure to replace the battery with the
correct polarity.

* Not available on all models

BIReplacing the Button Battery

AWARNING

CHEMICAL BURN HAZARD

The battery that powers the remote
transmitter can cause severe internal burns
and can even lead to death if swallowed.
Keep new and used batteries away from
children.

If you suspect that a child has swallowed
the battery, seek medical attention
immediately.

An improperly disposed of battery can damage the
environment. Always confirm local regulations for
battery disposal.

Replacement batteries are commercially available or
at a dealer.



PP Remote Transmitter Care P Replacing the Button Battery

M Smart Entry Remote*

* Not available on all models

| Battery type: CR2032

1. Remove the built-in key.

2. Remove the upper half of the cover by
carefully prying on the edge with a coin.
P> Remove carefully to avoid losing the

buttons.
P> Wrap a coin with a cloth to prevent
scratching the smart entry remote.

3. Make sure to replace the battery with the
correct polarity.

adueuajule .

607



2J3ueualule|n .

608

Climate Control System Maintenance

Air Conditioning

To ensure proper and safe operation, the Society of Automotive Engineers (SAE
J2845) recommends that the refrigerant system only be serviced by trained and
certified technicians.

Never repair or replace the air conditioning evaporator (cooling coil) with one
removed from a used or salvaged vehicle.

New replacement mobile air conditioning evaporators must be certified (and
labeled) as meeting SAE Standard J2842.

Dust and Pollen Filter

The climate control system is equipped with a dust and pollen filter that collects
pollen, dust, and other debris in the air. The Maintenance Minder™ messages will let
you know when to replace the filter.

We recommend that you replace the dust and pollen filter sooner when using your
vehicle in areas with high concentrations of dust.

BClimate Control System Maintenance

Vented refrigerant is harmful to the environment.
To avoid refrigerant from venting, never replace the
evaporator with one removed from a used or
salvaged vehicle.

Refrigerant in your vehicle's air conditioning system is
flammable and can be ignited during servicing if
proper procedures are not followed.

Air conditioner label is found under the hood:
Safety Labels P. 77
Specifications P. 648

Canadlan models

&: Caution
& : Flammable Refrigerant
ﬁ R-1234yf | =
¥ Requires Registered
Technician to Service

;¢§ : Air Conditioning
System

IDust and Pollen Filter

If the airflow from the climate control system
deteriorates noticeably, and the windows fog up
easily, the filter may need to be replaced. Please
contact a dealer for replacement.



Interior Care

Use a damp cloth with a mixture of mild detergent and warm water to remove dirt. ~ Blinterior Care

Use a clean cloth to remove detergent residue. Do not spill liquids inside the vehicle. Electrical
devices and systems may malfunction if liquids are

M Cleaning Seat Belts splashed on them.

Use a soft brush with a mixture of mild soap and warm water to clean the seat belts. Do not use silicone based sprays on electrical devices

Let the belts air dry. Wipe the loops of the seat belt anchors using a clean cloth. such as audio devices and switches.

Doing so may cause the items to malfunction or

cause a fire inside the vehicle.

If a silicone based spray is inadvertently used on

electrical devices, consult a dealer.

Depending on their composition, chemicals and
liquid aromatics may cause discoloration, wrinkles,
and cracking to resin-based parts and textiles.

Do not use alkali solvents or organic solvents such as
benzene or gasoline.

After using chemicals, make sure to gently wipe them
away using a dry cloth.

Do not place used cloths on top of resin based parts
or textiles for long periods of time without washing.

M Cleaning the Window B Cleaning the Window

Wires are mounted to the inside of the rear window.
Wipe along the same direction as the wires with a
soft cloth so as not to damage them.

Wipe using a glass cleaner.

Be careful not to spill fluids, such as water or glass
cleaner, on or around the cover of both the front
sensor camera™ and the rainfall/light sensor™.

* Not available on all models Continued
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P> Cleaning P> Interior Care

M Floor Mats

The driver's floor mat hooks over floor
anchors, which keep them from sliding
forward. To remove a mat for cleaning, turn
the anchor knobs to the unlock position.

K) L % = When reinstalling the mat after cleaning, turn
the knobs to the lock position.

Lock

Do not put additional floor mats on top of
the anchored mat.

M Maintaining Genuine Leather*

To properly clean leather:

1. Use a vacuum or soft dry cloth first to remove any dirt or dust.

2. Clean the leather with a soft cloth dampened with a solution comprised of 90%
water and 10% neutral soap.

3. Wipe away any soap residue with a clean damp cloth.

4. Wipe away residual water and allow leather to air dry in the shade.

* Not available on all models

BFloor Mats

If you use any floor mats that were not originally
provided with your vehicle, make sure they are
designed for your specific vehicle, fit correctly, and
are securely anchored by the floor anchors.

Position the rear seat floor mats properly. If they are
not properly positioned, the floor mats can interfere
with the front seat functions.

BIMaintaining Genuine Leather*

It is important to clean or wipe away dirt or dust as
soon as possible. Spills can soak into leather resulting
in stains. Dirt or dust can cause abrasions in the
leather. In addition, please note that some dark
colored clothing can rub onto the leather seats
resulting in discoloration or stains.



»p>Cleaning P> Exterior Care

Exterior Care

Dust off the vehicle body after you drive.
Regularly inspect your vehicle for scratches on painted surfaces. A scratch on a
painted surface can result in body rust. If you find a scratch, promptly repair it.

M Washing the Vehicle

Wash the vehicle regularly. Wash more frequently when driving in the following
conditions:

e |f driving on roads with road salt.

e [f driving in coastal areas.

e If tar, soot, bird droppings, insects, or tree sap are stuck to painted surfaces.

M Using an Automated Car Wash

e Make sure to follow the instructions indicated on the automated car wash.
¢ Fold in the door mirrors.
e For models equipped with automatic intermittent wipers, turn the wipers off.

M Using High Pressure Cleaners

¢ Keep sufficient distance between the cleaning nozzle and the vehicle body.

e Take particular care around the windows. Standing too close may cause water to
enter the vehicle interior.

e Do not spray high pressure water directly into the engine compartment. Instead,
use low pressure water and a mild detergent.

Continued

BIWashing the Vehicle

Do not spray water into the air intake vents. It can
cause a malfunction.

Air Intake Vents

Do not spray water onto the capless unit when the
fuel fill door is open. It can cause damage to the fuel
system or engine.
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P> Cleaning P> Exterior Care

M Applying Wax
A good coat of automotive body wax helps protect your vehicle’s paint from the

elements. Wax will wear off over time and expose your vehicle’s paint to the
elements, so reapply as necessary.

B Maintaining the Bumpers and Other Resin Coated Parts

If you get gasoline, oil, engine coolant, or battery fluid on resin coated parts, they
may be stained or the coating may peel. Promptly wipe it away using a soft cloth and
clean water.

M Cleaning the Window

Wipe using a glass cleaner.

M Maintaining Aluminum Wheels

Aluminum is susceptible to deterioration caused by salt and other road
contaminants. When necessary, as early as possible use a sponge and mild detergent
to wipe away these contaminants. Do not use a stiff brush or harsh chemicals
(including some commercial wheel cleaners). These can damage the protective finish
on aluminum alloy wheels, resulting in corrosion. Depending on the type of finish,
the wheels also may lose their luster or appear burnished. To avoid water stains,
wipe the wheels dry with a cloth while they are still wet.

BApplying Wax

Chemical solvents and strong cleaners can damage
the paint, metal, and plastic on your vehicle. Wipe
away spills immediately.

BIMaintaining the Bumpers and Other Resin Coated Parts

Ask a dealer about the correct coating material when
you want to repair the painted surface of the parts
made of resin.



»p>Cleaning P> Exterior Care

M Fogged Exterior Light Lenses
The inside lenses of exterior lights (headlights, brake lights, etc.) may fog temporarily

if you have driven in the rain, or after the vehicle has been run through a car wash.

Dew condensation also may build up inside the lenses when there is a significant
enough difference between the ambient and inside lens temperatures (similar to
vehicle windows fogging up in rainy conditions). These conditions are natural
processes, not structural design problems in the exterior lights.

Lens design characteristics may result in moisture developing on the light lens frame
surfaces. This also is not a malfunction.

However, if you see large amounts water accumulation, or large water drops
building up inside the lenses, have your vehicle inspected by a dealer.
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Accessories and Modifications

Accessories

When installing accessories, check the following:

¢ Do not install accessories on the windshield. They can obstruct your view and
delay your reaction to driving conditions.

¢ Do not install any accessories over areas marked SRS Airbag, on the sides or backs
of the front seats, on front or side pillars, or near the side windows.
Accessories installed in these areas may interfere with proper operation of the
vehicle’s airbags or may be propelled into you or another occupant if the airbags
deploy.

e Be sure electronic accessories do not overload electrical circuits or interfere with
proper operation of your vehicle.

Fuses P. 640

¢ Before installing any electronic accessory, have the installer contact a dealer for

assistance. If possible, have a dealer inspect the final installation.

Modifications

Do not modify your vehicle in a manner that may affect its handling, stability, or reliability,
or install non-genuine Honda parts or accessories that may have a similar effect.

Even minor modifications to vehicle systems can affect overall vehicle performance.
Always make sure all equipment is properly installed and maintained, and do not make any
modification to your vehicle or its systems that might cause your vehicle to no longer meet
federal, state, province, territory, and local regulations.

The on-board diagnostic port (OBD-II/SAE J1962 connector) installed on this vehicle
is intended to be used with automobile system diagnostic devices or with other
devices that Honda has approved. Use of any other type of device may adversely
affect the vehicle's electronic systems or allow them to be compromised, possibly
resulting in a system malfunction, drained battery, or other unexpected problems.

Do not modify or attempt to repair any of the electrical components.

BAccessories and Modifications

AWARNING

Improper accessories or modifications can
affect your vehicle's handling, stability, and
performance, and cause a crash in which
you can be seriously hurt or killed.

Follow all instructions in this owner's
manual regarding accessories and
modifications.

Honda Genuine accessories are recommended to
ensure proper operation on your vehicle.
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Tools

Types of Tools

Jack

Tool Bag

jl

BTypes of Tools

The tools are stored in the cargo area.

—

Wheel Nut Wrench/
Jack Handle

(f\\:’l
€

Jack Handle Bar

Jack

I

Funnel



If a Tire Goes Flat

Changing a Flat Tire

If a tire goes flat while driving, grasp the steering wheel firmly, and brake gradually
to reduce speed. Then stop in a safe place. Replace the flat tire with a compact spare
tire. Go to a dealer as soon as possible to have the full-size tire repaired or replaced.

1. Park the vehicle on firm, level, and non-slippery surface, and apply the parking

brake.
2. Move the shift lever to [P].

3. Turn on the hazard warning lights and turn the ignition switch to LOCK [0]*".

*1: Models with the smart entry system have an ENGINE START/STOP button instead of an

ignition switch.

Continued

BIChanging a Flat Tire

Follow compact spare precautions:

Periodically check the tire pressure of the compact
spare. It should be set to the specified pressure.
Specified Pressure: 60 psi (420 kPa, 4.2 kgf/cm?)

When driving with the compact spare tire, keep the
vehicle speed under 50 mph (80 km/h). Replace with
a full-size tire as soon as possible.

The compact spare tire and wheel in your vehicle are
specifically for this model. Do not use them with
another vehicle. Do not use another type of compact
spare tire or wheel with your vehicle.

Do not mount tire chains on a compact spare tire.

If a chain-mounted front tire goes flat, remove one of
the full-size rear tires and replace it with the compact
spare tire. Remove the flat front tire and replace it
with the full-size tire that was removed from the rear.
Mount the tire chains on the front tire.

Do not use the jack if it doesn’t work properly. Call
your dealer or a professional towing service.
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»-pIf a Tire Goes Flat»Changing a Flat Tire

M Getting Ready to Replace the Flat Tire

\

-

Spare Tire

Tool Bag

[

1. Open the cargo area floor lid.

2. Take the tool bag out of the cargo area.
Take the wheel nut wrench and jack handle
bar out of the tool bag.

3. Take the jack out of the spare tire area.
4. Unscrew the wing bolt and remove the
spacer cone. Then remove the spare tire.



P> If a Tire Goes Flat»Changing a Flat Tire

Blocks
The tire to be replaced.

5. Place a wheel block or rock in the front and
rear of the wheel diagonal to the flat tire.

6. Place the compact spare tire under the
vehicle body (wheel side up) near the tire
that needs to be replaced.

7. Loosen each wheel nut about one turn
using the wheel nut wrench.

Continued
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PP If a Tire Goes FlatP»Changing a Flat Tire

M How to Set Up the Jack BlHow to Set Up the Jack

1. Place the jack under the jacking point AWARNING

closest to the tire to be changed. The vehicle can easily roll off the jack,
seriously injuring anyone underneath.

/\\ ,'\ Follow the directions for changing a tire
exactly and never get under the vehicle
when it is supported only by the jack.

Do not use the jack with people or luggage in the

2. Turn the end bracket clockwise (as shown vehicle.
in image) until the top of the jack contacts
the jacking point. Use the jack provided in your vehicle. Other jacks may
P Make sure that the jacking point tab is not SUDPEF’[ the weight (“load") or their shape may
not match.

resting in the jack notch.

The following instructions must be followed to use
the jack safely:

® Do not use while the engine is running.

® Use only where the ground is firm and level.

. pawadxaun ayy buipuey

3. Raise the vehicle, using the jack handle bar e Use only at _the jacking point_s_ _ _
and the jack handle, until the tire is off the ® Do not get in the vehicle while using the jack.
® Do not put anything on top of or underneath the
ground. jack

Loose items can fly around the interior in a crash and
can seriously injure the occupants.

< Wheel Nut Stpr_e the wheel, jack, and tools securely before
Bar Wrench as Jack Handle driving.

620



P> If a Tire Goes Flat»Changing a Flat Tire

M Replacing the Flat Tire

1. Remove the wheel nuts and flat tire.

2. Wipe the mounting surfaces of the wheel
with a clean cloth.

3. Mount the compact spare tire.

4. Screw the wheel nuts until they touch the
lips around the mounting holes, then stop
rotating.

5. Lower the vehicle and remove the jack.
Tighten the wheel nuts in the order
indicated in the image. Go around,
tightening the nuts, two to three times in
this order.

Wheel nut torque:
80 Ibf-ft (108 N-m, 11 kgf-m)

Continued

BReplacing the Flat Tire

Do not over tighten the wheel nuts by applying extra
torque using your foot or a pipe.
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PP If a Tire Goes FlatP»Changing a Flat Tire

M Storing the F

lat Tire

Ce

nter Cap

Lid

Wing
Bolt 1

For compact spare tire

T

ooos

Spacer Cone For full-size tire

1. Remove the center cap.

2. Remove the cargo area lid as shown.

3. Place the flat tire face down in the spare tire
well.

4. Remove the spacer cone from the wing
bolt, flip it over, and insert it back on the

bolt. Secure the flat tire with the wing bolt.

5. Securely store the wheel nut wrench and
jack handle bar back in the tool bag. Store
the bag in the cargo area properly.

6. Store the jack in its holder. Turn the jack’s
end bracket to lock it in place.

BStoring the Flat Tire

AWARNING

Loose items can fly around the interior in a
crash and can seriously injure the
occupants.

Store the wheel, jack, and tools securely
before driving.




P> If a Tire Goes Flat»Changing a Flat Tire

B TPMS and the Spare Tire

If you replace a flat tire with the spare tire, the low tire pressure/TPMS indicator
comes on while you are driving. After driving for a few miles (kilometers), the
indicator will start blinking for a short time and then stay on. Tire Pressures Low
appears on the driver information interface*, but this is normal.

Calibrate the TPMS when you replace the tire with a specified regular tire.
TPMS Calibration P. 516

* Not available on all models
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Engine Does Not Start

Checking the Engine

If the engine does not start, check the starter. B Checking the Engine

If you must start the vehicle immediately, use an
assisting vehicle or booster battery to jump start it.
Jump Starting P. 627

Starter condition Checklist
Starter doesn’t turn or turns
over slowly. Check for a message on the driver information interface*.
The battery may be dead. Check e If the To Start, Hold Remote Near Start Button message appears
each of the items on the right and If the Smart Entry Remote Battery is Weak P. 625
respond accordingly. PMake sure the smart entry remote is in its operating range.

ENGINE START/STOP Button Operating Range P. 170

Check the brightness of the interior lights.
Turn on the interior lights and check the brightness.
e [f the interior lights are dim or do not come on at all
Battery P. 604
o If the interior lights come on normally & Fuses P. 640
The starter turns over normally, Review the engine start procedure.

. pa1adxaun ayi bulpuey

but the engine doesn’t start. Follow its instructions, and try to start the engine again. & Starting the Engine P. 458
There may be a problem with a Check the immobilizer system indicator.

fuse. Check each of the items on  When the immobilizer system indicator is blinking, the engine cannot be started.
the right and respond accordingly. Immobilizer System P. 159

Check the fuel level.
There should be enough fuel in the tank. EIFuel Gauge P. 116

Check the fuses.

Check all fuses or have the vehicle checked by a dealer.
Inspecting and Changing Fuses P. 643

If the problem continues:
Emergency Towing P. 644

624 * Not available on all models



PP Engine Does Not Start P If the Smart Entry Remote Battery is Weak

If the Smart Entry Remote Battery is Weak

If the beeper sounds and the To Start, Hold Remote Near Start Button message
appears on the driver information interface; and the ENGINE START/STOP button
flashes and the engine will not start. Start the engine as follows:

1. Touch the center of the ENGINE START/
STOP button with the H logo on the smart
entry remote while the ENGINE START/
STOP button is flashing.

The buttons on the smart entry remote

should be facing you.

P> The ENGINE START/STOP button
flashes for about 30 seconds.

2. Depress the brake pedal and press the
ENGINE START/STOP button within 10
seconds after the beeper sounds and the
ENGINE START/STOP button changes
from flashing to on.

P> If you don't depress the pedal, the mode
will change to ACCESSORY.
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PP Engine Does Not Start»Emergency Engine Stop

Emergency Engine Stop

The ENGINE START/STOP button may be used to stop the engine due to an
emergency situation even while driving. If you must stop the engine, do either of the
following operations:

e Press and hold the ENGINE START/STOP button for about two seconds.

e Firmly press the ENGINE START/STOP button three times.

The steering wheel will not lock. However, because turning off the engine disables
the power assist the engine provides to the steering and braking systems, it will
require significantly more physical effort and time to steer and slow the vehicle. Use
both feet on the brake pedal to slow down the vehicle and stop immediately in a
safe place.

The power mode is in ACCESSORY when the engine is stopped.
To change the mode to VEHICLE OFF, change the shift lever to [P] after the vehicle
comes to a complete stop.

Then press the ENGINE START/STOP button twice without depressing the brake

pedal.

BIEmergency Engine Stop

Do not press the ENGINE START/STOP button while
driving unless it is absolutely necessary for the engine
to be switched off.

If you press the ENGINE START/STOP button while
driving, the beeper sounds.



Jump Starting

M Jump Starting Procedure

Turn off the power to electric devices, such as the audio and lights. Turn off the

engine, then open the hood.
AN

: 1. Open the terminal cover on your vehicle's
TEN 7 <N battery positive @ terminal.
= ¢ B 2. Connect the first jumper cable to your
vehicle's battery @ terminal.

3. Connect the other end of the first jumper
cable to the booster battery @ terminal.
P> Use a 12-volt booster battery only.

P When using an automotive battery
charger to boost your 12-volt battery,
select a lower charging voltage than 15
volts. Check the charger manual for the
proper setting.

4. Connect the second jumper cable to the
booster battery © terminal.

Booster Battery ———

Continued

B3Jump Starting

AWARNING

A battery can explode if you do not follow
the correct procedure, seriously injuring
anyone nearby.

Keep all sparks, open flames, and smoking
materials away from the battery.

Securely attach the jumper cables clips so that they
do not come off when the engine vibrates. Also be
careful not to tangle the jumper cables or allow the
cable ends to touch each other while attaching or
detaching the jumper cables.

Battery performance degrades in cold conditions and
may prevent the engine from starting.
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627



. paadxaun ayi bulpuey

628

PP Jump Starting >

2.4 L engine models

5. Connect the other end of the second
jumper cable to the engine hanger (as
shown). Do not connect this jumper cable
to any other part.

6. If your vehicle is connected to another
vehicle, start the assisting vehicle's engine
and increase its rpm slightly.

7. Attempt to start your vehicle's engine. If it
turns over slowly, check that the jumper
cables have good metal-to-metal contact.



PP Jump Starting >

M What to Do After the Engine Starts i RN AT BB
The indicators for the Adaptive Cruise Control (ACC)

Once your vehicle's engine has started, remove the jumper cables in the following with Low Speed Follow (LSF)*, Road Departure

order: Mitigation (RDM)*, Vehicle Stability Assist® (VSA®)
system, Vehicle Stability Assist® (VSA®) OFF, Collision

1. Disconnect the jumper cable from your vehicle's ground. Mitigation Braking System™ (CMBS™)", low tire

2. Disconnect the other end of the jumper cable from the booster battery © pressure/TPMS, and Parking Brake and Brake System

(Amber) may come on along with a message in the
Driver Information Interface” when you turn the
ignition switch to ON [1I]*" after reconnecting the

terminal.
3. Disconnect the jumper cable from your vehicle's battery @ terminal.
4. Disconnect the other end of the jumper cable from the booster battery @

battery.
terminal. Drive a short distance at more than 12 mph (20 km/
h). The indicator should go off. If it does not, have
Have your vehicle inspected by a nearby service station or a dealer. your vehicle checked by a dealer.
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*1: Models with the smart entry system have an ENGINE START/STOP button instead of an
ignition switch.

* Not available on all models 629
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Shift Lever Does Not Move

Follow the procedure below if you cannot move the shift lever out of the [P]
position.

M Releasing the Lock

1. Set the parking brake.
Models without smart entry system

2. Remove the key from the ignition switch.

2. Remove the built-in key from the smart
entry remote.

All models

3. Wrap a cloth around the tip of a small flat-
tip screwdriver. Put it into the shift lock
release slot (as shown in image) and remove
the cover.

. Insert the key into the shift lock release slot.

. While pushing the key down, press the shift
lever release button, and place the shift
lever into [N].

P> The lock is now released. Have the shift
lever checked by a dealer as soon as
possible.

ﬁ‘)
N

(S

Shift Lock Release Slot
ol




How to Handle Overheating

Overheating symptoms are as follows:

* The temperature gauge needle is at the |H| mark or the engine suddenly loses

power.

e Stop Driving When Safe. Engine Temperature Too Hot message appears on

the driver information interface.”
e Steam or spray comes out of the engine compartment.

M First thing to do
1. Immediately park the vehicle in a safe place.
2. Turn off all accessories and turn on the hazard warning lights.

P No steam or spray present: Keep the engine running and open the hood.
P> Steam or spray is present: Turn off the engine and wait until it subsides.

Then open the hood.

* Not available on all models

Continued

BJIHow to Handle Overheating

AWARNING

Steam and spray from an overheated
engine can seriously scald you.

Do not open the hood if steam is coming
out.

Continuing to drive with the temperature gauge
needle at the [H| mark may damage the engine.

Continuing to drive with the Stop Driving When
Safe. Engine Temperature Too Hot message on
the driver information interface” may damage the
engine.
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P p>Overheating > How to Handle Overheating

H Next thing to do

1.5 L engine models

~Reservel 1 Check that the cooling fan is operating and

stop the engine once the temperature

gauge needle goes down.

P If the cooling fan is not operating,
immediately stop the engine.

2. Once the engine has cooled down, inspect
the coolant level, and check the cooling
system components for leaks.

P> If the coolant level, in the reserve tank is
low, or no coolant in the tank, check that
the radiator is cool. Cover the reserve
tank cap with a heavy cloth and open the
cap. Add coolant until it reaches the
MAX mark and put the cap back on.

BIHow to Handle Overheating

AWARNING

Removing the reserve tank cap while the
engine is hot can cause the coolant to spray
out, seriously scalding you.

Always let the engine and radiator cool
down before removing the reserve tank
cap.

If the coolant is leaking, contact a dealer for repairs.

Use water as an emergency/temporary measure only.
Have a dealer flush the system with proper antifreeze
as soon as possible.



P »>Overheating»How to Handle Overheating

2.4 L engine models

1. Check that the cooling fan is operating and

' stop the engine once the temperature
gauge needle goes down.

P> If the cooling fan is not operating,
immediately stop the engine.

2. Once the engine has cooled down, inspect
the coolant level and check the cooling

% system components for leaks.

o P> If the coolant level in the reserve tank is
low, add coolant until it reaches the
MAX mark.

P> If there is no coolant in the reserve tank,
check that the radiator is cool. Cover the
radiator cap with a heavy cloth and open
the cap. If necessary, add coolant up to
the base of the filler neck, and put the
cap back on.

H Last thing to do

Once the engine has cooled sufficiently, restart it, and check the temperature
gauge.

If the temperature gauge needle has gone down, resume driving. If it has not gone
down, contact a dealer for repairs.

BJIHow to Handle Overheating

AWARNING

Removing the reserve tank cap while the
engine is hot can cause the coolant to spray
out, seriously scalding you.

Always let the engine and radiator cool
down before removing the reserve tank
cap.

If the coolant is leaking, contact a dealer for repairs.

Use water as an emergency/temporary measure only.
Have a dealer flush the system with proper antifreeze
as soon as possible.
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Indicator, Coming On/Blinking

If the Low Oil Pressure Indicator Comes On

H Reasons for the indicator to come on
T Comes on when the engine oil pressure is low.
H What to do as soon as the indicator comes on
1. Immediately park the vehicle on level ground in a safe place.
2. If necessary, turn the hazard warning lights on.
M What to do after parking the vehicle
1. Stop the engine and let it sit for about three minutes.
2. Open the hood and check the oil level.
Oil Check P. 571
3. Start the engine and check the low oil pressure indicator.
P> The indicator goes off: Start driving again.
P> The indicator does not go off within 10 seconds: Stop the engine
and contact a dealer for repairs immediately.

If the Charging System Indicator Comes On

H Reasons for the indicator to come on

Comes on when the battery is not being charged.

H What to do when the indicator comes on

Turn off the climate control system, rear defogger, and other electrical
systems. Immediately contact a dealer for repairs.

BJIf the Low Oil Pressure Indicator Comes On

NOTICE
Running the engine with low oil pressure can cause
serious mechanical damage almost immediately.

BJIf the Charging System Indicator Comes On

If you need to stop temporarily, do not turn off the
engine. Restarting the engine may rapidly discharge
the battery.



P> »> Indicator, Coming On/Blinking > If the Malfunction Indicator Lamp Comes On or Blinks

If the Malfunction Indicator Lamp Comes On or

Blinks

L

H Reasons for the indicator lamp to come on or blink

e Comes on when there is a problem with the engine emissions control
system.

¢ Blinks when engine misfiring is detected.

B What to do when the indicator lamp comes on

Avoid high speeds and immediately get your vehicle inspected at a

dealer.

B What to do when the indicator lamp blinks

Park the vehicle in a safe place with no flammable items and wait at least

10 minutes or more with the engine stopped until it cools.

BJIf the Malfunction Indicator Lamp Comes On or Blinks

If you drive with the malfunction indicator lamp on,
the emissions control system and the engine could be
damaged.

If the malfunction indicator lamp blinks again when
restarting the engine, drive to the nearest dealer at
31 mph (50 km/h) or less. Have your vehicle
inspected.
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»>»>Indicator, Coming On/Blinking P> If the Brake System Indicator (Red) Comes On or Blinks

If the Brake System Indicator (Red) Comes On or

Blinks
us. H Reasons for the indicator to come on
e The brake fluid is low.
BRAKE| . There is a malfunction in the brake system.
Canada I What to do when the indicator comes on while driving
Depress the brake pedal lightly to check pedal pressure.
(@) * If normal, check the brake fluid level the next time you stop.
(Red) e |f abnormal, take immediate action. If necessary, downshift the

transmission to slow the vehicle using engine braking.
H Reason for the indicator to blink
e There is a problem with the electric parking brake system.
H What to do when the indicator blinks
Avoid using the parking brake and have your vehicle checked by a dealer
immediately.

BJIf the Brake System Indicator (Red) Comes On or Blinks

Have your vehicle repaired immediately.

It is dangerous to drive with low brake fluid. If there
is no resistance from the brake pedal, stop
immediately in a safe place. If necessary, downshift
the gears.

If the brake system indicator and ABS indicator come
on simultaneously, the electronic brake distribution
system is not working. This can result in vehicle
instability under sudden braking.

Have your vehicle inspected by a dealer immediately.

If the brake system indicator (red) blinks at the same
time when the brake system indicator (amber) comes
on, the parking brake may not work.

Avoid using the parking brake and have your vehicle
checked by a dealer immediately.

If the Brake System Indicator (Red) Comes
On or Blinks at the Same Time When the
Brake System Indicator (Amber) Comes On
P. 637



P> »> Indicator, Coming On/Blinking > If the Brake System Indicator (Red) Comes On or Blinks at the Same Time When the Brake System Indicator (Amber) Comes On

If the Brake System Indicator (Red) Comes On or Blinks at the
Same Time When the Brake System Indicator (Amber) Comes On

U.S.

BRAKE

Canada

(©)

(Red)

U.S.

Canada

(0)

(Amber)

B If the brake system indicator (red) comes on or blinks at the
same time when the brake system indicator (amber) comes on,
release the parking brake manually or automatically.

Parking Brake P. 522

e |f the brake system indicator (red) continuously comes on or blinks at
the same time when the brake system indicator (amber) comes on,
stop the vehicle in a safe place and have it inspected by a dealer
immediately.

P> Preventing the vehicle from moving
Move the shift lever to [P].

e [f the brake system indicator (amber) comes on alone, avoid using the
parking brake and have your vehicle checked by a dealer immediately.

BIf the Brake System Indicator (Red) Comes On or Blinks at the Same
Time When the Brake System Indicator (Amber) Comes On

If you apply the parking brake, you may not be able
to release it.

If the brake system indicator (red) and the brake
system indicator (amber) come on at the same time,
the parking brake is working.

If the brake system indicator (red) blinks at the same
time when the brake system indicator (amber) comes
on, the parking brake may not work because it is
checking the system.
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PP Indicator, Coming On/Blinking P If the Electric Power Steering (EPS) System Indicator Comes On

If the Electric Power Steering (EPS) System Indicator
Comes On

@| M Reasons for the indicator to come on
L]

e Comes on when there is a problem with the EPS system.

¢ If you depress the accelerator pedal repeatedly to increase the engine
speed while the engine is idling, the indicator comes on, and
sometimes the steering wheel becomes harder to operate.

H What to do when the indicator comes on

Stop the vehicle in a safe place and restart the engine.

If the indicator comes on and stays on, immediately have your vehicle
inspected by a dealer.



PP Indicator, Coming On/Blinking P> If the Low Tire Pressure/TPMS Indicator Comes On or Blinks

If the Low Tire Pressure/TPMS Indicator Comes On or

Blinks

)

H Reasons for the indicator to come on or blink
A tire pressure is significantly low, or the TPMS has not been calibrated.
If there is a problem with the TPMS or the compact spare tire is installed,
the indicator blinks for about one minute, and then stays on.
B What to do when the indicator comes on
Drive carefully avoiding abrupt cornering and hard braking.
Stop your vehicle in a safe place. Check the tire pressure and adjust the
pressure to the specified level. The specified tire pressure is on a label on
the driver side doorjamb.

P> Calibrate the TPMS after the tire pressure is adjusted.

TPMS Calibration P. 516

B What to do when the indicator blinks, then remains on
Have the tire inspected by a dealer as soon as possible. If the compact

spare tire causes the indicator to blink, change the tire to a full-size tire.

The indicator will go off after driving for a few miles (kilometers).
P> Calibrate the TPMS after a full-size tire is reinstalled.
TPMS Calibration P. 516

BAIf the Low Tire Pressure/TPMS Indicator Comes On or Blinks

Driving on an extremely underinflated tire can cause
it to overheat. An overheated tire can fail. Always
inflate your tires to the prescribed level.
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Fuses

Fuse Locations

If any electrical devices are not working,
turn the ignition switch to LOCK [0]*! and

check to see if any applicable fuse is blown.

Fuse locations are shown on the fuse box
cover. Locate the fuse in question by the
fuse number and box cover number.

M Engine Compartment Fuse Box

Located near the brake fluid reservoir. Push
the tabs to open the box.

———Tab
-t \\

M Circuit protected and fuse rating

Circuit Protected Amps
Option Block 172 (40 A)

_*3 _
Option Block 2*2 (40 A)

4 3 -
Power Tail Gate™ (40 A)

_*3 _
VB ACT™ 75A

5 . _
6 Washer 15 A
7 FI Main 15A

FI Sub*?

8 DBV 15A
9 Stop Lights 10 A
10 Injector 20 A
11 LAF 75A

Circuit Protected Amps
Audio AMP*2 (30 A)
9 _
Electric Brake Booster 40 A
Main Fan Motor 30 A
Relay Module 1 30 A
IG Main 2*2 30 A
9 _
Relay Module 2 30 A
Battery 125 A
EPS 70 A
) 30 A%
IG Main 1 50 A%
Fuse Box Option 40 A
Fuse Box 1 60 A
Front Wiper Motor 30 A
Sub Fan Motor 30A
Rear Defroster 40 A
Starter Motor 30 A
Fuse Box 2 40 A
ABS/VSA Motor 40 A
ABS/VSA FSR 40 A
Blower Motor 40 A

*1:Models with the smart entry system have
an ENGINE START/STOP button
instead of an ignition switch.

*2:Models with smart entry system

*3:Models without smart entry system
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Circuit Protected Amps
*1
12 FI E_CZU 10_A
13 Front Wiper Deicer"’ (15 A)
_x2 _
14 Hazard 10 A
15 IG Coll 15 A
Transmission™’ 15 A
16 o ~
17 - -
18 Back Up 10 A
19 Audio 15 A
20 E-DPS* (20 A)
21 Rear Seat Heater™' (20 A)
_x2 _
Front Fog Lights*/Lower
22 Shutter Grille (15 A)
Magnetic Clutch/Upper
2 Shutter Grille 192
24 Horn 10 A
25 Cooling Fan 75A
26 - -
27 - -
_* _
28 . o
ST Magnetic Switch*? (7.5 A)
29 - -
30 - -

* Not available on all models

*1:Models with smart entry system
*2:Models without smart entry system

M Interior Fuse Box
Located under the dashboard.

| Fuse Label

Fuse locations are shown on the label on
the steering column lower cover.

Locate the fuse in question by the fuse
number and label number.
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PP FusesP>Fuse Locations

M Circuit protected and fuse rating

Circuit Protected Amps
Circuit Protected Amps 18 Front Driver's Lumber (10 A)
1 Accessory 10 A support”
2 Key Lock 5A 19 Moonroof * (20 A)
B Option 3 10 A 20 Starter 10 A
4 Option 2™ 5A 21 ACG 10 A
Transmission™? (10 A) 22 Daytime Running Light 10 A
5 Option 10 A 23 Steering Wheel Heater~ (10 A)
6 SRS Indicator 10 A 24 Option 5A
7 Meter 10 A 25 Driver's Door Lock (10 A)
8 Fuel Pump 15 A 26 Passenger's Side Door 10 A
9 A/C 10 A Unlock
Accessory Power Socket Rear Passenger's Side
10 (Center Console) (20 A) 27 Power Window 204
11 Engine Control 5A 28  Driver's Power Window 20 A
12 Passenger's Side Door Lock 10 A 29 Front Accessory Power 20 A
13 Driver's Side Door Unlock 10 A Socket
iver's Si Smart Entry™! 10 A
14 Rear Dr|\\;\e/irnsd(S)|V(iI/e Power 20 A 30 ro Yy 5 A
Front Passenger's Side Driver's Power Seat
(2 Power Wi%dow 20 3 Reclining” @04
16 Door Lock 20 A 32 Front Seat Heater~ (20 A)
17 Transmission™ (10 A) 33 Driver's Power Seat Sliding* (20 A)
Option 22 5A 34 ABS/VSA 10 A
35 SRS 10 A
36 HAC Option” 20A
37 Trailer” 15 A
38  Driver's Side Door Lock 10 A

* Not available on all models

Circuit Protected Amps

39 Driver's Door Unlock (10 A)

a Power Tailgate Closer” (20 A)
Passenger's Power Seat

b Slding" 20 A)

c Passenger; Fl’ovv*er Seat (20 A)

Reclining

d Panorama Shade Motor (20 A)

e Rear Blower (20 A)

f EPT L (20 A)

g EPTR (20 A)
Accessory Power Socket

0 (Cargo Area) (20A)

*1:Models with smart entry system
*2:Models without smart entry system
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Inspecting and Changing Fuses

1. Turn the ignition switch to LOCK [0]*'. Turn

Blown Fuse headlights and all accessories off.
2. Remove the fuse box cover.
g 3. Check the large fuse in the engine
bt o] > compartment.
P> If the fuse is blown, use a Phillips-head
screwdriver to remove the screw and
Combined

T replace it with a new one.
Fuse

Fuse Puller
/4./;
Nz
Nz
< s

4. Inspect the small fuses in the engine
compartment and the vehicle interior.
P> If there is a blown fuse, remove it with
the fuse puller, and replace it with a new
one.

*1: Models with the smart entry system have an ENGINE START/STOP button instead of an
ignition switch.

Blinspecting and Changing Fuses

Replacing a fuse with one that has a higher rating
greatly increases the chances of damaging the
electrical system.

Replace fuse with a spare fuse of the same specified
amperage.

Use the charts to locate the fuse in question and
conform the specific amperage on the fuse label.
Fuse Locations P. 640

There is a fuse puller on the back of the engine
compartment fuse box cover.
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Emergency Towing

Call a professional towing service if you need to tow your vehicle.

M Flat bed equipment

The operator loads your vehicle on the back of a truck.
This is the best way to transport your vehicle.

B Wheel lift equipment

The tow truck uses two pivoting arms that go under the front tires and lift them off
the ground. The rear tires remain on the ground. This is an acceptable way to
tow your vehicle.

BIEmergency Towing

Trying to lift or tow your vehicle by the bumpers will
cause serious damage. The bumpers are not designed
to support the vehicle's weight.

Improper towing, such as towing behind a
motorhome or other motor vehicle can damage the
transmission.

Never tow your vehicle with just a rope or chain.
It is very dangerous since ropes or chains may shift
from side to side or break.

Make sure the parking brake is released. If you
cannot release the parking brake, your vehicle must
be transported by the flat bed equipment.

Parking Brake P. 522



When You Cannot Open the Tailgate

B What to Do When Unable to Open the Tailgate

If you cannot open the tailgate, use the following procedure:
1. Use a flat-tip screwdriver and remove the
cover on the inside of the tailgate.
P Wrap the flat-tip screwdriver with a cloth
to prevent scratches.

2. To open the tailgate, push the tailgate
while pushing the lever to the right using a

flat-tip screw driver.

Screwdriver

Lever

Models without power tailgate

Screwdnj/er f’—j \

BIWhen You Cannot Open the Tailgate

Following up:
After taking these steps, contact a dealer to have the
vehicle checked.

When you open the tailgate from inside, make sure
there is enough space around the tailgate, and it
does not hit anyone or any object.
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Refueling From a Portable Fuel Container

If you have run out of fuel and need to refuel your vehicle from a portable fuel
container, use the funnel provided with your vehicle.

1.
2.

3.

Turn off the engine.
Press on the edge of the fuel fill door to
make it pop up slightly.
P> The fuel fill door opens.
Take the funnel out of the tool case in the
cargo area.

Types of Tools P. 616

. Place the end of the funnel on the lower

part of filler opening, then insert it slowly

and fully.

P> Make sure that the end of the funnel
goes down along with the filler pipe.

. Fill the tank with fuel from the portable fuel

container.

P> Pour fuel carefully so you do not spill any.
. Remove the funnel from the filler neck.

P> Wipe up any fuel from the funnel before
storing it.

. Shut the fuel fill door by hand.

BIRefueling From a Portable Fuel Container

AWARNING

Gasoline is highly flammable and explosive.
You can be burned or seriously injured
when handling fuel.

¢ Stop the engine, and keep heat, sparks,
and flame away.

¢ Handle fuel only outdoors.

¢ Wipe up spills immediately.

Do not insert the nozzle of a portable fuel container
or any funnel other than the one provided with your
vehicle. Doing so can damage the fuel system.

Do not try to pry open or push open the sealed fuel
tank with foreign objects. This can damage the fuel
system and its seal.

Make sure the fuel in the portable fuel container is
gasoline before you refuel.
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Specifications

M Vehicle Specifications

H Air Conditioning

HLight Bulbs

Model CR-V Refrigerant Type HFO-1234yf (R-1234yf) ) 55 W (H11)"
No. of Passengers: Charge Quantity 14.6 — 16.4 0z (415 - 465 g)"' ezl (Loty Bl LED"
Front 2 15.3—17.1 0z (435-485g)™? Headlights (High Beam) 60 W (HB3)"
Rear 3 e T RB100EV-01°"1 LED"
Total 5 RL85HM (POE)™2 Fog Lights* 35 W (H8)
Weights: . 5.80 - 6.53 cu-in (95 - 107 cm3)"! Front Turn Signal/ LED
Gross Vehicle Weight  See the certification label on the driver's Quantity 4.70 - 6.28 cu-in (77 — 103 cm3)™2 Front Side Marker Lights
Rating doorjamb *1: 2.4 L engine models Parking/Daytime Running Lights ~ LED
Gross Axle Weight See the certification label on the driver's *2: 1.5 L engine models Side Turn Signal Lights
Rating (Front) doorjamb ) . . (on Door Mirrors)” LED
Gross Axle Weight See the certification label on the driver's | B Engine Specifications Tail and Brake/Rear Turn Signal/ LED
Rating (Rear) doorjamb B e 143.72 cu-in (2,356 cm?)"! Rear Side Marker Lights
91.38 cu-in (1,498 cm?)™2 Back-Up Lights 16 W
DILKAR7H11GS™ Taillights LED
5 NGK DILKAR7G11GS™ High-Mount Brake Light LED
park Plugs . . ;
ILZKAR8J8SY"2 Rear License Plate Light LED
DENSO DXE22HQR-D11S™ Interior Lights
1 e o5
M Fuel Ceiling Light va[;/
T Unleaded gasoline, Pump octane number Cargo Area Lights 5 W

* Not available on all models

of 87 or higher

Fuel Tank Capacity 14 US gal (53 L)

Vanity Mirror Lights” 1.4 W

B Washer Fluid

US.:2.6USqt(2.5L)

ETHS CETER Canada: 4.8 US gt (4.5 1)




PP Specifications >

M Brake Fluid H Engine Oil M Tire
Specified Honda Heavy Duty Brake Fluid DOT 3 Recommended -Genuine Honda Motor Oil OW-20 Size™! 235/65R17 104H
-API Premium-grade OW-20 detergent oil Pressure™! Front  32(220[2.2])
H Continuously Variable Transmission Change 44USqt(4.21)" — psi (kPa [kgf/cm?]) Rear 30 (210 [2.1])
Fluid Connci g 34US qt(3.21)7 9 Size? 235/60R18 103H
Specified Honda HCF-2 pacty Change including 4.7 US qt (4.4 1) Pressure” Front 33 (230[2.3)
] 39USqt(3.70)" filter 3.7USqt(3.51)2 psi (kPa [kgf/cm?]) Rear 30 (210 [2.1])
Capacity Change . e - ’
45USqt(4.31)? 1: 2.4 L engine models Compact Size T155/90D17 112M
*1: 2WD models *2: 1.5 Lengine models P Pressure
Spare N 60 (420 [4.2])
*2: AWD models . psi (kPa [kgf/cm?])
HEngine Coolant 177 1
M Rear Differential Fluid* Spe‘cified Honda Long I..ifle Antifreeze/Coolant Type2 Wheel Size Regular 18x7 1/2)2
Specified Honda DPSF-II Ratio 50/50 with distilled water Compact Spare 17 x 4T
Capacity Change 1.32Us qt(1.247 1) 1.65 US gal (6.24 1) *1: Models with 17 inch wheel

* Not available on all models

1.64 US gal (6.19 L)

(change including the remaining 0.17 US gal
(0.65 L) in the reserve tank)"!

(change including the remaining 0.2 US gal
(0.75 L) in the reserve tank)2

Capacity

*1: 2.4 L engine models
*2: 1.5 L engine models

*2: Models with 18 inch wheel
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Identification Numbers

Vehicle Identification Number (VIN), Engine Number,
and Transmission Number

Your vehicle has a 17-digit vehicle identification number (VIN) used to register your ~ BIVehicle Identification Number (VIN), Engine Number, and

vehicle for warranty purposes, and for licensing and insuring your vehicle. Transmission Number
The locations of your vehicle’s VIN, engine number, and transmission number are The interior vehicle identification number (VIN) is
shown as follows: located under the cover.
1.5 L engine models
Engine Number Vehicle Identification Number

M

Cover

Continuously Variable Certification Label/
Transmission Number Vehicle Identification Number




Pp>Identification NumbersPVehicle Identification Number (VIN), Engine Number, and Transmission Number

2.4 L engine models

Engine Number Vehicle Identification Number

Continuously Variable Certification Label/
Transmission Number Vehicle Identification Number
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Devices that Emit Radio Waves

Each radio frequency device installed in the vehicle conforms to the requirements and
standards of the regulation listed below:

As required by the FCC:

This device complies with Part 15 of the FCC rules. Operation is
subject to the following two conditions: (1) This device may not
cause harmful interference, and (2) this device must accept any
interference received, including interference that may cause
undesired operation.

Changes or modifications not expressly approved by the party
responsible for compliance could void the user's authority to
operate the equipment.

This device complies with Industry Canada licence-exempt RSS standard(s).
Operation is subject to the following two conditions: (1) this device may not cause
interference, and (2) this device must accept any interference, including interference
that may cause undesired operation of the device.



Reporting Safety Defects

In the U.S.

If you believe that your vehicle has a defect which could cause a crash or could cause injury or death, you
should immediately inform the National Highway Traffic Safety Administration (NHTSA) in addition to
notifying American Honda Motor Co., Inc.

If NHTSA receives similar complaints, it may open an investigation, and if it finds that a safety defect exists
in a group of vehicles, it may order a recall and remedy campaign. However, NHTSA cannot become involved
in individual problems between you, your dealer, or American Honda Motor Co., Inc.

To contact NHTSA, you may call the Vehicle Safety Hotline toll-free at 1-888-327-4236 (TTY: 1-800-424-
9153); go to http://www.safercar.qov; or write to: Administrator, NHTSA, 1200 New Jersey Avenue, SE.,
Washington, DC 20590. You can also obtain other information about motor vehicle safety from
http://www.safercar.gov.

In Canada
If you believe that your vehicle has a defect which could cause a crash or could cause injury or death, you
should immediately inform Honda Canada Inc. and you may also inform Transport Canada.

If Transport Canada receives similar complaints, it may open an investigation, and if it finds that a safety
defect exists in a group of vehicles, it may lead to a recall and remedy campaign. However, Transport Canada
cannot become involved in individual problems between you, your dealer, or Honda Canada Inc.

To contact Transport Canada’s Defect Investigations and Recalls Division, you may call 1-800-333-0510. For
more information on reporting safety defects or about motor vehicle safety, go to
http://www.tc.gc.calroadsafety.
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Emissions Testing

Testing of Readiness Codes

Your vehicle has readiness code as part of the onboard self diagnostic system.
Some States use these codes for testing to verify whether your vehicle's emissions
components are working properly.

The codes may not be read properly if testing is performed just after the battery has
gone dead or been disconnected.

To check if they are set, turn the ignition switch to ON [11]*", without starting the
engine. The malfunction indicator lamp will come on for several seconds. If it then
goes off, the readiness codes are set. If it blinks five times, the readiness codes are
not set.

If you are required to have your vehicle tested before the readiness codes are ready,
prepare the vehicle for retesting by doing the following:

. Fill the gas tank to approximately 3/4 full.

. Park the vehicle and leave the engine off for 6 hours or more.

. Make sure the ambient temperature is between 40°F and 95°F (4°C and 35°C).

. Start the engine without touching the accelerator pedal, and let it idle for 20
seconds.

5. Keep the vehicle in [P]. Increase the engine speed to 2,000 rpm, and hold it there

for about 3 minutes.
6. Let the engine idle with your foot off the accelerator for 20 seconds.

A WN=

*1: Models with the smart entry system have an ENGINE START/STOP button instead of an
ignition switch.

BTesting of Readiness Codes

The readiness codes are erased when the battery is
disconnected, and set again only after several days of
driving under a variety of conditions.

If a testing facility determines that the readiness
codes are not set, you may be requested to return at
a later date to complete the test.

If the testing facility determines the readiness codes
are still not set, see a dealer.



PP Emissions Testing P> Testing of Readiness Codes

7. Select a nearby, lightly traveled major highway where you can maintain a speed
of 50 to 60 mph (80 to 97 km/h) for at least 20 minutes. Drive on the highway in
[D]. Do not use cruise control. When traffic allows, drive for 90 seconds without
moving the accelerator pedal. (Vehicle speed may vary slightly; this is okay.) If you
cannot do this for a continuous 90 seconds because of traffic conditions, drive for
at least 30 seconds, then repeat it two more times (for a total of 90 seconds).

8. Drive in city or suburban traffic for at least 10 minutes. When traffic conditions
allow, let the vehicle coast for several seconds without using the accelerator pedal
or the brake pedal.

9. Park the vehicle and leave the engine off for 30 minutes.
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Warranty Coverages

H U.S. Owners
Your new vehicle is covered by these warranties:

New Vehicle Limited Warranty — covers your new vehicle, except for the
emissions control systems and accessories, against defects in materials and
workmanship.

Emissions Control Systems Defects Warranty and Emissions Performance
Warranty - these two warranties cover your vehicle’s emissions control systems.
Time, mileage, and coverage are conditional. Please read your warranty booklet for
exact information.

Seat Belt Limited Warranty - a seat belt that fails to function properly is covered
by a limited warranty. Please read your warranty booklet for details.

Rust Perforation Limited Warranty - all exterior body panels are covered against
rusting from the inside out for the specified time period, regardless of mileage.

Accessory Limited Warranty — Honda accessories are covered under this
warranty. Time and mileage limits depend on the type of accessory and other
factors. Please read your warranty booklet for details.

Replacement Parts Limited Warranty — covers all Honda replacement parts
against defects in materials and workmanship.



PP \Warranty Coverages P

Replacement Battery Limited Warranty — provides prorated coverage for a
replacement battery purchased from your dealer.

Replacement Muffler Lifetime Limited Warranty — provides coverage for as
long as the purchaser of the muffler owns the vehicle.

Restrictions and exclusions apply to all these warranties. Please read the Honda
warranty information booklet that came with your vehicle for precise information on
warranty coverages. Your vehicle’s original tires are covered by their manufacturer.
Tire warranty information is in a separate booklet.

M Canadian Owners
Please refer to the warranty manual that came with your vehicle.

H EPA Contact Information
An owner may obtain further information concerning emission warranties or report
violations of the terms of the emission warranties by contacting:

U.S. Environmental Protection Agency

Office of Transportation and Air Quality
Compliance Division, Light-Duty Vehicle Group
Attn: Warranty Complaints

2000 Traverwood Drive

Ann Arbor, MI 48105

Email: complianceinfo@epa.gov
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Authorized Manuals

M Service Express
For electronic copies of service publications, you can purchase a subscription to
Service Express. Visit www. techinfo.honda.com for pricing and options.

M For U.S. Owners
Manuals can be purchased from Helm Incorporated. You can order a manual by
phone at 1 (800) 782-4356 (credit card orders only), or online at www. helminc.com.

M For Canadian Owners
Please contact a dealer to order any manuals that you may require.



Customer Service Information

Honda dealership personnel are trained professionals who should be able to deal
with any problems you may encounter with your vehicle. If, however, you are faced
with a problem that they cannot resolve to your satisfaction, contact Honda Client

Relations/Services.

U.S. Owners Canadian Owners
American Honda Motor Co., Inc. Honda Canada Inc.
Honda Automobile Customer Services Customer Relations
Mail Stop 100-5E-8A 180 Honda Boulevard
1919 Torrance Blvd. Markham, ON
Torrance, CA 90501-2746 L6C OH9

Tel: 1 (800) 999-1009 Tel: 1-888-9-HONDA-9

Fax: 1-877-939-0909
E-mail: Honda_cr@ch.honda.com

In Puerto Rico and the U.S. Virgin Islands
Bella International

P.O. Box 190816

San Juan, PR 00919-0816

Tel: 1 (787) 620-7546

Continued

B3 Customer Service Information

When you call or write, please give us the following

information:

® Vehicle Identification Number

Vehicle Identification Number (VIN),

Engine Number, and Transmission
Number P. 650

® Date of purchase

® Odometer reading of your vehicle

® Your name, address, and telephone number

® A detailed description of the problem

® Name of the dealer who sold the vehicle to you
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M Disclaimer of Pandora®*

Requirements to access Pandora®

e |atest version of the Pandora app
installed on your Android, Blackberry, or
iPhone.

e Registered Pandora account (you can
create a free account at
www.pandora.com
<http://www.pandora.com/> or on your
smartphone)

e Connection to the internet via Wi-Fi or
cellular data network.
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Limitations
e Access to Pandora requires an active

internet connection

Ability to access Pandora through this
system is subject to change without
notice

Certain functionality of Pandora service is
not available when accessing the service
through this system including, but not
limited to, creating new stations, deleting
stations, emailing current stations,
buying tracks, viewing additional text
information, logging in to Pandora, and
adjusting Cell Network Audio Quality.
Pandora internet radio is a music service
not affiliated with HONDA. More
information is available at

http:// www.pandora.com
<http://www.pandora.com/>. Pandora,
the Pandora logo, and the Pandora trade
dress are trademarks or registered
trademarks of Pandora Media, Inc., used
with permission.

Mobile access requires a smartphone
with an active data plan. Standard data
rates may apply.

Pandora is only available in the United
States.
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Certification Label.................cc.ccoe 650
Changing Bulbs ..............ccoociiiiii. 584
Charging System Indicator................. 83, 634
Child Safety.........ccoovviiiiiiiiii i, 63
Childproof Door LockS.........ccevvevviirnians 143
Child Seat.........ccoooviiii 63
Booster Seats .........ccoociiiiiiiiiiii 75
Child Seat for Infants.........cccccooeveviiiininae 65

Child Seat for Small Children .................... 66
Installing a Child Seat with a Lap/Shoulder

Seat Belt .o 71
Larger Children .......cccoovvoviiiiiiniiieis 74
Rear-facing Child Seat.........c.cccooviiiriiine 65
Selecting a Child Seat .........cccoooveiiiinn. 67

Childproof Door Locks................cc.c........ 143

Cleaning the Exterior.............cc.occooe. 611

Cleaning the Interior .............ccccoocii. 609

Climate Control System ... ... 224
Changing the Mode.........cccccerioiiiennnn. 224
Defrosting the Windshield and

WINAOWS ..o 225
Dust and Pollen Filter ..........cccccoorinennnn. 608
Recirculation/Fresh Air Mode................... 225
SENSOIS ..ttt 228
Synchronization Mode ..............cccccceoe.. 227
Using Automatic Climate Control............ 224

ClOCK . 130
CMBS™ (Collision Mitigation Braking
System™) L, 530
Coat HOOK .......cooovviiiiiiiiiiicc 217
Collision Mitigation Braking System™
(CMBS™) .o 530
Compact Spare Tire.........ccceeeeenne 617, 649
COMPASS ..o 442




Shift Lever Does Not Move..................... 630  Dipstick (Engine Oil) ...........ccoooiiiiin 571 E

ShIftiNG .o 467  Directional Signals (Turn Signals) ............ 174 .
CONKIONS oo 129 Display SEtUp .oooooooooooreoo 243,281  ECOASSISTOSYSIEM oo o
Coolant (Engine) ..........cccooevvvrennn. 577,579  Display/Information Button.................... 120 Elc;z?e:LfI:ciJ[r:Z """"""""""""""""""""""" ?22
Adding the Coolant .........cccoccoeviiiinnn. 578  DOOr Mirrors .........ccccoveiiiiiiiiiiecieie e 194 } e
Adding to the Radiator ............cccceeeienn 580  DOOFS ....oiiiiiiiiiiiiie e 132 EIectrlc Power Steering (EPS) System
Adding to the Reserve Tank .................... 579 Auto Door Locking ......coveeviiiiiiiiiiee, 144 Indlcatgr """" o 87,638
Overheating.......ccoocveviiiiiiiiiice 631 Auto Door Unlocking.......ccccoviiiiinicinne. 144 Electronic Stability Control (ESQ)........... >07
Creeping (Continuously Variable Door Open Indicator.........cccceeviennnnn. 38, 87 Emferc__:;ency """ e o 644
TFANSMISSION) oo 466 ) Em|?5|ons Testing (Readiness Codes)....... 654
Cross Traffic Monitor ... 542 Locking/Unlocking the Doors from the Engine
Cruise Control ...........c....ccceeeiein. 470, 473 INSIAE . ..o 142 Coolant....: """""""""""""""""""" 277,579
INAICAtOr ..o 92 Locking/Unlocking the Doors from the JUMP STAMING oo 627
Cup HOIAETS oo 213 OULSIAE oo 135 NUMBEI o 650
Customer Service Information ................ 659 Lockout Prevention System ...................... 141 Oll"[ """""""""""""""""""""""""""""""" 270
. . . . SEArting .eeeeece 458, 460
Customized Features ..............ccoooeeenne. 349 DOT Tire Quality Grading ............ccccocee. 598 Switch Buzzer 169, 172
Customizing the Auto Door Locking/ Driver Information Interface .................. 120 . | e !
Unlocking Setting ...........ccccooiiiiiinn. 145  Driver's Seat Lumbar Support.................. 195 Englng COOIANT v >77,579
DIIVING oo 445  Adding the Coolant...... w078
Braking....o.oooveoiiiiiie 522 Addfng 0 the Radiator .. .oo.ccrvvses >80
D Continuously Variable Transmission ......... 466 Adding tg the Reserve Tank........c.oo >79
Daytime Running Lights.......................... 182 Cruise CoNtrol ......covvvveeeeeeeeeeee, 470, 473 OVerN@AtING oo vvo v 631
Dead Battery ............ccccooiiiiiiiiciie 627 Off-Highway Driving Guidelines............... 456 Te'mper‘:ature GAUGE oo 116
Defaulting All the Settings................... 381 SPIFting GEar ... oo 167 Engmg Ol i 570
Defrosting the Windshield and o 458, 460 Addlng .................................................... 573
WiNdOWS .......oooiiiiiiiiiie 225 Driving Position Memory System............. 190 CheCklr_]g """ e >/1
Detachable ANChOr ... oo 46  Dust and Pollen Filter D|5p|a¥|n9 Oil L'fe----A ------------------------ 557, 562
Devices that Emit Radio Waves. 652 Low Oil Pressure In(ﬁcato.r ................. 83, 634
Dimming Recommended Engine Oil ...........ccccce... 570
HEAAHGOES ..., 175 ENGINE START/STOP Button ... 170
Rearview MIrror ..........cocociveiiiiiii 193 EPS (Electric Power Steering) System....... 638

Exhaust Gas Hazard (Carbon Monoxide).. 76
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Exterior Care (Cleaning) .............ccc.ccoo.e. 611
Exterior Mirrors..............cccoeovviececieeen 194
F
Features............cccoiviiiii 229
Filters
Dust and Pollen ...........cccooviivviiiiiiece 608
Ol o 574
Flat Tire ..o, 617
Floor Mats ...........ccoooovviiiiiieciee 610
Fluids
Brake.......oooovviiiiiiee 582
Continuously Variable Transmission ......... 581
Engine Coolant.........ccceoveoviiiiencnan
Windshield Washer
FM/AM Radio ..........coooviiiiiiiii,
Fog Light Indicator...............cccooii
Folding Down the Rear Seats.................. 199
FootBrake..........coooooovviiiiiiiiicic 525
Front Airbags (SRS) ......ccoooveviiiiiiiii 52
Front Seat Heaters..............ccoocoeiiiiiinnns 221
FrontSeats ...........cooooviii 195
AdJUSTING ..o 195
Front Sensor Camera.............ccccccooevvnnn. 477
Fuel ... 25, 548
Fuel Economy and CO, Emissions............. 551
GAUGE .ot 116
Instant Fuel Economy....................... 118, 126
Low Fuel Indicator .........cccooevviiiiice. 85
RaNGe...ooiiii 118, 122

Recommendation..........c...ccoooveiieeenn. 548

Refueling.......coovviiiiiiiiic 548
Fuel Economy and CO, Emissions............ 551
Fuel Fill DOOr ......oovviiiiec 25, 549
FUSeS ... 640

Inspecting and Changing............ccccveoene. 643

Locations........cooiiiiiiiiiiiii 640, 641
G
Gasoline (Fuel)

Fuel Economy and CO, Emissions............. 551

GAUGE et 116

Information ..........c.coooiiiiii 548
Instant Fuel Economy ..
Low Fuel Indicator....

Refueling.....coovviiiiiiic 548
GAUGES ..ot 116
Gear Shift Lever Positions

Continuously Variable Transmission......... 467
Glass (Care).......ccccccoveveviiieeiiiiee 609, 612
GIOVE BOX.....ooiiiiioiiiiiccecee 209
H
Handling the Unexpected...................... 615
HandsFreeLink® (HFL)...................... 385, 408

Automatic Import of Cellular Phonebook

and Call History .........cccoooevviinn. 398, 421

Caller's ID Information...........c.occoveeirnne 396

Displaying Messages..........ccccoovievieiieans 436

HFL BUTTONS ... 385, 408
HFL MENUS....cooeviiiiicieiccec 387, 411
HFL Status Display..........ccccooeviins 386, 410
In Case of Emergency .......ccccoveveeeenne. 440
Limitations for Manual Operation.... 386, 410
Making a Call ....cocovriiiiiiiie 402, 429
Options During a Call............c......... 407, 433
Phone Setup .....ccooovviviiiiiiicis 391, 416
Phonebook Phonetic Modification........... 425
Receiving a Call...ccocooviviiciiiiin, 406, 432
Receiving a Text Message/E-mail ............. 434
Ring Tone .......ccocvevvenenn.
Selecting a Mail Account
Speed Dial ....coooviiiiiiiii
To Clear the System .........ccccovviiiiinn. 397
To Set Up Text Message/E-mail Options .. 419
Hazard Warning Button................c..ccoooe.. 4
HD Radio™ ..o 287
Head Restraints............cccocoooviiiinin. 201
Headlights ..o 175
AIMING. i 584
Auto High-Beam System ............cccooenie. 179
Automatic Operation ...........cccceevienienne. 176
DiMMING....eoiiiiiiiie e 175
Operating ...ceeveeieeieeee 175
Heated Door Mirror Button .................. 188
Heated Steering Wheel .......... 220
Heated Windshield Button.. 189
Heaters (Front Seat)....... e 221
Heaters (Seat) ..........ccooovviiiiiiiiiiee 222



Heating and Cooling System

Dust and Pollen Filter ..........ccoccooerienn. 608
HFL (HandsFreeLink®) ...................... 385, 408
High Beam Indicator.............ccocovviinnn. 89
Hill Start Assist System..................... 459, 464
HomeLink® Universal Transceiver ........... 382
Honda App License Agreement............... 334
Honda Sensing® ..., 26
HondaLink® ...........cccocoiiiiiiiiiin, 312
|
Identification Numbers................c.ooooe 650

Engine and Transmission. ... 650

Vehicle Identification....... ... 650
Ignition Switch .............. ... 169
Illumination Control ...................cccooe 186

KNOD e 186
Immobilizer System.................occoi 159

Immobilizer System Indicator..................... 90
INdicators..........ccoovvvioiieiiiiiceeece 80

Adaptive Cruise Control (ACC) with Low

Speed Follow (LSF) ........c.ccoeeee. 96, 97, 479

Anti-lock Brake System (ABS) .............c...... 85

Automatic Brake Hold....................... 82,526

Blind spot information (BS)............... 91,511

Brake Depressing ........ccccveevereraiiiicinns 93

Charging System........ccccoeveviricenns 83, 634

Collision Mitigation Braking System™

(CMBS™) i 98, 99, 100

Cruise Control ...c.ccevvireicine 92, 471, 474

Cruise Main ..., 92,470, 473
DOOr OPeN ..o 38, 87
ECON MOde ..o 92, 469
Electric Power Steering (EPS) System .. 87, 638
FOG Light .o 90
High Beam ..o 89
Immobilizer System..........coociviiiii 90
Lane Keeping Assist System (LKAS) ............ 98
Lights On e 89
Low Fuel.... ... 85
Low Qil Pressure.............. .. 83,634
Low Tire Pressure/TPMS .........ccc........ 88, 520
Maintenance Minder ..............ccc.c...... 92, 557
Malfunction Indicator Lamp............... 83,635
Parking Brake and Brake System

(AMDEN) ... 81, 82
Parking Brake and Brake System

(Red).c e 80, 636, 637
Road Departure Mitigation (RDM).. 94, 95, 96
Seat Belt Reminder .........cccooeovnnenn. 42,84
Security System Alarm ..o 91
Shift Lever Position ..............ccooeieiiiicn 84
Starter System ... 93
Supplemental Restraint System ............ 60, 85
System MesSSage ....ocvvveeiieeeeiiie e 89
Tailgate Open .......ccccccvviiiiiiiiieiicn 87
Transmission.... .. 84
Turn Signal .....oooeiiiii e 89
Vehicle Stability Assist (VSA®)

SYSTEM .. 86, 507
VSA® OFF . 86, 508

Information ..o 647
Information Display ..............cccoooviiiiiiin. 117
Instant Fuel Economy....................... 118, 126
Instrument Panel ... 79
Brightness Control............ccccoooeiiiiiin 186
Interior Lights.............cccoooiiii 205
Interior Rearview Mirror...............cc.c...... 193
PO . 246, 298
J
Jack (Wheel Nut Wrench) ....................... 620
Jump Starting ... 627
K
Key Number Tag........cccoooiiiiiiiiic 133
Keyless Lockout Prevention..................... 141
K@YS ..o 132
Lockout Prevention.. 14
Master Keys ............ .. 132
Number Tag..........c....... .. 133
Rear Door Won't Open........ccccoevcveeenneen. 143
Remote Transmitter............ccoooiiiinn 139
Types and Functions...........cccccceeviinieinnn. 132
Valet Key....ooooiiiiiiiiieceece 133
WONTTUM oo 29
Kickdown (Continuously Variable
Transmission) .........ccoceveveeiiiiiiiiiiieeeeee, 466
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L

Lane Keeping Assist System (LKAS) ......... 499

LaneWatch™ ..., 513

LATCH (Child Seats) ...........cccccovvrerennn. 68, 72

Lights ... 175, 584
AUtOMAtIC .o 176
Bulb Replacement..........ccccooviiiiiiiiin. 584
Daytime Running Lights............ccccocceenen. 182
FOg Lights....oooiiiiiiiiccc 178
High Beam Indicator ........cccccoovvveviiirinnn. 89
INTEIION .. 205
Light Switches ... 175
Lights On Indicator ...........ccoooiiiiiiii 89
TUrn Signals.....oveeiiiiie 174

Load Limits.......cccocoviviiiiiiecc 449

Locking/Unlocking....
Auto Door Locking/Unlocking...
Childproof Door Locks...

From InSide.......cooiiiiiiiecicce 142
From Outside........cooveiiiiiiiiicccece 135
KEYS e 132
UsiNg @ Key ..oooviiiiiiiiiiiciecc 140
Lockout Prevention System..................... 141
Low Battery Charge...........ccccooveiiinnnn 634
Low Fuel Indicator...........cccocoovniiiniinn 85
Low Oil Pressure Indicator ................. 83, 634
Low Smart Entry Remote Signal
Strength........ocooiiii 134
Lower Anchors...........c...ccoooiiiii. 68, 72
Luggage (Maximum Load Limit).............. 449
Lumbar Support...........cccooiiiiiiii 196

Lumbar Support Adjustment Switch....... 196

M

Maintenance............cc..ccccooiiiiii 553
Adding the Coolant..........ccccccooiiinne. 578
Battery ..o 604
Brake FlUid ..........ooooiiiic 582
Cleaning .....ccocoveiiiiiiiie i 609
Coolant.....cooviieeiee e 577,579
Maintenance Minder™ ........................... 557
Ol 571
Precautions ..........ccooeeeveieeeieeeee e 554

TIFS e 595
Transmission Fluid .............ccccoooeeiiiennnn. 581
Under the HOOd ...........cooviviiiiiiiii 567
Malfunction Indicator Lamp.............. 83, 635
Map Lights ... 207
Maximum Load Limit............................... 449
Meters, Gauges..........ccoveeiiiieiiiieiiiees 116
IMIFTOIS oo 193
AJUSEING .o 193
DOOK i 194
EXTEriOr ..o, 194
Interior Rearview ..........ccccoeeevveeeeneeeene.. 193
Modifications (and Accessories) .............. 614

MooNroof ..........ccooiiiiiii 165

MP3 . 251, 307
Multi-View Rear Camera ..............c.......... 546
N
Numbers (Identification) ........................ 650
0)
Odometer.........ccooeviiiiiiiiiii 117,121
Off-Highway Driving Guidelines............. 456
Oil (ENGINE) ...oovveiiiiiiiiiieeee 570
AdAING Lo 573
Checking ...ooviieie 571
Displaying Oil Life ..o 557, 562
Low Oil Pressure Indicator ................. 83, 634
Recommended Engine Oil ....................... 570
VISCOSITY oot
Open Source Licenses
Opening/Closing
Hood ........
Moonroof
Power Windows...........ccoceoviiiiiiiiis 162
Tailgate....oeoiiiiie 148
Outside Temperature Display ......... 119, 126
Overheating .........ccoccoevviiiiiiiicc 631
P
Pandora® ............cccccooeiiiie 249, 305
PanicMode..............ccoooieiiiiiii 161



Panoramic Roof...............cc.cccooiiiii 166

Parking ......cccoooiiiiii 540
Parking Brake............ccoccooviiiiiiii 522
Parking Brake and Brake System
Indicator (Amber)................c...oo... 81, 82
Parking Brake and Brake System
Indicator (Red).............ccccoe..... 80, 636, 637
Passenger Airbag Off Indicator................. 61
Passing Indicators...............cccccooiiiiiis 175
Playing Bluetooth® Audio ............... 254,310
Power Tailgate ..o 150
Power Windows................ .. 162
Precautions While Driving....................... 465
Driving Guidelines for Your Utility
Vehicle....ooooiiiiie 465
RAIN .o 465
Pregnant Women....................co 47
Puncture (Tire) .......cooovveeoiieiieee e 617
R
Radiator..........cccooooviiiiiiie 580
Radio (FM/AM) ........ccooovviiiii 244, 287
Radio (SiriusXM®) ...........ccooviiiiiiiiii 291
Radio Data System (RDS) ................. 245, 290
Range......ccccoiiiiiii 118, 122
RDS (Radio Data System) ................ 245, 290
Readiness Codes (Emissions Testing) ...... 654
Real Time AWD with Intelligent Control
System™ . e 515
Rear Seat Heaters....................ocs 222

Rear Seats (Folding Down)...................... 199
Rearview Mirror.............cccccovvviiiiiii 193
Refueling.........cccoooviiiiiiii 548

Fuel Gauge ......coovevieiiiiiiccec 116

Gasoline ........oovvieeeeeee e 548, 648

Low Fuel Indicator .......ccccoovviiiiiiieie 85
Regulations.................occoe. 520, 598, 652
Remote Transmitter .....................cccoon 139
Replacement

TIFES L 601
Wiper Blade Rubber...........c.ccocoviiiin. 591
Reporting Safety Defects ......................... 653
Resetting a Trip Meter .................... 118, 122
Road Departure Mitigation (RDM).......... 495
Onand Off ..cooiiiiiicc 496
S
Safe Driving .......ccccooiiiiiiiiiic 33
Safety Check ........ccooooiiiiiiiii 38
Safety Labels..............ccoooviiiiiiiie 77
Safety Message ..........ccooovveviiieiiciee 1
Seat Belts.........ccooovivviiiiiiie 40
Adjusting the Shoulder Anchor................. 45
Automatic Seat Belt Tensioners................. 43
Checking . ...oooeeeiiiee 48
Detachable AnNChor ..o 46

FASTeNING ..oeiiiiiiiii e 44
Installing a Child Seat with a Lap/Shoulder
Seat Belt. ..o 71
Pregnant Women ..., 47
ReMINAEr .....ooviiiiiieieie e 42
Warning Indicator ..........ccoceevviiiiiins 42,84
Seat Heaters...........ccccooviiiiiiiini. 221,222
SEATS .. 195
AdJUSEING oo 195
Driver's Seat Lumbar Support...... 195
Front Seat Heaters..............cc...... . 221
Front Seats.... .. 195
Rear Seats ......ocvvveiiiiiie 199
Seat Heaters........ccoovvvviicii, 221,222
Security System ... 159
Security System Alarm Indicator................. 91
Select Lever.........ccccovviviiiiiiiieicii 23, 467
Operation.........ccccoeviiiiiiiiie 23, 468
Releasing.........oovviiiiiiii 630
WON"T MOV .....ooiiiiiiiiiiiie e 630
Selecting a Child Seat................cccoooiiiis 67
Selector Knob (Audio)..................ccc......... 237
Setting the Clock ..........cccoiiiiiiiiiine 130
ShiftLever.........ccccccoovviiiiiiii 23, 467
Shift Lever Position Indicator ............ 84, 468
Shifting (Transmission)............................. 467
Shoulder Anchor ... 45
Side Airbags.........ccoociiiiiiiii 56
Side Curtain Airbags ..........ccccoceviiinenn. 58
Siri® Eyes Free ........ccccoovviiiiiiii. 257,319
SiriusXM® Radio..........cccoooviviiiiiiiii 291
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Smart Entry System................ 135
SNOW Tir€S ... 603
Song By Voice™ (SBV) ........cccoveveveinn. 301
SPaAre Tire ......ooovvveiiiieiieeeeeee 617, 649
Spark Plugs........cooooiiiiii 648
Specifications ... 648
Specified Fuel..............ccoccoooveeiii, 548, 648
Speedometer..........cooiiiiiiiiii 116
SRS Airbags (Airbags) ...........cccocooiiiiiinn. 52
Starter System Indicator..................c.oco. 93
Starting the Engine ........ 458, 460
Does Not Start........cccooeviiiieiiiiicie 624
Engine Switch Buzzer....................... 169, 172
Jump Starting ... 627
Steering Wheel ... 192
AJUSEING ... 192
STOPPING ..ot 540
SUMMEr Tires .....ooovveviiiiiiiciee 603
Sunglasses Holder..............c.ccccooviiin. 219
Supplemental Restraint System (SRS) ........ 52
Switches (Around the Steering
Wheel) ... 4,5,169
System Message Indicator.......................... 89
T
Tachometer...........c.ccccooeiiiiiiiiice 116
Tailgate ..o 148
Tailgate Open Indicator..........cccocoevenienn. 87
Unable to Open.......ccoocoiiiiiiiiiiii 645

Temperature
Outside Temperature Display........... 119, 126
Temperature Sensor...............cccccou. 119, 126
Theft Protection............cc..cccooeiiiiiin. 232
Time (Setting) ......ooovvviiiiiiin 130
Tire Pressure Monitoring System
(TPMS) e 516
Button......cooooii 516
INAICALON ... 88
THF@S e 595
Air Pressure .........cccceeveeennn. 596, 649
Checking and Maintaining .............c........ 595
INSPECHION .. 595
Labeling .....oooiiii 596
Puncture (Flat Tire) ......ccoovvvvcieiricnenn 617
Regulations ..........ccceoeiiiiiiiiic 598
Rotation .......ooviiii 602
SPAre Tir€ .o 617, 649
SUMMET . 603
Tire Chains ...ooveiiieceeeee 603
Wear Indicators .........cccoovvviiiiiiiinn, 600
WINTET ..o 603
Tonneau COVer .........cccoevviiiiiiieiiii 223
TOOIS ..o 616
Towing a Trailer ..o, 451
Equipment and Accessories ..................... 452
Load Limits.....ccoverieiercenn.
Towing Your Vehicle....
Behind a Motorhome.....
Emergency ...

TPMS (Tire Pressure Monitoring

SYSEEM) ..o 516
Button ..o 516
INAICATON ..o 88

Transmission ..........c.cocoeviiiiiiiiiiiiieee 467
Continuously Variable ...............cccoo.o. 467
FIUI e 581
NUMDET ...t 650
Shift Lever Position Indicator ............. 84, 468

TRIPKNOD ..o 117,121

Trip Meter ... 117,121

Troubleshooting ..............ccoccoii. 615
Blown FUSE ....cooiiiiiiiciicec 640, 641
Brake Pedal Vibrates .........cccccococvniiinnins 30
Buzzer Sounds When Opening Door ......... 30
Emergency Towing ......ccccoevvviiiieiiincnn 644
Engine Won't Start .......ccccooveiiiiiiene. 624
Noise When Braking ..........ccccoocoeviienne. 31
Overheating........ccoooveviiiiiiiiic 631
Puncture/Flat Tire .......ccovveieiiiinen 617
Rear Door Won't Open ........cccccceueee. 30, 143
Select Lever Won't Move ...........ccoevenee. 630
Warning INdicators.........cccooevivviiiiricne 80

Turbo Engine Vehicle ... 552

Turn Signals.........ccoociiiii 174
Indicators (Instrument Panel) ..................... 89

U

Under-floor Storage Area ....................... 212

Unlocking the Doors...............cccooeies 135



Unlocking the Front Doors from the

INSIA@......oooiiiiie e 15
USB Flash Drives....................... 251, 307, 333
USB POIt(S) ..o 231
\"/

Valet Key ... 133
Vanity Mirrors ..o, 7
Vehicle Identification Number................ 650
Vehicle Stability Assist® (VSA®) ............... 507
OFf BUTTON .o 508
Off Indicator .........ooooviiiicee 86

System Indicator ... ... 86
Viscosity (Oil)...........ccco... . 570, 649
Voice Control Operation . ... 283

Audio Commands...........ccccoeeeviieiiie 285

Climate Control Commands.................... 286

General Commands............cccveeeeieeenn.. 286

Music Search Commands........................ 286

On Screen Commands .........cccccceeveeenn.. 286

Phone Commands ...........ccocvveveeveeeeenn.n. 285

Useful Commands .......c...cccovveeveieeeen.n. 285

Voice Portal Screen ..........cooeveeeeeieeeeenn.. 284

Voice Recognition ..........cccoeeeviiiiiainnn. 283
VSA® (Vehicle Stability Assist®) ............... 507

W
Wallpaper .......cccccoooiiiiiiiiiic 240, 268
Warning and Information
MesSsages ........coovvveiiiiiiiieeee 101, 102
Warning Indicator On/Blinking ............... 634
Warning Labels.............cccccooiii, 77
Warranties (Warranty Manual provided
separately).........ccocoviiiiiiiii 656
Watts ..o 648
WAV o 251
Wear Indicators (Tire).................ccccoeene.. 600
Wheel Nut Wrench (Jack Handle) ........... 620
Wi-Fi Connection .........c.ccoooeiiiiiiiiinnn. 317
Window Washers............ccccccoeniiiinnnn. 183
Adding/Refilling Fluid............ccoovevieiinnn. 583
Switch .o 183

Windows (Opening and Closing)..

Windshield ... 183
Cleaning.....coooveeveiiiiiiece e 609, 612
Defrosting/Defogging ........cooeveeveevennnnn. 225
Washer FIUid .......c.ocoooiiiiiii 583
Wiper Blades ........cccovvviiiiiiiiiiiiie 591
Wipers and Washers............ccccoovvcviianne 183

Winter Tires ......ccccoovviiiiiiiiieeen 603
SNOW TIF€S ... 603
Tire Chains .occvooiiiieceece e 603

Wipers and Washers...............cccoccoon. 183
Automatic Intermittent Wipers................. 184
Checking and Replacing Wiper Blades ..... 591
Front ..o 183
Rear ..o 185

251,
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California Perchlorate Contamination Prevention Act

The airbags, seat belt tensioners, and CR type batteries in this
vehicle may contain perchlorate materials - special handling may
apply. See www.dtsc.ca.gov/hazardouswaste/perchlorate/

As you read this manual, you will find information that is preceded
bya symbol. This information is intended to help you avoid
damage to your vehicle, other property, or the environment.

Software End User License Agreement
Your vehicle comes equipped with software, which is governed by

the End User License Agreement in Owner’'s Manual, and which
contains a binding arbitration clause. Please refer to the End User
License Agreement for the terms and conditions governing your
use of the installed software, as well as the applications, services,
functions, and content provided through the software. Your use of
the installed software will serve as your consent to the terms and
conditions of the End User License Agreement.

You may opt out within 30 days of your initial use of the Software
by sending a signed, written notice to HONDA at American Honda
Motor Co., Inc. Honda Automobile Customer Services Mail Stop
100-5E-8A, 1919 Torrance Blvd. Torrance, CA 90501-2746.

Privacy Notice
This vehicle may share location and usage information. To manage
this setting, visit www. hondalink.com/vehicle-data-choices.

A Few Words About Safety

Your safety, and the safety of others, is very important. And
operating this vehicle safely is an important responsibility.

To help you make informed decisions about safety, we have
provided operating procedures and other information on labels and
in this manual. This information alerts you to potential hazards that
could hurt you or others.

Of course, it is not practical or possible to warn you about all the
hazards associated with operating or maintaining your vehicle. You
must use your own good judgment.

You will find this important safety information in a variety of forms,
including:

@ Safety Labels - on the vehicle.

@ Safety Messages - preceded by a safety alert symbol A and
one of three signal words: DANGER, WARNING, or CAUTION.
These signal words mean:

ADANGER You WILL be KILLED or SERIOUSLY HURT if
you don't follow instructions.
AWARNING You CAN be KILLED or SERIOUSLY HURT if
you don't follow instructions.
ACAUTION You CAN be HURT if you don't follow
instructions.

@ Safety Headings - such as Important Safety Precautions.
@ Safety Section - such as Safe Driving.
@ Instructions - how to use this vehicle correctly and safely.

This entire book is filled with important safety information - please
read it carefully.































































































































































































































































































































































































