GROUP MODEL
@ Safety Recall Sportage, Rondo,
Campaign Sorento, Sedona,
Amanti
KIA MOTORS NUMBER DATE
SC 077 June 2009
SAFETY RECALL CAMPAIGN TECHNICAL SERVICE BULLETIN
SUBJECT: STOP LAMP SWITCH REPLACEMENT

This bulletin provides information relating to replacement of the stop lamp switch on some
2006 — 2007 Sportage (KM), 2007 Rondo (UN), 2006 — 2007 Sorento (BL), 2007 Amanti (GH)
and 2006 — 2007 Sedona (VQ) vehicles within the production date ranges shown below:

Model Production Date Range Model Production Date Range
Sportage (KM) Jan. 20, 2006 — Jan. 30, 2007 Amanti (GH) Sep. 20, 2006 — Nov. 20, 2006
Rondo (UN) Sep. 20, 2006 — Jan. 30, 2007 Sedona (VQ) Oct. 6, 2005 — Apr. 30, 2006
Sorento (BL) Jun. 1, 2006 — Nov. 20, 2006 Sep. 20, 2006 — Nov. 20, 2006

The stop lamp switch may have been damaged during the assembly process. As a result, the
stop lamp switch may malfunction causing one or more of the following conditions to exist:

e The brake lights may not illuminate when the brake pedal is depressed.

e The brake lights may remain illuminated when the brake pedal is released.

e On some occasions, when the vehicle is started, the shifter cannot be moved from the
Park (P) position.

o |If the vehicle is equipped with Electronic Stability Control (ESC), the ESC light may
illuminate indicating “ESC OFF."

¢ |[f the vehicle is equipped with Cruise Control, depressing the brake may not deactivate
the Cruise Control System

| * NOTICE

There is no charge to the vehicle owner for this repair. Under applicable law, you
may not sell or otherwise deliver any affected Sportage, Rondo, Sorento, Sedona or
Amanti until it has been repaired pursuant to the procedures set forth in this
bulletin.
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SUBJECT: H REPLACEMENT
REPLACEMENT PROCEDURES AND STOP LAMP SWITCH IDENTIFICATION
Four (4) replacement procedures using three (3) different part numbers are covered in this
bulletin. Each procedure covers specific vehicle models and stop lamp switch part

considerations.

Replacement Procedure 1: Sportage (KM) and Rondo (UN), which requires stop lamp
switch 93810 3K000QQK.

Replacement Procedure 2: Sorento (BL), which requires stop lamp switch 93810
3K300QQK that comes with a cross-wiring extension harness.

Replacement Procedure 3: Sedona (VQ) in two (2) production ranges — Oct 6, 2005 to
April 30, 2006 and September 20, 2006 to November 20, 2006 — which requires stop lamp

switch 93810 3K400QQK (no cross-wiring extension harness required).

— &\ CAUTION

Sedona vehicles with Power Adjustable Pedals produced between October 6, 2005
and April 30, 2006 had a previous Recall Campaign (SC065) applied. It required
repositioning and attachment of the stop lamp switch’s wiring harness away from
the U-joint of the steering column. It is imperative that this previous Recall
Campaign (SC065) not be disturbed or altered in any way when performing Recall
Campaign SCO077.

Replacement Procedure 4: Amanti (GH), which requires stop lamp switch 93810
3K400QQK (no cross-wiring extension harness required).

Stop Lamp Switch Assemblies

Previous Used New Design
KM, UN, BL,
Model GH, VQ KM, UN BL GH, VQ
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Connector Color: Connector Color: 93810 3K000QQK )

Black Gray With Extension Wire Conneétr:;Color.

Remarks | |ypoRTANT: The part number embossed in the body of all new design switches is 83810 3K000.

When installing these switches, use only the part number printed on the packaging to properly
identify the switch assembly. Pay no attention to the embossed part number on the switch.

TSB: Safety Recall Campaign SC077 June 2009



