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•
 C

ar seat m
ust be rear-facing in the vehicle 

back seat.

•
 M

ake sure LATC
H

 strap or vehicle seat belt 
is routed through the rear-facing belt path, 
m

arked w
ith a blue label.

•
 Install this car seat tightly in your vehicle. C

ar 
seat shou

ld n
ot m

ove at the rear-facing belt 
path m

ore than 1” (2.5 cm
) from

 side to side 
and front to back.

•
 C

heck rear-facing level indicator to m
ake 

sure the ball is w
ithin the blue zone. Vehicle 

M
U

S
T be on level ground.

•
 H

arness straps m
ust be a

t or ju
st below

 the 
top of child’s shoulders and chest clip m

ust 
be at a

rm
pit level.

•
 Infants w

ho w
eigh less than 2

0
 lb (9

 kg) 
M

U
S
T
 b

e
 re

a
r-fa

c
in

g
.

•
 The A

m
erican A

cadem
y of P

ediatrics 
(A

A
P

) and N
H

TS
A

 recom
m

end that 
children be rear-facing until the age of 2 or 
until they reach the m

axim
um

 rear-facing 
height and w

eight.  This car seat can 
rem

ain rear-facing for children 40 lb  
(18 kg) or less.
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S
to
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e
 Lo
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P
ush in on the red buttons on the L

ATC
H

 
connectors and rem

ove from
 storage 

location.

2
. R

e
c
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e
 th

e
 C

a
r S

e
a
t

P
lace the car seat in recline position 1

 or 
2
.
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If it is not, see section 7
-A

 to m
ove 

L
ATC

H
 strap.

4
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xte
n
d
 th

e
 L

A
T
C

H
 S

tra
p
.

For easier installation, extend the L
ATC

H
 

strap to its m
axim

um
 length by pressing 

the gray button and pulling on the strap. 
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P
lace the base flat on the vehicle seat. 

P
ush it back until the front of the car seat 

touches the vehicle seat back.  C
enter 

the car seat betw
een the low

er L
ATC

H
 

anchors.
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In

d
ic

a
to

r

Vehicle M
U

S
T be on level ground. B

all m
ust 

be com
pletely in the blue zone. R

eadjust if 
needed.

A
djust the seat until the ball is com

pletely 
w

ithin the blue zone.

7
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o
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n
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c
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to

rs 
to

 V
e
h
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’s Lo

w
e
r L

A
T
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A
n
c
h
o
rs.

L
ATC

H
 strap should lay as flat as possible 

and not be tw
isted.

co
ntinue next p

ag
e

8
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ig
h
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n
 th

e
 L

A
T
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H
 S

tra
p

P
ress dow

n firm
ly in the center of the car 

seat w
hile tightening the L

ATC
H

 strap. 



3 Rear
Facing

1
6 9
. Te

st F
o
r T

ig
h
tn

e
ss

G
rab the sides of the seat w

here the 
L
ATC

H
 strap is and slide the car seat side 

to side and front to back.

If the seat m
oves less than 1

” (2
.5

 cm
), it 

is tight enough.
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c
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r-F
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ic

a
to

r

Vehicle M
U

S
T be on level ground. The 

b
a
ll m

u
st b

e
 c

o
m

p
le

te
ly in

 the blue 
zone.  R

eadjust if needed.

If needed, rolled tow
els m

ay be placed 
under the car seat, at the vehicle seat 
crease, until the ball is com

pletely w
ithin 

the blue zone.

S
ee section

 6
-A

 to secu
re you

r ch
ild

.

N
o
te

: For easier tightening, you m
ay 

need to pull the tail of the L
ATC

H
 strap 

through the belt path as show
n.
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P
lace the car seat in recline position 1

 or 2
.
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P
lace the base flat on the vehicle seat. 

P
ush it back until the front of the car seat 

touches the vehicle seat back.
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In

d
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a
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r

Vehicle M
U

S
T be on level ground. B

all m
ust 

be com
pletely in the blue zone.

A
djust the seat until the ball is com

pletely 
w

ithin the blue zone.

co
ntinue next p

ag
e

2
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to
re

 To
p
 Te

th
e
r a

n
d
 L

A
T
C

H
 S
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p
s

S
tore top tether hook as show

n. P
ush in 

on the red buttons and attach the L
ATC

H
 

connectors to plastic bar as show
n. 

R
em

ove the slack from
 both straps.



3 Rear
Facing

1
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e
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Thread vehicle seat belt through the rear-
facing belt path (m

arked w
ith a blue label) 

and buckle it. The seat belt should lay as 
flat as possible and not be tw

isted. 

N
ote: It m

ay be easier to route the vehicle 
seat belt by lifting seat pad up to expose 
the belt path.

M
ake sure vehicle seat belt is in front of 

the buckle strap.

6
. Lo

c
k
 the Vehicle S

eat B
elt

In m
ost vehicles today, slow

ly pull the 
shoulder belt all the w

ay out and then let it 
go back in. You w

ill hear a clicking sound. 
S

low
ly pull out on the belt and it should 

be locked. If not, review
 your car’s ow

ner 
m

anual and section 9-F.
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7
. Tig

hten the Vehicle S
eat B

elt

P
ress dow

n firm
ly in the center of the 

car seat. P
ull on the shoulder belt to 

tighten w
hile feeding the slack back in the 

retractor.
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1
9

8
. Te

st F
o
r T

ig
h
tn

e
ss

G
rab the sides of the seat w

here the 
vehicle seat belt is and slide the car seat 
side to side and front to back.

If the seat m
oves less than 1

” (2
.5

 cm
), it 

is tight enough.
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In
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a
to

r

Vehicle M
U

S
T be on level ground. The 

b
a
ll m

u
st b

e
 c

o
m

p
le

te
ly in

 the blue 
zone.  R

eadjust if needed.

If needed, rolled tow
els m

ay be placed 
under the car seat, at the vehicle seat 
crease, until the ball is com

pletely w
ithin 

the blue zone.

S
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•
 C

ar seat  m
ust be forw

ard-facing in the 
vehicle back seat.

•
 M

ake sure LATC
H

 strap or vehicle seat belt 
is routed through the forw

ard-facing belt 
path, m

arked w
ith an orange label.

•
 Install this car seat tightly in your ve-
hicle. C

ar seat sh
o
u
ld

 n
o
t m

o
ve at the 

forw
ard-facing belt path m

ore than 1” (2.5
 

cm
) from

 side to side and front to back.

•
 A

ttach and tighten top tether strap. W
hen 

used properly, the top tether helps reduce 
injury in a sudden stop or crash.

•
 H

arness straps m
ust be a

t o
r ju

st 
a
b
o
ve

 the top of child’s shoulders and 
chest clip m

ust be at a
rm

p
it le

ve
l.

•
 The A

m
erican A

cadem
y of P

ediatrics 
(A

A
P

) and N
H

TS
A

 recom
m

end that 
children be rear-facing until the age of 2 or 
until they reach the m

axim
um

 rear-facing 
height and w

eight.  This car seat can 
rem

ain rear-facing for children 40 lb  
(18 kg) or less.
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Push in on the red buttons on the LATC
H

 
connectors and rem

ove from
 storage 

position.  U
nhook tether and lay it in the seat.

2
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c
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P
lace the car seat in recline position 3 or 4.
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If it is not, see section 7
-A

 to m
ove the 

L
ATC

H
 strap.
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 4 Forward
Facing

2
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. E
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A
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For easier installation, extend the L
ATC

H
 

strap to its m
axim

um
 length by pressing 

the gray button and pulling out on the 
strap. 
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e
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e
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P
lace the base flat on the vehicle seat. 

P
ush it back firm

ly until the back of the 
car seat touches the vehicle seat back.  
C

enter the car seat betw
een the low

er 
L
ATC

H
 anchors.

6
. C

o
n
n
e
c
t L

A
T
C

H
 C

o
n
n
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to

rs to
 

V
e
h
ic

le
’s Lo

w
e
r L

A
T
C

H
 A

n
c
h
o
rs.

L
ATC

H
 strap should lay as flat as possible 

and not be tw
isted.

7
. T

ig
h
te

n
 th

e
 L

A
T
C

H
 S

tra
p

P
ress dow

n firm
ly in the center of the car 

seat w
hile tightening the L

ATC
H

 strap.  
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p
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R
em

ove all the slack.

1
1
. Te

st F
o
r T

ig
h
tn

e
ss

G
rab the sides of the seat w

here the 
L
ATC

H
 strap is and slide the car seat side 

to side and front to back.

If the seat m
oves less than 1

” (2
.5

 cm
), it 

is tight enough.

S
ee section

 6
-A

 to secu
re you

r ch
ild

.

9
. A

tta
c
h
 To

p
 Te

th
e
r S

tra
p

C
onsult vehicle’s ow

ner m
anual for 

specific location.

N
o
te

: For easier tightening, you m
ay 

need to pull the tail of the L
ATC

H
 strap 

through the belt path as show
n.
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P
ush in on the red buttons and attach 

the L
ATC

H
 connectors to plastic bar as 

show
n and rem

ove the slack from
 the 

strap.
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P
lace the car seat in recline position 3 or 4.
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P
lace the base flat on the vehicle seat. 

P
ush it back firm

ly until the back of the 
car seat touches the vehicle seat back.  
C

enter the car seat betw
een the low

er 
L
ATC

H
 anchors.

4
. U

n
h
o
o
k
 To

p
 Te

th
e
r S

tra
p
 F

ro
m

 
S
to

ra
g
e
 Lo

c
a
tio

n
 a

n
d
 La

y it in
 th

e
 

S
e
a
t
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Thread vehicle seat belt through the 
forw

ard-facing belt path (m
arked w

ith an 
orange label) and buckle it. The seat belt 
should lay as flat as possible and not be 
tw

isted. 
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6
. Lo

c
k
 the Vehicle S

eat B
elt

In m
ost vehicles today, slow

ly pull the 
shoulder belt all the w

ay out and then let it 
go back in. You w

ill hear a clicking sound. 
S

low
ly pull out on the belt and it should 

be locked. If not, review
 your car’s ow

ner 
m

anual and section 9-F.

7
. Tig

hten the Vehicle S
eat B

elt

P
ress dow

n firm
ly in the center of the 

car seat. P
ull on the shoulder belt to 

tighten w
hile feeding the slack back in the 

retractor.

8
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c
h
 To

p
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C
onsult vehicle’s ow

ner m
anual for 

specific location.
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2
6 9
. T
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n
 To

p
 Te
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e
r S

tra
p

R
em

ove all the slack.

1
0
. Te

st F
o
r T

ig
h
tn

e
ss

G
rab the sides of the seat w

here the 
forw

ard-facing belt path is and slide the 
car seat side to side and front to back.

If the seat m
oves less than 1

” (2
.5

 cm
), it 

is tight enough.

S
ee section

 6
-A

 to secu
re you

r ch
ild

.


