
   
 

      
   

  

  

  

   

       

  
 

    
  
    

   

   

  

  

      

  

        
 

 

 

    
  
   

                

    

      







   
 

 

 
 
 
  

 
 

TECHNICAL INSTRUCTIONS 
 

Replacement of roof hatches' wires and clips with new ones sent in the SB kit. 
 

 
7. To be able to carry out service bulletin application, take the vehicle to safety area and shut 

off the engine and turn off battery main switch (See Figure-1) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure-1 
 
 

8. See two roof hatches on the vehicle roof (see Figure-2) 
 

 
 
 
 
 
 
 

  











   
 

 

      
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure-9 
 

10.     Clean the hole area the wire passed through in the roof hatch frame by alcohol or 
another cleaner.  
Then seal the the hole by using sealant SM-54 and sealent gun very carrefully !  
This is very important to prevent the water leakage from outside into the vehicle (see Figure-
10) 

 
 
 

 
 
 
 
 
 
                 
 
 
 
 
 
 
 
 
 
 

Figure-10 
11. Finally, remount the roof hatch safety cover, the release handle, and handle to their places. 

Apply all this replacement process for both roof hatches of a vehicle. 
 



   
 

 

  
LABOUR RATE BREAKDOWN 

 
 

Application Time 
(min) 

Tool and vehicle preparation 10 

Replacement of the 1st roof hatch on the vehicle 30 

Replacement of the 2nd roof hatch on the vehicle  30 

Sealing process on the vehicle roof 15 

Total 85 
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