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Safety Recall  
Code: 97GF       

  
 

Subject Front Door Wiring Harness 

Release Date June 22, 2022 

Affected Vehicles Country 
Beginning 
Model Year 

Ending 
Model Year 

Vehicle 
Vehicle 
Count 

USA  2019  2023  ATLAS  146,619 

USA  2020  2023  ATLAS CROSS SPORT  76,273 

CAN  2019  2022  ATLAS  14,973 

CAN  2020  2022  ATLAS CROSS SPORT  8,219 

Check Campaigns/Actions screen in ELSA on the day of repair to verify that a VIN qualifies for repair 
under this action.  ELSA is the only valid campaign inquiry & verification source.  

 Campaign status must show “open.” 

 If ELSA shows other open action(s), inform your customer so that the work can also be 
completed at the same time the vehicle is in the workshop for this campaign. 

Problem Description In the event of a side crash, when the side airbag deployment may be necessary, the side 
airbag may deploy later than designed, which can lead to an increased risk of injury to 
vehicle occupants. This issue may be caused by excessive micromovement, leading to 
fretting corrosion of the door wiring harness terminal contacts.   

Corrective Action To identify and correct this defect, authorized Volkswagen dealers will check both front 
doors to determine if diagnostic trouble (fault) code(s) specific to the affected wiring 
harness are present. If the fault code(s) are present for a front door, the affected wiring 
harness will be replaced in that door. Harnesses will be modified with a zip tie to secure 
them, and a stabilizing compound will be applied to the terminal ends of the affected wiring 
harness connectors.  

If fault codes are not found, the existing wiring harness will be modified with a zip tie to 
secure it and a stabilizing compound will be applied to the terminal ends of the affected 
wiring harness connector(s). 

Precautions If the recall condition is present in the vehicle, the airbag warning light will illuminate if a 
malfunction is detected. Other symptoms of a sporadic interruption of the affected electrical 
connection can be: inadvertently rolling down windows, inadvertent park brake 
engagement at low speeds (below approximately 3km/h or 1.8 mph), warning regarding 
faulty door sensor. Customers experiencing any of these conditions are advised to contact 
an authorized Volkswagen dealer to have their vehicle diagnosed/repaired without delay. 

Code Visibility On or about June 22, 2022, the campaign code will be applied to affected vehicles.   

Owner  Notification Owner notification will take place in June 2022. Owner letter examples are included in this 
bulletin for your reference. 

Additional Information Please alert everyone in your dealership about this action, including Sales, Service, 
Parts and Accounting personnel.  Contact Warranty if you have any questions. 



 

The repair information in this document is intended for use only by skilled technicians who have the proper tools, equipment and training to correctly and safely maintain your vehicle.  These 
procedures are not intended to be attempted by “do-it-yourselfers,” and you should not assume this document applies to your vehicle, or that your vehicle has the condition described.  To 
determine whether this information applies, contact an authorized Volkswagen dealer.  2022 Volkswagen Group of America, Inc. and Volkswagen Canada.  All Rights Reserved. 

June 2022  97GF Page 2 of 28 

  

  

IMPORTANT REMINDER ON VEHICLES AFFECTED BY SAFETY & COMPLIANCE RECALLS

New Vehicles in Dealer Inventory: It is a violation of federal law for a dealer to deliver a 
new motor vehicle or any new or used item of motor vehicle equipment (including a tire) 
covered by this notification under a sale or lease until the defect or noncompliance is 
remedied. By law, dealers must correct, prior to delivery for sale or lease, any vehicle 
that fails to comply with an applicable Federal Motor Vehicle Safety Standard or that 
contains a defect relating to motor vehicle safety.  

Pre-Owned Vehicles in Dealer Inventory: Dealers should not deliver any pre-owned 
vehicles in their inventory which are involved in a safety or compliance recall until the 
defect has been remedied.  

Dealers must ensure that every affected inventory vehicle has this campaign completed 
before delivery to consumers.   

Fill out and affix Campaign Completion Label (CAMP 010 000) after work is complete.  
Labels can be ordered at no cost via the Compliance Label Ordering portal at 
www.vwhub.com. 
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Parts Information 

 
Parts Control Type: 
VIN to Order 
 

If parts are needed to support a vehicle repair: 
 US Dealers - use AVA 
 CAN Dealers - contact the Parts Specialists via phone (800-767-6552), email 

(VWoAPartsSpecialists@vw.com), or chat/text with the VIN to order 

 

Parts Control Type: 
Upper Order Limit  

Parts will be managed with a weekly Upper Order Limit.  Please see Parts On 
Command (POC) for your Upper Order Limit quantity. 

 

Initial Allocation: 
YES  

G  -055-150-A1 

N  -106-622-01 

WHT-005-353 

Dealers will be sent an initial allocation prior to customer notification.  If no initial 
allocation was received, please reference the Repair Projection Tool (below) to view 
your potential VIN population. 

 

Repair Projection Tool: 
(right click to open) 

 

 

IF NO FAULTS ARE STORED FOR A DOOR HARNESS: 

Criteria Quantity Part Number P.O.C. Part Description  Ordering Method 

01 
As needed 

G  -055-150-A1 LITH.GREAS (lithium grease) (shop supply) 
UOL 

NOTE: One tube is expected to repair at least 150 harnesses  

Up to 2 N  -106-622-01 TIE WRAP UOL 

 

IF FAULTS ARE STORED FOR A DOOR HARNESS: 

 CRITICAL PARTS INFORMATION 

 STOP!  

Do not order a door harness unless it is absolutely needed! The expected need 
for a door harness is less than 1%. Ordering parts unnecessarily will cause 
delays. 

Criteria Quantity Part Number P.O.C. Part Description  Ordering Method 

01 

As needed SEE ETKA  
DOOR HARNESS  
(driver front and/or passenger front) 

VIN to Order 

As needed 
G  -055-150-A1 LITH.GREAS (lithium grease) (shop supply) 

UOL 
NOTE: One tube is expected to repair at least 150 harnesses 

6 per door WHT-005-353 RIVET UOL 

 

 NOTE 

The specified part numbers reflect the status at the start of this action. Interim updates made in ETKA can cause a 
listed part number to become unavailable. In this case, the new part number specified in ETKA should be used. 

 


Data

		Copy and paste Data from the Allocation File
Remove VIN duplicates (Column C)
Create a Pivot Table with Rows  = Dealer Code and Values = Count of VIN
Add column for Facing PDC & Vlookup for the Dealer Codes Facing PDCs (Copy & Paste as Values)
Delete all other information & verify formula
Indiate replacement rate in Cell L1																				Replacement Rate:		1

		Row Labels		Facing PDC		Count of VIN

		401015		0410		324

		401016		0410		760

		401017		0410		440

		401023		0410		563

		401025		0410		333

		401033		0410		104

		401036		0410		166

		401042		0410		231

		401044		0410		80

		401052		0410		399

		401057		0410		308

		401059		0410		145

		401065		0410		566

		401067		0410		228

		401078		0410		176

		401079		0410		348

		401080		0410		205

		401081		0410		113

		401084		0410		352

		401087		0410		139

		401088		0410		272

		401106		0410		233

		401111		0410		158

		401125		0410		105

		401127		0410		109

		401128		0410		420

		401129		0410		132

		401131		0410		359

		401206		0410		212

		401207		0410		83

		401214		0410		205

		401301		0410		65

		401306		0410		333

		401312		0410		79

		401314		0410		104

		401404		0410		152

		401412		0410		41

		401419		0410		58

		401420		0410		59

		401422		0410		160

		401426		0410		82

		401427		0410		125

		401909		0410		1

		401J14		0410		5

		402104		0402		79

		402107		0402		448

		402120		0402		661

		402125		0402		317

		402126		0402		110

		402130		0402		578

		402131		0402		391

		402146		0402		614

		402147		0402		772

		402149		0402		493

		402156		0402		289

		402160		0402		353

		402163		0402		767

		402165		0402		368

		402168		0402		488

		402170		0402		239

		402173		0402		117

		402174		0402		342

		402175		0402		364

		402181		0402		477

		402197		0402		253

		402200		0402		253

		402201		0402		590

		402202		0402		308

		402203		0402		377

		402204		0402		172

		402205		0402		58

		402206		0402		360

		402300		0402		142

		402301		0402		223

		402308		0402		140

		402315		0402		307

		402320		0402		478

		402326		0402		160

		402334		0402		46

		402338		0402		76

		402402		0402		307

		402405		0402		22

		402406		0402		211

		402407		0402		184

		402408		0402		910

		402409		0402		601

		402415		0402		709

		402417		0402		42

		402420		0402		134

		402425		0402		263

		402428		0402		561

		402503		0402		367

		402607		0402		249

		402610		0402		216

		402611		0402		368

		402612		0402		147

		402616		0402		482

		402617		0402		262

		402629		0402		400

		402633		0402		117

		402635		0402		175

		402641		0402		469

		402645		0402		350

		402648		0402		193

		402650		0402		161

		402651		0402		180

		402653		0402		211

		402656		0402		98

		402700		0402		410

		402707		0402		517

		402802		0402		32

		402803		0402		156

		402805		0402		166

		402806		0402		214

		402807		0402		197

		402808		0402		257

		402809		0402		321

		402810		0402		95

		402902		0402		301

		402909		0402		74

		403058		0402		138

		403060		0402		312

		403068		0402		237

		403076		0402		111

		403078		0402		91

		403082		0402		135

		403083		0402		62

		403088		0402		68

		403100		0402		503

		403102		0402		289

		403112		0402		562

		403115		0402		46

		403120		0407		209

		403125		0402		168

		403128		0402		416

		403136		0407		381

		403139		0407		329

		403143		0402		445

		403145		0402		220

		403146		0402		80

		403147		0407		142

		403150		0407		516

		403152		0402		238

		403155		0402		264

		403163		0407		247

		403164		0407		544

		403170		0402		140

		403192		0402		192

		403195		0407		96

		403196		0402		215

		403200		0407		491

		403207		0407		246

		403213		0407		74

		403230		0407		277

		403234		0407		474

		403235		0407		160

		403300		0407		200

		403302		0402		206

		403311		0402		260

		403313		0402		198

		403322		0402		346

		403324		0402		355

		403325		0402		552

		403326		0407		203

		403332		0402		122

		403340		0402		305

		403341		0402		468

		403342		0402		178

		404200		0405		256

		404201		0405		179

		404931		0407		2

		404991		0402		1

		405012		0405		604

		405013		0405		709

		405014		0405		533

		405015		0405		158

		405021		0405		482

		405024		0405		553

		405025		0405		224

		405028		0405		343

		405029		0405		1320

		405036		0405		552

		405038		0405		107

		405041		0405		714

		405052		0405		479

		405064		0405		324

		405065		0405		130

		405068		0405		1134

		405069		0405		285

		405071		0405		324

		405072		0405		397

		405073		0405		927

		405074		0405		1204

		405075		0405		224

		405079		0405		208

		405080		0405		384

		405089		0405		591

		405101		0405		283

		405105		0405		301

		405115		0405		203

		405119		0405		291

		405137		0405		227

		405140		0405		375

		405146		0405		741

		405219		0405		326

		405224		0405		1044

		405231		0405		306

		405232		0405		436

		405234		0405		348

		405240		0405		1371

		405242		0405		284

		405244		0405		256

		405245		0405		587

		405248		0405		347

		405249		0405		276

		405250		0405		469

		405251		0405		423

		405252		0405		450

		405253		0405		448

		405254		0405		327

		405418		0405		273

		405420		0405		203

		405421		0405		140

		405425		0405		194

		405909		0405		53

		405J07		0405		1

		406103		0410		319

		406106		0410		197

		406401		0410		268

		406416		0410		183

		406418		0410		279

		406419		0410		195

		406420		0407		284

		406422		0410		255

		406430		0410		93

		406434		0410		339

		406444		0410		200

		406445		0410		114

		406447		0407		206

		406448		0407		112

		406449		0410		198

		406456		0410		136

		406460		0410		193

		406461		0410		229

		406462		0410		171

		406475		0407		245

		406479		0407		235

		406482		0410		285

		406483		0407		83

		406485		0410		426

		406496		0410		309

		406497		0410		309

		406502		0410		135

		406506		0410		262

		406520		0407		133

		406521		0410		99

		406528		0410		72

		406530		0410		275

		406531		0410		183

		406532		0410		284

		406535		0410		401

		406536		0410		214

		406537		0407		87

		406909		0410		53

		406991		0422		1

		406999		0410		9

		407111		0407		542

		407113		0407		174

		407129		0405		119

		407134		0405		564

		407207		0405		448

		407211		0405		668

		407212		0405		449

		407218		0405		791

		407221		0405		1

		407229		0405		726

		407239		0405		550

		407240		0405		159

		407241		0405		221

		407242		0405		227

		407313		0405		2

		407317		0405		119

		407320		0405		506

		407321		0405		262

		407322		0405		681

		407325		0405		436

		407341		0405		400

		407343		0405		458

		407346		0405		196

		407351		0405		175

		407403		0407		120

		407407		0407		260

		407420		0407		382

		407422		0407		577

		407430		0407		184

		407434		0407		103

		407437		0407		556

		407439		0414		325

		407459		0407		1622

		407460		0414		259

		407461		0407		389

		407909		0405		75

		408060		0410		109

		408062		0410		452

		408066		0410		147

		408076		0410		235

		408080		0410		258

		408081		0410		105

		408082		0410		56

		408083		0410		370

		408084		0410		182

		408086		0410		201

		408087		0410		132

		408091		0410		327

		408092		0410		192

		408103		0410		196

		408104		0410		360

		408112		0410		571

		408126		0410		344

		408139		0410		261

		408145		0410		307

		408148		0410		328

		408150		0410		246

		408151		0410		308

		408152		0410		333

		408155		0410		230

		408156		0410		635

		408157		0410		157

		408158		0410		111

		408160		0410		652

		408203		0410		376

		408209		0410		577

		408212		0410		184

		408213		0410		755

		408216		0410		260

		408217		0410		166

		408221		0410		270

		408225		0410		244

		408227		0410		422

		408228		0410		306

		408230		0410		501

		408234		0410		137

		408245		0410		274

		408252		0410		738

		408258		0410		221

		408261		0410		377

		408265		0410		83

		408269		0410		634

		408278		0410		373

		408281		0410		287

		408282		0410		309

		408283		0410		93

		408287		0410		170

		408292		0410		247

		408293		0410		280

		408295		0410		257

		408303		0410		305

		408307		0410		202

		408310		0410		560

		408313		0410		175

		408314		0410		249

		408315		0410		146

		408317		0410		586

		408321		0410		212

		408330		0410		373

		408332		0410		450

		408335		0410		103

		408338		0410		448

		408341		0410		507

		408345		0410		245

		408356		0410		422

		408358		0410		272

		408359		0410		502

		408363		0410		237

		408365		0410		281

		408366		0410		140

		408371		0410		270

		408381		0410		295

		408382		0410		805

		408396		0410		433

		408909		0410		50

		409102		0410		407

		409103		0410		476

		409106		0410		313

		409109		0410		282

		409113		0410		395

		409124		0410		285

		409135		0410		289

		409138		0410		300

		409141		0410		161

		409145		0410		141

		409146		0410		287

		409149		0410		362

		409150		0410		400

		409151		0410		367

		409152		0410		393

		409154		0410		302

		409210		0407		239

		409216		0407		415

		409217		0407		395

		409218		0407		264

		409219		0407		220

		409220		0407		757

		409221		0407		563

		409227		0407		196

		409228		0407		145

		409232		0407		117

		409233		0407		181

		409250		0407		345

		409257		0407		296

		409258		0407		754

		409260		0407		455

		409261		0407		343

		409262		0407		280

		409269		0407		124

		409401		0407		481

		409412		0407		441

		409415		0407		499

		409416		0407		438

		409417		0407		439

		409422		0407		280

		409427		0407		191

		409429		0407		162

		409432		0407		186

		409434		0407		287

		409436		0407		245

		409446		0407		265

		409451		0407		332

		409453		0407		437

		409459		0407		553

		409460		0407		1362

		409462		0407		384

		409463		0407		237

		409514		0407		210

		409517		0407		121

		409519		0407		169

		409521		0407		62

		409523		0407		61

		409534		0407		167

		409909		0407		66

		419115		0426		245

		419116		0426		225

		419120		0426		374

		419127		0426		563

		419220		0426		221

		419222		0426		111

		419232		0426		164

		419235		0426		87

		419303		0426		167

		419400		0422		553

		419404		0422		423

		419410		0422		199

		419419		0422		1007

		419421		0422		295

		419427		0422		206

		419909		0422		16

		420001		0414		726

		420002		0414		522

		420101		0414		221

		420111		0414		655

		420112		0414		247

		420113		0414		561

		420115		0414		105

		420129		0414		587

		420131		0414		238

		420139		0414		201

		420144		0414		211

		420149		0414		395

		420150		0414		355

		420156		0414		299

		420309		0414		260

		420314		0414		184

		420324		0414		96

		420325		0414		177

		420504		0422		124

		420704		0402		88

		421012		0422		235

		421026		0422		95

		421029		0422		152

		422104		0422		278

		422110		0422		705

		422111		0426		71

		422116		0422		464

		422126		0422		430

		422128		0422		512

		422129		0422		226

		422134		0422		367

		422140		0422		186

		422142		0422		226

		422147		0422		467

		422151		0422		392

		422180		0422		484

		422186		0422		267

		422188		0422		194

		422194		0422		386

		422201		0422		115

		422202		0422		689

		422207		0422		302

		422222		0422		715

		422228		0422		462

		422231		0422		537

		422232		0422		772

		422234		0422		408

		422236		0422		295

		422238		0422		476

		422500		0422		352

		422502		0422		512

		422503		0422		459

		422507		0422		609

		422516		0422		277

		422518		0422		164

		422520		0422		217

		422529		0422		507

		422531		0422		238

		422539		0422		347

		422540		0422		209

		422563		0422		607

		422580		0422		578

		422585		0422		155

		422592		0422		325

		422595		0422		500

		422597		0422		286

		422599		0422		454

		422600		0422		693

		422601		0422		393

		422602		0422		367

		422603		0422		151

		422606		0422		514

		422607		0422		498

		422753		0422		4

		422909		0422		48

		422J03		0422		16

		423010		0426		165

		423038		0426		36

		423041		0426		190

		423042		0426		65

		423048		0426		138

		423063		0426		339

		423069		0426		385

		423073		0426		159

		423075		0426		153

		423303		0426		228

		423304		0426		23

		423305		0426		494

		423313		0426		358

		423320		0426		235

		423321		0426		470

		423322		0426		180

		423323		0426		115

		423324		0426		295

		423329		0426		207

		423335		0426		18

		423337		0426		423

		423339		0426		116

		423342		0426		126

		423344		0426		334

		423345		0426		279

		423347		0426		182

		423413		0422		295

		423909		0426		16

		423D35		0426		1

		423J03		0410		27

		424102		0402		817

		424122		0402		420

		424125		0402		578

		424140		0402		439

		424154		0402		281

		424165		0402		315

		424166		0402		403

		424168		0402		509

		424171		0402		505

		424172		0402		286

		424218		0402		669

		424223		0402		191

		424224		0402		433

		424313		0402		481

		424326		0402		85

		424329		0402		177

		424339		0414		173

		425006		0414		244

		425014		0414		528

		425016		0414		1010

		425023		0414		849

		425030		0414		529

		425031		0414		1452

		425038		0414		871

		425047		0414		1539

		425049		0414		235

		425055		0414		1066

		425061		0414		256

		425068		0414		717

		425073		0414		865

		425078		0414		553

		425083		0414		443

		425085		0414		448

		425089		0414		563

		425092		0414		298

		425093		0414		106

		425100		0414		361

		425129		0414		922

		425141		0414		127

		425145		0414		541

		425152		0414		637

		425155		0414		634

		425156		0414		406

		425157		0414		763

		425158		0414		579

		425159		0414		736

		425161		0414		1036

		425162		0414		465

		425163		0414		266

		425164		0414		1130

		425165		0414		593

		425169		0414		1209

		425170		0414		1020

		425171		0414		343

		425173		0414		305

		425174		0414		764

		425175		0414		487

		425205		0414		227

		425209		0414		262

		425216		0405		258

		425356		0414		340

		425371		0414		270

		425372		0414		289

		425373		0414		379

		425416		0414		428

		425420		0414		414

		425435		0414		4154

		425436		0414		430

		425612		0414		527

		425642		0414		503

		425646		0414		809

		425647		0414		314

		425648		0414		1

		425649		0414		308

		425650		0414		731

		425652		0414		303

		425909		0414		46

		425J07		0414		10

		425J21		0414		113

		426002		0426		185

		426004		0426		176

		426024		0426		86

		426026		0426		226

		426027		0426		527

		426030		0426		52

		426031		0426		159

		426043		0426		50

		426050		0426		181

		426058		0426		299

		426061		0426		292

		426071		0426		346

		426074		0426		187

		426078		0426		628

		426084		0426		246

		426085		0426		282

		426086		0426		210

		426093		0426		138

		426101		0426		235

		426105		0426		268

		426109		0426		94

		426113		0426		225

		426114		0426		227

		426116		0426		164

		426118		0426		210

		426J03		0426		4

		491972		0402		10

		491974		0402		32

		491975		0402		53

		491991		0402		5

		4949950		0499		1

		497000		0402		109

		4990972		0499		3

		4991113		0499		1

		4991401		0495		121

		4991404		0495		233

		4991405		0495		107

		4991406		0495		137

		4991416		0495		161

		4991417		0495		207

		4991428		0495		99

		4991429		0495		189

		4991438		0495		139

		4991444		0495		258

		4991449		0495		191

		4991474		0495		59

		4991480		0495		122

		4991482		0495		230

		4991483		0495		147

		4991486		0495		50

		4991489		0495		78

		4991491		0495		161

		4991496		0495		158

		4991507		0495		352

		4991509		0495		233

		4991515		0495		116

		4991522		0495		183

		4991523		0495		342

		4991525		0495		127

		4991571		0495		175

		4991580		0495		304

		4991584		0495		599

		4991590		0495		405

		4991599		0495		442

		4992603		0495		188

		4992619		0495		211

		4992641		0495		105

		4992703		0499		155

		4992720		0499		127

		4992724		0499		152

		4993004		0499		156

		4993007		0499		222

		4993021		0499		340

		4993025		0499		334

		4993027		0499		209

		4993030		0499		210

		4993037		0499		215

		4993042		0499		44

		4993060		0499		127

		4993076		0499		303

		4993088		0499		184

		4993107		0499		126

		4993117		0499		213

		4993119		0499		132

		4993130		0499		72

		4993137		0499		73

		4993142		0499		232

		4993173		0499		155

		4993182		0499		120

		4993189		0499		215

		4993200		0499		241

		4993222		0499		311

		4993226		0499		190

		4993229		0499		258

		4993231		0499		129

		4993236		0499		104

		4993237		0499		263

		4993239		0499		141

		4993240		0499		157

		4993243		0499		149

		4993244		0499		5

		4993246		0499		185

		4993267		0499		167

		4993272		0499		235

		4993280		0499		88

		4993282		0499		55

		4993284		0499		163

		4993285		0499		117

		4993286		0499		177

		4993288		0499		154

		4993311		0499		35

		4993320		0499		62

		4993361		0499		403

		4993363		0499		137

		4993365		0499		70

		4993368		0499		102

		4993377		0499		207

		4993382		0499		345

		4993388		0499		220

		4993777		0499		415

		4993778		0499		290

		4993911		0499		232

		4993913		0499		235

		4993999		0499		7

		4994302		0499		109

		4994347		0499		57

		4994509		0499		61

		4994706		0499		103

		4994707		0499		65

		4994711		0499		71

		4994713		0499		209

		4994718		0499		160

		4994722		0499		65

		4994729		0499		103

		4994732		0499		93

		4994733		0499		105

		4994743		0499		142

		4994752		0499		199

		4994756		0499		128

		4994758		0499		93

		4994759		0499		118

		4994761		0499		176

		4994762		0499		135

		4994763		0499		216

		4994764		0499		119

		4994765		0499		196

		4994770		0499		99

		4994773		0499		40

		4994774		0499		125

		4994777		0499		136

		4994781		0499		69

		4994785		0499		74

		4994787		0499		138

		4994788		0499		117

		4994791		0499		118

		4994799		0499		63

		4994800		0499		122

		4994802		0499		75

		4994803		0499		95

		4994806		0499		34

		4994810		0499		67

		4994812		0499		53

		4994824		0499		28

		4994825		0499		169

		4994829		0499		185

		4994847		0499		107

		4994849		0499		95

		4994977		0499		45

		4995211		0499		167

		4995234		0499		88

		4995243		0499		85

		4995245		0499		113

		4995409		0499		189

		4995855		0499		169

		4995862		0499		165

		4995866		0499		78

		4995884		0499		53

		4995886		0499		35

		4995887		0499		26

		4995982		0499		278

		4999909		0499		11

		4999919		0495		1

		Unknown		0402		6



 	


 	




Repair Projection tool 



												Campaign/ Campaign de rappel		97GF

												Models/ Modèles		2019-2023 Atlas

												US Population/ Population E.U. 		222,758

												Canada Population/ Population Canada		23,194



												Dealer Code/
Code de Concessionaire 		Projected Affected VINs/ 
Projeté  de NIV concernées

												Type Dealer Code Here/ 
Tapez votre Code de Concessionaire içi		



												Total VIN By PDC/Total de NIV par CDP

												0402		38,154

												0405		32,819

												0407		25,049

												0410		46,018

												0414		43,551

												0422		23,436

												0426		13,655

												0495		6,630

												0499		16,404



 	


 	




File Attachment
97GF Repair Projection Tool.xlsx
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are not intended to be attempted by “do-it-yourselfers,” and you should not assume this document applies to your vehicle, or that your vehicle has the condition described.  To determine whether this 
information applies, contact an authorized Volkswagen dealer.  2022 Volkswagen Group of America, Inc. and Volkswagen Canada.  All Rights Reserved. 
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Claim Entry Instructions 

 

The labor times listed here may differ from the labor operations and labor times listed in ELSA. 

After campaign has been completed, enter claim as soon as possible to help prevent work from being duplicated 
elsewhere. Attach the ELSA screen print showing action open on the day of repair to the repair order.  

If customer refused campaign work:  

 U.S. dealers: Submit request via WISE under the Campaigns/Update/Recall Closure option. 

 Canada dealers: Upload the repair order [signed by customer] to Volkswagen WIN/Operations/Campaign 
Closure.   

Service Number 97GF 

Damage Code 0099 

Parts Vendor Code WWO 

Claim Type Sold vehicle: 7 10 

Unsold vehicle: 7 90 

Causal Indicator Mark labor as causal if door harness is NOT replaced 

Mark DOOR HARNESS* as causal part if harness IS replaced 

Vehicle Wash/Loaner Do not claim wash/loaner under this action 

U.S.A.: Loaner/rental coverage cannot be claimed under this action. However, 
loaner/rental may be covered under the Alternate Transportation Program. Please refer 
to the Volkswagen Warranty Policy and Procedures Manual for loaner claims 
information and reimbursement details.  

Canada: Loaner/rental coverage cannot be claimed under this action. Please refer to t
Volkswagen Service Loaner Program to determine loaner eligibility. 

Criteria I.D. 01 

 Check DTC memory for front door harness related faults. No related faults are stored. 
Install tie wrap and apply grease to driver front and passenger front door harnesses. 

 LABOR 

Labor Op Time Units Description 

9732 49 99 70 
Modify driver front and passenger front door 

harnesses 

2706 89 50 10 Connect battery charger  

0150 00 00 
Time stated on 

diagnostic protocol 
(up to 40 TU) 

Checking and clearing faults via GFF 

PARTS 

Quantity Part Number Description 

2.00 N  10662201 TIE WRAP 

 
Continued on next page  
 
 



 

The repair information in this document is intended for use only by skilled technicians who have the proper tools, equipment and training to correctly and safely maintain your vehicle.  These procedures 
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-OR- Check DTC memory for front door harness related faults. Fault(s) stored for DRIVER 
door harness. Replace driver front door harness. Install tie wrap to passenger front door 
harness. Apply grease (shop supply) to driver front and passenger front door harnesses. 

 LABOR 

Labor Op Time Units Description 

9732 19 99 90 Replace driver front door harness 

9732 50 99 60 Modify front door harnesses 

2706 89 50 10 Connect battery charger  

0150 00 00 
Time stated on 

diagnostic protocol 
(up to 40 TU) 

Checking and clearing faults via GFF 

PARTS 

Quantity Part Number Description 

1.00 SEE ETKA DOOR HARNESS (driver front)* 

1.00 N  10662201 TIE WRAP 

6.00 WHT005353 RIVET 

-OR- Check DTC memory for front door harness related faults. Fault(s) stored for 
PASSENGER door harness. Install tie wrap to driver front door harness. Apply grease 
(shop supply) to driver front and passenger front door harnesses. 

 LABOR 

Labor Op Time Units Description 

9732 19 99 90 Replace passenger front door harness 

9732 50 99 60 Modify front door harnesses 

2706 89 50 10 Connect battery charger  

0150 00 00 
Time stated on 

diagnostic protocol 
(up to 40 TU) 

Checking and clearing faults via GFF 

PARTS 

Quantity Part Number Description 

1.00 SEE ETKA DOOR HARNESS (passenger front)* 

1.00 N  10662201 TIE WRAP 

6.00 WHT005353 RIVET 

 
 
Continued on next page  
  



 

The repair information in this document is intended for use only by skilled technicians who have the proper tools, equipment and training to correctly and safely maintain your vehicle.  These procedures 
are not intended to be attempted by “do-it-yourselfers,” and you should not assume this document applies to your vehicle, or that your vehicle has the condition described.  To determine whether this 
information applies, contact an authorized Volkswagen dealer.  2022 Volkswagen Group of America, Inc. and Volkswagen Canada.  All Rights Reserved. 

June 2022  97GF Page 6 of 28 

  

  

-OR- Check DTC memory for front door harness related faults. Fault(s) stored for BOTH door 
harnesses. Replace both front door harnesses. Apply grease (shop supply) to both front 
door harnesses. 

 LABOR 

Labor Op Time Units Description 

9732 20 99 160 Replace both front door harnesses 

9732 50 99 60 Modify front door harnesses 

2706 89 50 10 Connect battery charger  

0150 00 00 
Time stated on 

diagnostic protocol 
(up to 40 TU) 

Checking and clearing faults via GFF 

PARTS 

Quantity Part Number Description 

1.00 SEE ETKA DOOR HARNESS (driver front)* 

1.00 SEE ETKA DOOR HARNESS (passenger front) 

12.00 WHT005353 RIVET 
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Customer Letter Example (USA) 
 

This notice applies to your vehicle:  <MODEL YEAR> <BRAND> <CARLINE>, <VIN> 

NHTSA: 22V152 

Subject:  Safety Recall 97GF –Front Door Wiring Harness 
 
Dear Volkswagen Owner, 

This notice is sent to you in accordance with the National Traffic and Motor Vehicle Safety Act. Volkswagen has decided that a defect, 
which relates to motor vehicle safety, exists in certain 2019-2023 model year Volkswagen vehicles. Our records show that you are 
the owner of a vehicle affected by this action.  

What is the issue? In the event of a side crash, when the side airbag deployment may be necessary, the side airbag 
may deploy later than designed, which can lead to an increased risk of injury to vehicle occupants. 
This issue may be caused by excessive micromovement, leading to fretting corrosion of the door 
wiring harness terminal contacts.   

What will we do? To identify and correct this defect, authorized Volkswagen dealers will check both front doors to 
determine if diagnostic trouble (fault) code(s) specific to the affected wiring harness are present. If 
the fault code(s) are present for a front door, the affected wiring harness will be replaced in that door. 
Harnesses will be modified with a zip tie to secure them, and a stabilizing compound will be applied 
to the terminal ends of the affected wiring harness connectors.  

If fault codes are not found, the existing wiring harness will be modified with a zip tie to secure it and 
a stabilizing compound will be applied to the terminal ends of the affected wiring harness 
connector(s). 

This work will take about two hours to complete and will be performed for you free of charge. Please 
keep in mind that your dealer may need additional time for the preparation of the repair, as well as 
to accommodate their daily workshop schedule. 

What should you do? Please contact your authorized Volkswagen dealer without delay to schedule this recall work. To 
set up an appointment online, please visit www.vw.com/find-a-dealer. 

Precautions you should 
take 

If the recall condition is present in the vehicle, the airbag warning light will illuminate if a malfunction 
is detected. Other symptoms of a sporadic interruption of the affected electrical connection can be: 
inadvertently rolling down windows, inadvertent park brake engagement at low speeds (below 
approximately 3km/h or 1.8 mph), warning regarding faulty door sensor. Customers experiencing 
any of these conditions are advised to contact an authorized Volkswagen dealer to have their vehicle 
diagnosed/repaired without delay. 

Lease vehicles and 
address changes 

If you are the lessor and registered owner of the vehicle identified in this action, the law requires you 
to forward this letter immediately via first-class mail to the lessee within ten (10) days of receipt. If 
you have changed your address or sold the vehicle, please fill out the enclosed prepaid Owner Reply 
card and mail it to us so we can update our records. 

Reimbursement of 
Expenses 

If you have previously paid for repairs relating to the condition described in this letter, please refer to 
the enclosed form that explains how to request reimbursement.   

Can we assist you 
further? 

If your authorized Volkswagen dealer fails or is unable to complete this work free of charge within a 
reasonable time, or if you should have any questions about this communication, please reach out to 
us using your preferred method of communication at www.vw.com/contact or by calling us at 800-
893-5298.   

Checking your vehicle for 
open Recalls and Service 
Campaigns  

To check your vehicle’s eligibility for repair under this or any other recall/service campaign, please 
visit www.vw.com/owners/recalls and enter your Vehicle Identification Number (VIN) into the 
Recall/Service Campaign Lookup tool.  

If you still cannot obtain satisfaction, you may file a complaint with:  The Administrator, National Highway Traffic Safety Administration, 
1200 New Jersey Avenue, SE., Washington, DC 20590; or call the toll-free Vehicle Safety Hotline at 1-888-327-4236 (TTY: 1-800-424-
9153); or go to http://www.safercar.gov. 

We apologize for any inconvenience this matter may cause; however we are taking this action to help ensure your safety and continued 
satisfaction with your vehicle.   

Sincerely, 

Volkswagen Customer Protection  



 

The repair information in this document is intended for use only by skilled technicians who have the proper tools, equipment and training to correctly and safely maintain your vehicle.  These procedures 
are not intended to be attempted by “do-it-yourselfers,” and you should not assume this document applies to your vehicle, or that your vehicle has the condition described.  To determine whether this 
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Customer  

Customer Letter Example (Canada) 

This notice applies to your vehicle:  <MODEL YEAR> <BRAND> <CARLINE>, <VIN> 

Transport Canada Recall: 2022-110 

Subject:  Safety Recall 97GF –Front Door Wiring Harness 
 
Dear Volkswagen Owner, 

This notice is sent to you in accordance with the requirements of the Motor Vehicle Safety Act. This is to inform you that 
your vehicle may contain a defect that could affect the safety of a person. Our records show that you are the owner of a 
vehicle affected by this action.  

What is the issue? In the event of a side crash, when the side airbag deployment may be necessary, the side airbag may 
deploy later than designed, which can lead to an increased risk of injury to vehicle occupants. This 
issue may be caused by excessive micromovement, leading to fretting corrosion of the door wiring 
harness terminal contacts.   

What will we do? To identify and correct this defect, authorized Volkswagen dealers will check both front doors to 
determine if diagnostic trouble (fault) code(s) specific to the affected wiring harness are present. 
If the fault code(s) are present for a front door, the affected wiring harness will be replaced in that 
door. Harnesses will be modified with a zip tie to secure them, and a stabilizing compound will be 
applied to the terminal ends of the affected wiring harness connectors.  

If fault codes are not found, the existing wiring harness will be modified with a zip tie to secure it 
and a stabilizing compound will be applied to the terminal ends of the affected wiring harness 
connector(s). 

This work will take about two hours to complete and will be performed for you free of charge. 
Please keep in mind that your dealer may need additional time for the preparation of the repair, 
as well as to accommodate their daily workshop schedule. 

What should you do? Please contact your authorized Volkswagen dealer without delay to schedule this recall work.   

Precautions you should 
take 

If the recall condition is present in the vehicle, the airbag warning light will illuminate if a 
malfunction is detected. Other symptoms of a sporadic interruption of the affected electrical 
connection can be: inadvertently rolling down windows, inadvertent park brake engagement at 
low speeds (below approximately 3km/h or 1.8 mph), warning regarding faulty door sensor. 
Customers experiencing any of these conditions are advised to contact an authorized 
Volkswagen dealer to have their vehicle diagnosed/repaired without delay. 

Lease vehicles and 
address changes 

If you are the lessor and registered owner of the vehicle identified in this letter, you shall 
forward this letter (and any subsequent notice, if applicable) to the lessee within ten (10) days 
of receipt. If you have changed your address or sold the vehicle identified in this letter, please 
fill out the enclosed prepaid Owner Reply Card and mail it to us so we can update our records. 

Reimbursement of 
Expenses 

If you have previously paid for repairs relating to the condition described in this letter, please 
refer to the enclosed form that explains how to request reimbursement.   

Can we assist you 
further? 

If your authorized Volkswagen dealer fails or is unable to complete this work free of charge 
within a reasonable time, please contact Customer Relations, Monday through Friday from 
8AM to 8PM EST by phone at 1-800-822-8987 or via our “Contact Us” page at www.vw.ca.  

We apologize for any inconvenience this matter may cause; however we are taking this action to help ensure your 
safety and continued satisfaction with your vehicle.   

Sincerely, 

Volkswagen Customer Protection 

  



 

The repair information in this document is intended for use only by skilled technicians who have the proper tools, equipment and training to correctly and safely maintain your vehicle.  These procedures 
are not intended to be attempted by “do-it-yourselfers,” and you should not assume this document applies to your vehicle, or that your vehicle has the condition described.  To determine whether this 
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Repair Overview 
 

 

 Check DTC memory for faults related to faulty 
front door harnesses. 

 Modify or replace door harness.  

 

 NOTE 

 These repair instructions may differ from the labor operations and labor times listed in ELSA. 

 Damages resulting from improper repair or failure to follow these work instructions are the dealer’s 
responsibility and are not eligible for reimbursement under this action.   

 This procedure must be read in its entirety prior to performing the repair. 

 Due to variations in vehicle equipment and options, the steps/illustrations in this work procedure may not 
identically match all affected vehicles. 

 Diagnosis and repair of pre-existing conditions in the vehicle are not covered under this action. 

 When working during extreme temperatures, it is recommended that the vehicle be allowed to acclimate 
inside the shop to avoid temperature-related component damage/breakage. 

  



 

The repair information in this document is intended for use only by skilled technicians who have the proper tools, equipment and training to correctly and safely maintain your vehicle.  These procedures 
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Required Tools 
 

Trim Removal Wedge 

-3409- 

(or equivalent) 

 

Wedge Set 

-T10383- 

(or equivalent) 

 

Small brush (paint brush, 
for example) 

(locally sourced shop 
supply) 

 

Omega Clip Tool 

-T40280- 

(or equivalent) 

 

Pop Rivet Nut Pliers 

-VAS5072A- 

(or equivalent) 

IF DOOR HARNESS 
REQUIRES 

REPLACEMENT  

Pry lever 

-80-200- 

(or equivalent) 
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Repair Instruction 

 

Section A - Check for Previous Repair 

 

  TIP 

If Campaign Completion label is present, no further work is required. 

 

 
 

 

 
 Enter the VIN in Elsa and proceed to the 

“Campaign/Action” screen. 

 TIP 

On the date of repair, print this screen and keep a 
copy with the repair order. 

 Confirm the Campaign/Action is open <arrow 
1>. If the status is closed, no further work is 
required. 

 Note the Applicable Criteria ID <arrow 2> for 
use in determining the correct work to be done 
and corresponding parts associated. 

 CRITICAL REPAIR STEP 

  STOP!   

If multiple software update Campaign/Actions are 
open, they must be performed in order of the Start 
date <arrow 3>. The oldest should be performed 
first. 

 All Safety Recalls must be completed prior 
to completing this campaign. 

 Proceed to Section B. 
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Section B – Door Harness Fault Evaluation 

 

 Perform a GFF diagnostic scan of the vehicle using ODIS. 

 If any of the faults listed in the table below are present: 

o The corresponding front door harness must be replaced.  

o Lithium grease will also be applied to the corresponding body side wiring harness.  

o Refer to Section C for door harness replacement. 

 If no related faults are present: 

o The front door harness (left and/or right) must be modified.  

o Refer to Section D for door harness modification. 

 The GFF session should be stopped and saved. Faults will be created during either repair and must be 
cleared at the end of the repair.  

 If a front door harness is replaced, and there are no faults for the opposite side front door harness. The 
opposite side door harness must still be modified.  

Diagnostic  
Address 

DTC DTC Description Side 

1 or 19 U0199 Lost Communication With "Door Control Module A" Left 

19 U0200 Lost Communication With "Door Control Module B" Right 

42 B1908F0 Crash response active Left 

52 B1908F0 Crash response active Right 

15 B101711 Crash sensor for side airbag driver's side short circuit to ground Left 

15 B101715 Crash sensor for side airbag driver's side short circuit to B+ Left 

15 B101729 Crash sensor for side airbag driver's side implausible signal Left 

15 B103611 Crash sensor for side airbag passenger's side short circuit to ground Right 

15 B103615 Crash sensor for side airbag passenger's side open circuit Right 

15 B103629 Crash sensor for side airbag passenger's side implausible signal Right 

42 B177501 Door warning light / entry light electrical fault Left 

52 B177501 Door warning light / entry light electrical fault Right 

3C C1361F0 
Lane change assistant warning light, left exterior mirror Open circuit / 

short circuit to positive 
Left 

3C C1360F0 
Lane change assistant warning light, left exterior mirror Open circuit / 

short circuit to positive 
Right 

42 B11F411 Motor for mirror adjustment Short circuit to ground Left 

B7 B116B29 Sensor for door handle contact driver side implausible signal Left 

42 B122B13 Engines for central locking interruption Left 

42 B122D29 Locking unit for central locking implausible signal Left 
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Section C – Replacing Door Wiring Harness 

 

 Remove front door trim panel: 

   NOTE 
 

The removal and installation for the driver side front 
door trim panel is described. The removal and 
installation for the front passenger side is similar. 

 

 

 Pry off the cap <1> with the Trim Removal 
Wedge -3409-. 

 Remove the bolt <2>. 

 

 Turn/release the rotor clip <1> 90° in the 
<direction of the arrow> (1/4 of a turn) using 
the open end wrench (10 mm) or Torx T30. 
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 Loosen the clips <2> for the door trim panel 
<1> out of the mounts using the Wedge Set 
<T10383>. 

 Remove the door trim panel vertically upward 
from the window shaft strip. At the same time 
the crash clip <3> is automatically released. 

 Roll the window all the way up after 
disengaging door panel and before 
disconnecting the connectors. 

 Depending on the vehicle equipment level, 
disconnect the connectors from the door trim 
panel. 

 

 Disconnect the cable <1> from the interior 
door mechanism. 

  CAUTION 
 

Risk of damaging the operating cable by 
deforming it. 

Never sharply bend or kink the operating cable. 
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  CAUTION 
 

Risk of damaging the locking mechanism. 

The locking mechanism of all clip connections must 
be located in the position <1>. 

Always turn the clip from the position <2> into the 
position <1>. 

The door trim panel can only be installed when the 
clip is in the position <1>. 

 

 

  NOTE 
 

The inner door cover does not require removal when 
replacing the door harness. 

If the inner door cover is removed, it must be 
replaced. 

Since replacing the front door harness can be 
completed without removing the inner door cover, 
replacing the cover will not be covered under this 
action.  
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Remove door speaker: 

 Release and disconnect the connector <2>. 

 Remove the pop rivets <3> with a suitable drill 
and a suitable drill bit. 

 Remove the speaker <1> from the door. 

 Use care so the seal on the speaker is not 
damaged. 

 CAUTION 

Always remove any shavings resulting from the 
drilling from the door, otherwise they may cause 
corrosion damage later. 

If the paint on the door frame gets damaged during 
drilling, touch-up immediately. 

 

 

 TIP 

Use a wedge <1> from Wedge Set -T10383- to aid 
in removing the speaker.  
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Replace door harness: 

  NOTE 
 

The removal and installation for the driver side front 
door harness is described. The removal and 
installation for the front passenger side is similar. 

 Refer to ETKA for the correct door harness 
part number. 

 Pull connector lock <2> upward in direction of 
<arrow b>. 

 Using Wedge -T10383- may assist in releasing 
the connector lock.  

 Pull the harness <3> out from the A-pillar in 
direction of <arrow c>. 

 

 Work through the speaker opening to 
disengage the door harness from the door. 

 Release the three locking tabs in the 
<direction of arrows>. 
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 Pull the door harness away from the door in 
<direction of arrow>. 

 Then pull door harness back into the door.  

 Pay very close attention to how the door 
harness is routed around the lower part of 
the window regulator. Take photos if 
necessary. 

 

 Take photos of door harness routing. 

 Disconnect connector from Thorax Airbag 
Crash Sensor <1>. 

 CAUTION 

Pyrotechnical components can deploy 
unintentionally. 

Risk of injury. 

Discharge static electricity: briefly touch the door 
striker. 

 Disconnect connectors as needed for: 

o Door control module <2> 

o Window motor <3> 

o Door latch <4> 

o Door handle <5> 

 Unclip door harness from the door using Pry 
lever -80-200- (or equivalent) 

 Disengage grommet <6> and remove door 
harness from the door. 

 Install new door harness in the reverse order 
of removal.  

 Ensure all locking connectors are fully seated 
and locked.  

 Ensure grommet <6> is fully seated.  
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 Secure door harness into the door.  

 Ensure locking tabs <arrows> are fully 
engaged. 

 

 Connect connector <3> in direction of  
<arrow c>. 

 Press connector lock <2> down in direction of 
<arrow d>. 
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Reinstall door speaker: 

 Installation is the reverse order of removal. 

 Secure the pop rivets with the Pop Rivet Nut 
Pliers -VAS5072A- (or equivalent). 

Part Number Part Description 

WHT-005-353 Pop-rivet (x6) 

 

 

 

Reinstall door trim panel: 

 Installation is the reverse order of removal.  

 

Set window one-touch feature and clear repair 
related faults: 

 Set window one-touch feature. 

 Connect ODIS and restore saved ODIS 
session. 

 Clear faults related to having the door harness 
disconnected. 

 

 If the opposite side door harness had no faults, it 
must be modified. 

Proceed to Section D for modification of both body 
side door harnesses.  
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Section D – Modifying Door Wiring Harness (body side) 

 

   NOTE 
 

If a door harness was replaced, the corresponding 
body side harness must still have grease applied to 
it.  

Replacement door harnesses will have a tie wrap 
already installed. There is no need to replace an 
existing door harness tie wrap.  

If NO fault were stored for both front door 
harnesses, both front body side door harnesses 
must be modified.  

 

 

Disconnect connector: 

  NOTE 
 

The procedure for the driver side front door harness 
is described. The procedure for the front passenger 
side is similar. 

 Pull connector lock <2> upward in direction of 
<arrow b>. 

 Using Wedge -T10383- may assist in releasing 
the connector lock.  

 Pull the harness <3> out from the A-pillar in 
direction of <arrow c>. 
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Remove instrument panel side cover: 

 Loosen the instrument panel side cover <1> 
with the Trim Removal Wedge - 3409- near the 
catches <arrows>. 

 Remove the cover rearward from the A-pillar 
gap cover. 

 

Remove A-pillar gap cover: 

 Unclip the A-pillar gap cover <1> from the A-
pillar upper trim panel and A-pillar lower trim 
panel <arrows>. 

 Loosen and remove the A-pillar gap cover <1> 
from the door seal molding. 
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Remove hood latch release (if replacing driver 
door harness): 

 Pull the release lever <1> and release the 
hood. 

 Pull the operating lever <1> until it stops and 
hold it in this position. 

 Insert a small screwdriver <5> into the gap 
between the operating lever <1> and the clip 
<2> <arrow a>. 

 Pry the clip <2> out of the operating lever <1> 
in the <direction of arrow b>. Then remove the 
operating lever from the mounting bracket <4> 
in the <direction of arrow c>. 

 

Detach front portion of sill panel: 

 Release the front sill panel strip <1> using the 
Wedge Set -T10383- in <direction of arrow B>. 
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Remove lower A-pillar trim panel: 

 Remove the clip <2>. 

 Loosen the lower A-pillar trim panel <1> from 
the body in the <direction of arrow B>. Loosen 
the lower A-pillar trim panel from the door seal 
molding. 

 Remove the lower A-pillar trim panel <1> from 
the mount <direction of arrow A>. 

 

Remove body side connector: 

 Press down on locking tab <arrow A>. 

 Press connector <1> into body in <direction of 
arrow B>. 

 Pull body side door wiring harness out of the 
A-pillar.  
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Apply lithium grease to male connector pins: 

Part Number Part Description 

G  -055-150-A1 
Lithium grease  
(shop supply) 

 A small amount (as shown) should be enough 
to coat all of the terminals on one harness.   

 Using a clean, small brush, apply lithium 
grease to the male connector pins. 

 Ensure both sides of each terminal are 
covered.  

 There is no need to apply grease to the coaxial 
connection (if equipped).  

  NOTE 
 

Use only the lithium grease specified. Alternative 
grease part numbers or locally sourced lithium 
grease must NOT be used.   
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Install tie wrap on door side wiring harness: 

  NOTE 
 

There is no need to replace an existing door 
harness tie wrap.  

 Pull back protective boot from connector 
housing using a trim tool. 

 CAUTION 

Risk of damaging wiring 

Do not use any sharp tools when pulling back 
protective boot. Damage to the boot or wiring could 
occur.  

 Apply cloth electrical tape <1> (shop supply) 
around the wires as shown.  

 Install new tie wrap <arrow> as shown and cut 
off excess material.  

Part Number Part Description 

N  -106-622-01 Tie Wrap 

 Reinstall boot onto the connector housing in 
the reverse order of removal so it is fully 
seated onto the connector housing.  
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Reinstall door harness into body and reconnect 
connector: 

 Install connector housing <1> in the reverse 
order of removal.  

 Engage the bottom of the connector <arrow A> 
first. 

 Then engage the top of the connector in 
<direction of arrow B> until the locking tab is 
engaged.  

 

 Reconnect door harness connector <3> in 
direction of <arrow c>. 

 Press connector lock <2> down in direction of 
<arrow d>. 
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Reinstall all removed trim panels: 

 Installation is the reverse order of removal.  

o A-pillar lower trim panel 

o Hood release (for driver side) 

o Sill panel trim 

o A-pillar gap cover 

o Instrument panel side cover 

 Remove any clips left in the body using 
Omega Clip Tool -T40280-. 

 

Set window one-touch feature and clear repair 
related faults: 

 Set window one-touch feature. 

 Connect ODIS and restore saved ODIS 
session. 

 Clear faults related to having the door harness 
disconnected. 

 

 

Proceed to Section E 

 

 

Section E – Campaign Completion Label 

 
 
 
 
 
 
 
 
 
 
 
 
 

Install Campaign Completion Label 

 Fill out and affix Campaign Completion 
Label, part number CAMP 010 000, next to 
the vehicle emission control information 
label.  

  TIP 

Ensure Campaign Completion Label does not cover 
any existing label(s). 

 
Proceed to Section F 
 
 

Section F - Parts Return/Disposal 
 

Properly store (retain), destroy or dispose of removed parts in accordance with all state/province and local 
requirements, unless otherwise indicated and/or requested through the Warranty Parts Portal (WPP) for U.S. and 
the Part Destruction and Core Disposition Report for Canada.  

 


