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CALL 1-888-270-9371 TO SCHEDULE YOUR
FREE REPAIR

VIN: 
 
DON'T IGNORE THIS URGENT SAFETY RECALL
 

CONDITION

The upper child seat anchors of your 2022 Tacoma may not have been welded sufficiently and
may not meet minimum strength requirements. Vehicles with upper child seat anchor welds that do not
meet strength requirements do not comply with applicable regulations in the U.S. An insufficient weld 
may allow the child seat to move during a sudden stop or crash, increasing the risk of injury.
 
REMEDY
Any authorized Toyota dealer will inspect the welds on the upper child seat anchors FREE OF CHARGE. If
an insufficient weld is identified, additional welds will be added to the affected upper child seat anchor(s)
FREE OF CHARGE.
 
DURATION
The inspection should take about one hour. If any insufficient welds are identified during the inspection
process, your dealer may need to coordinate with a third-party collision center to add additional welds to
the affected upper child seat anchor. The welding process should take about eight hours. However,
depending upon the Toyota dealer’s work schedule, and the third-party collision center’s work schedule,
it may be necessary to make the vehicle available for a longer period. Your dealer may provide you with a
loaner vehicle for the duration the third-party collision center is performing the welding repair to your
vehicle.
 
 
SCHEDULE YOUR FREE REPAIR TODAY
 
Call our National Brand Engagement Center at 1-888-270-9371.
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LLAMA AL 1-888-270-9371 PARA PROGRAMAR
TU REPARACIÓN GRATUITA

VIN: 
 
NO IGNORES ESTE LLAMADO A REVISIÓN DE SEGURIDAD URGENTE
 

CONDICIÓN
Puede que las anclas superiores para el asiento para niños de tu Tacoma 2022 no hayan
sido lo suficientemente soldadas y puede que no cumplan con los requerimientos de solidez mínimos.
Los vehículos con soldaduras de anclas superiores para el asiento para niños que no cumplan con los
requerimientos de solidez no cumplen con las regulaciones aplicables de los Estados Unidos. Una
soldadura insuficiente puede permitir que el asiento para niños se mueva durante una parada repentina o
choque, aumentando el riesgo de lesión.
 
REMEDIO
Cualquier concesionario Toyota autorizado inspeccionará las soldaduras de anclas superiores para
el asiento para niños SIN CARGO. Si se identifica una soldadura insuficiente, se añadirán soldaduras
adicionales al ancla o a las anclas superior(es) para el asiento para niños SIN CARGO.
 
DURACIÓN
La inspección debería tardar alrededor de una hora. Si se identifica cualquier soldadura insuficiente
durante el proceso de inspección, puede que tu concesionario necesite coordinar con un centro de
colisión de terceros para añadir las soldaduras adicionales al ancla superior para el asiento para niños
afectada. El proceso de soldadura debería tardar alrededor de ocho horas. Sin embargo, dependiendo
del horario de trabajo del concesionario Toyota, podría ser necesario disponer del vehículo por un
período más largo. Tu concesionario podría proveerte un vehículo prestado por la duración de la
reparación de soldadura que el centro de colisión de terceros esté realizando a tu vehículo.
 
 

PROGRAMA TU REPARACIÓN GRATUITA HOY
 
Llama a nuestro Centro Nacional de Interacción con la Marca al 1-888-270-9371.




