
Bulletin No.: PIC5745

Date: Oct-2012

Subject: Shifter Loose Feel in Drive Or Intermittent Shift To Park Message

Models: 2013 Cadillac ATS

Built Prior To 1G6AL5537D0118569

The following diagnosis might be helpful if the vehicle exhibits the symptom(s) described in this PI.

Condition/Concern

A customer may comment of an intermittent Shift To Park Message displayed in the DIC when the vehicle is in Park and / or that the shifter feels loose while the 

vehicle is in Drive.  The concerns could be caused by the shifter assembly or a misadjusted shift cable.

Recommendation/Instructions

Using revised parts from WPC, replace the Shifter Assembly then adjust the shift cable using the "Range Selector Lever Cable Adjustment" procedure in SI.

Using the form below, order the Automatic Shifter Assembly - WPC654

Warranty Information

For vehicles repaired under warranty use:

Labor Operation Description Labor Time

K5222 Transmission Control Replacement Use Published Labor Operation Time

Use the attached form to request parts from the WPC:

For complete form, do not enlarge (zoom in) before printing from SI.
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Please follow this diagnostic or repair process thoroughly and complete each step.  If the condition exhibited is resolved without completing every step, the 

remaining steps do not need to be performed.

GM bulletins are intended for use by professional technicians, NOT a "do-it-yourselfer".  They are written to inform these technicians of conditions that may 

occur on some vehicles, or to provide information that could assist in the proper service of a vehicle.  Properly trained technicians have the equipment, tools, 

safety instructions, and know-how to do a job properly and safely.  If a condition is described, DO NOT assume that the bulletin applies to your vehicle, or that 

your vehicle will have that condition.  See your GM dealer for information on whether your vehicle may benefit from the information.

WE SUPPORT VOLUNTARY TECHNICIAN CERTIFICATION
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