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Vehicle 
(Sales Code) 

 
Engine Oil 
approx. qty. 

w/filter change 

Manual 
Trans 

Auto 
Trans 

Rear Final 
Drive 

Cooling 
System 

Brake System  
          

A/C System 
   

 
Windshield 

Fluid  

A3 
FWD 

 
(8PA59C) 

(8PA5YC-PZEV) 
 

Manual 

2.0 TFSI  200 hp       
(CCTA/CBFA) 

 
4.6L (4.8qt) 

 
Audi Oil Spec: 
VW 502 00** 

  Use synthetic oil  
     SAE 5W-40,    
     SAE 5W-30 or 
     SAE 0W-40 

6-Spd  (02Q)  
 

2.3L (2.4qt) 
 

Oil PN 
G 052 171 A2* 

N/A N/A 10.0 L (10.5 
qt)*** 

   
  

1.0 L (1.1qt) 
(approximately) 

 
 

Audi  Brake 
Fluid 

Specification: 
 

Use new fluid 
only. 

 
FMVSS 116 

DOT 4 
or SAE  J 1703 

 
Fluid PN 

B 000 750 * 
 

Refrigerant 
Use only R134a 

 
Refrig. Capacity 

525 +/- 25 g 
(18.5 ± 0.8 oz.) 

 
 

Refrigerant Oil 
Use a PAG oil  

with R134a 
 

      Oil PN & 
Capacity 

1) For Sanden 
use 
110 cc +/- 10 cc 
(3.7 ± 0.3 fl. oz.) 

 
2) For Zexel use 
120 cc +/- 15 cc 
(4.0 ± 0.3 fl. oz.) 

 
3) For Denso use 
140 cc +/- 10 cc 
(4.7 ± 0.3 fl. oz.)  

 
G 052 300 A2* 
G 052 154 A2* 

 
 
 

 

3.0 L (3.1qt) 
 
 

Fluid PN 
G 052 164* 

 

A3 
FWD - Auto 

 
(8PA59X) 

(8PA5YX-PZEV) 

 NA  
 

6-Spd DSG® 
(02E) 

New Fill: 
6.9 - 7.2L 

(7.3 - 7.6qt) 
 

Change: 
5.2 – 5.5L  

(5.5 – 5.8 qt) 
approx. 

 
Oil PN 

G 052 182 A2* 
 

 
 

Capacity 
included with 
transmission.  

A3  TDI 
FWD 

 
(8PA5PX) 

 

     2.0L  140 hp 
(CBEA) 

 
4.0L (4.2qt) 

 
Audi Oil Spec: 
VW 507 00** 

8.0L (8.4 qt)*** 
 

A3 
quattro 

 
(8PA59L) 

Auto 

2.0 TFSI  200 hp       
(CCTA/CBFA) 

 
4.6L (4.8qt) 

 
Audi Oil Spec: 
VW 502 00** 

  Use synthetic oil  
     SAE 5W-40,    
     SAE 5W-30 or 
     SAE 0W-40 

02D / OAV 
0.95L (1.0 qt) 

Oil PN 
G 052 145 A1* 

 
Haldex Clutch 

New Fill: 
 0.85L (0.9qt) 

Replacement: 
0.65L(0.7qt) 

Oil PN 
G 060 175 A2* 

10.0L (10.5 qt)*** 
 

Bevel Box 
New Fill: 

0.9L (1.0qt) 
Oil PN 

G 052 145 S2* 
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