Measure no.
US 17372830-02

Status date (mm/dd/yy)
9/10/13

Date created (mm/dd/yy)
9/10/13

Release date (mm/dd/yy)

Subject

Windscreen mounting R 1200 R (K27)

Status

Accepted
Created by
Christine Koehling
Approved by

Organization
us, MOT

PQM Problem reference

Dealer release

Allow automatic release

Vehicles affected

E series

K27

Production period (from/to)
(mm/dd/yy)

/

Engine

2-ZYL

Comment on production period

Body

Feedback (all cases relating to

measure up to) (mm/dd/yy)

Complaint

Windscreen cracked

Cause

On older models (up to production date 03/28/2007), the windscreen holders may not

have the correct dimensions.

Measure

Check whether the windscreen holder fits geometrically with the windscreen.

Replace the windscreen holder if necessary.

The procedure for mounting the windscreen is described in Service Information Bulletin

46 005 08 (033) Windscreen fasteners.

Complaint
Fault location Fault type Fault place
46/63 Windscreen Crack / cleft
Cause
# Fault location Fault type Fault place
1 46/63 Windscreen Crack / cleft
Repair Task Special Clearance Area



Replace No Body and Trim

Fault code

Progman / DIS / ISTA / ISTA/P

System State Version
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