Service Information — e 11D,

Offboard Diagnostic Information System Service (ODIS Service) Number: AOS-14-31

Subject: Dedicated Email Server Configuration Date: Dec. 12, 2014

1.0 — Introduction

Some dealerships experienced difficulty configuring the ODIS Service Email Outbox to their dealership-
based email system. This is usually due to the required dealership-specific information being unknown or
unavailable at the time of configuration. If this configuration is not performed, it is not possible to send
feedback emails.

This document describes a configuration to a dedicated Email Outbox server hosted by Audi of America,
Inc. This configuration precludes the need for determining and entering dealership-specific information.

Please review the ATTENTION! information below and perform the procedures only if necessary.

2.0 — Procedure

ATTENTION!

The following procedure is optional, and DOES NOT supersede the Email Outbox Configuration
instructions specified in the ODIS Service Installation Phase 2 — Software Installation &
Configuration Instructions. Every effort should be made to determine the dealership-specific
information required for a standard email outbox configuration.

Disregard these instructions if the Email Outbox configuration is already successfully performed
and Support Button feedback emails can routinely be sent from the dealership without errors,
i.e.: receipt confirmation emails are returned.

Notes:

¢ Please read these instructions in their entirety before performing these procedures. If you do not
understand these instructions, arrange to have a qualified person perform these procedures.

e Discard all printed copies of this document after use. Revised versions may be issued at any
time. Always check ServiceNet for the latest version.

2.1 — Configuration
Prerequisites:
[] Diagnostic device plugged into to power adapter and booted to Windows® desktop.
[ ] Diagnostic tablet: USB mouse and keyboard connected for easier input.
[ ] The latest version of ODIS Service is installed along with all available updates.
[ ] ODIS Service Connections > Brand Settings > Connection types setting is set to Internet.
[ ] User has username and password for access to accessaudi.
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1. Start ODIS Service and select the Admin operating mode.

2. Select the Support SeCt'On. - : !Support!Connecn'ons!MeasuremenliCeniﬁcatelMeasuﬂng[echndogyacﬁm
3. In the Contact Data subcategory, | Gz Lesiees
check the Contact data for feedback Extrel oyfaohng server
details. Proceed as applicable: First name John
Last name Smith
I If details are correctly entered, skip Emad ) johnsmin com
to Step 4 beIOW Telephone number(’) 1234567890

O If changes to existing details are )
necessary, select Resetting,
update the information and then
select Save/Yes:

O If no contact details are entered,
enter them now and then select
Save/Yes:

e

-

Note:
The information saved above is auto-populated in the contact information fields in the feedback form.
Please ensure that all information entered here is correct and up-to-date.

4. Select the E-mail outgoing server (Email outbox) subcategory:
5. Enter the following information in the specified fields (only):
O Mail server: odismail.vw.com
O Mail server port: 465
O Mail server login: Enter checkmark (v')
O Secure connection: Enter checkmark (v)
[0 E-mail sender address: Enter the same email address entered in the Contact Data subcategory
When all information is entered, select Save/Yes:

[Genera\ [Save locations [Suppor‘t [Connecﬂons [Measurement [Cem‘ﬁcate [Measun‘ng technology action

Contact Data Details about E-mail outgoing server

E-mail outgoing server ]

Use the standard e-mail client of the operating system: |

Connection parameters

(" Connection Mail R
Mail server odismail.vw.com
Mail server port 465
\_ Mail server login V]
User name
Password usage only for the next feedback transmission "
(" Secure connection |
E-mail sender address johnsmith@jchnsmith.com 5
L Resetting | Discard | Save I
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2.2 — Sending Feedback via the AoA Mail Server

1. From the Operating mode category, | Help
select the Help subcategory

2. Select Support:

»

@) Cnline Help

@ Support...

< sen support mai S B W W

3. Dual Dealers (only): Select the Subject Hotine
app“cable Man ufacturer from the Firstname:  John E-mail: john.smith@johnsmit Tellephone: +1-888-896-1298
dI’OdeWI’] menu: Lastname:  Smith Telephone: 1234567890 Mail address: | odissupport@vw.com
) | Manufaclurel '
4. Place a cursor in the text entry field and | =5 et monct y
type in the feedback description: > " Hardware ertor
eps . . ) Software error
5. Select the qualification details as ¢ Content eror
i . ) Incorrect translation
appllcable @ Error cannot be classified clearly
O Error classification Prority
© For information
D Prlorlty ' Limited order editing functions possible
.. > ~ Order editing not possible
O Additional attachments P —
[] Attach current diagnostic session

O Insert current view
When completed, select Send:

= Attach current OBD log

b

Send

Jo

Insert current view | | Cancel

6. Wait while a connection to the AoA mail server is established (a delay is normal).

7. Enter the username and password

as issued for accessaudi access:
— 31l
8. Select Apply: ser name

&y Feedback: mail server login ﬁ

Password

Information
There are 1 feedback(s) that you can now send.

Apply ||| Cancel

@ The message was sent successiully.

9. Click OK:
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