Measure no.
US 5056875-03

Status date (mm/dd/yy)
2/27/14

Date created (mm/dd/yy)
2/2714

Release date (mm/dd/yy)

Subject

Various faulty displays in the instrument cluster or engine

misfiring

Status

Accepted

Created by

Carsten Gruetzmacher

Approved by

Organization
us, MOT

PQM Problem reference

Dealer release

Allow automatic release

Vehicles affected

E series

R13

Production period (from/to)
(mm/dd/yy)

/

Engine

1-ZYL

Comment on production period

Body

Feedback (all cases relating to

measure up to) (mm/dd/yy)

Complaint

Various fault patterns, such as:

- The oil pressure telltale flickers or lights up continuously

- The speedometer fluctuates or no longer works

- The engine misfires

- The engine cuts out and can no longer be started

Cause

Vehicle wiring harness behind the spring strut adjustment wheel damaged, sometimes chafed through.

Measure

Repair the damaged vehicle wiring harness.

Observe Service Information Bulletin 61 002 06 (013) Wiring harness repair kit.

Complaint
Fault location

62/11 Instrument cluster

Fault type

Display incorrect / not

plausible

Fault place

Cause



# Fault location Fault type Fault place

1 61/11 Wiring harness, Chafe mark
mounting
Repair Task Special Clearance Area
No Electrics/Electronics
Fault code

Progman / DIS / ISTA / ISTA/P

System State Version
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