Measure no. Subject

US 57256786-01 Seat locking barrel — repair kit not permitted
Status date (mm/dd/yy) Status Organization

2/27/14 Accepted uUs, MOT

Date created (mm/dd/yy) Created by PQM Problem reference
2/27/14 Christine Koehling

Release date (mm/dd/yy) Approved by Dealer release

Allow automatic release

Vehicles affected

E series Engine Body

K50 K51

Production period (from/to) Feedback (all cases relating to
(mm/ddlyy) Comment on production period measure up to) (mm/dd/yy)

/

Complaint

After the seat lock cylinder has been replaced with a repair kit, the lock cylinder does not always stay

securely installed.

Cause
The rear locking tab (arrow in attached photo) of the lock cylinder can fall out due to the absence of an

opposing stop in the seat pan.

Measure
Only coded lock cylinders (p/n 51 25 7 681 200) are suitable for use with the seat. The coded lock

cylinders have a securing pin so the locking tabs cannot fall out.

Complaint
Fault location Fault type Fault place

52/53 Seat bench lock carrier Missing, missing part

Cause
# Fault location Fault type Fault place
1 52/53 Seat bench Part connection: Loose

Repair Task Special Clearance Area



Other tasks No Body and Trim

# Fault location Fault type Fault place
3
2 52/53 Seat bench Part connection: Disconnect
Repair Task Special Clearance Area
No Body and Trim
Fault code

Progman / DIS / ISTA / ISTA/P

System State Version
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