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US 16230860-04
Status date (mm/dd/yy)
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Subject

ABS 2 brake fluid change

Status

Accepted
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Dealer release

Allow automatic release

Vehicles affected

E series
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/

Engine

Comment on production period

Body
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measure up to) (mm/dd/yy)

Complaint

The ABS 2 hydraulic unit malfunctions after a brake fluid change.

Cause

During the brake fluid change, it is possible that small particles (gaiter wear, etc.) were

washed into

the hydraulic unit and subsequently caused an internal fault.

Measure

During a brake fluid change as part of routine maintenance, it is not necessary to bleed

the system

through the breather on the hydraulic unit. If possible, avoid changing the brake fluid

through

this breather.

If the fault has already occurred, you will be prompted, among other things, to carry out an

FMW / ELG test as part of your interactive diagnostics. Please make sure that you refer to PUMA

measure 16227813.



Complaint

Fault location Fault type Fault place
' 34/51 ABS 2 modulator Malfunction, failure
’ Antilock Brake System Warning / display active
’ 34/51 hydraulic Failure
components (ABS,ASC)
Cause
# Fault location Fault type Fault place
' 1 34/51 ABS 2 modulator ~ Seized / locked
Repair Task Special Clearance Area
Other tasks No Chassis and Suspension
Fault code

Progman / DIS / ISTA / ISTA/P

System State

Version
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