Measure no. Subject

US 30923908-04 2nd generation I-ABS pump motor defective (5DFO0
/ 5DF1)

Status date (mm/dd/yy) Status Organization

7/29/14 Accepted us, MOT

Date created (mm/dd/yy) Created by PQM Problem reference

7/29/14 Hans-Guenter Peters

Release date (mm/dd/yy) Approved by Dealer release

Allow automatic release

Vehicles affected

E series Engine Body
K25 K25/02 K25/11 K25/12

K25/31

K25/32 K26 K26/02 K26/11 K27

K28 K40 K40/11 K43 K43/11

K43/HV K44 K44/31

Production period (from/to) Feedback (all cases relating to
(mm/ddlyy) Comment on production period measure up to) (mm/dd/yy)

/

Complaint

ABS warning lamp permanently lit.
The ABS system is not working. The brakes function like brakes without ABS and integral
function. In the fault code memory of the BMW Motorrad 2nd generation Integral ABS, the

faults 5DF0 and 5DF1 are stored as currently present.

Cause

Due to a material defect, the carbon brushes of the pump motor may begin to crumble and
swell. Particularly in warm and damp weather the result may be jamming of the carbon
brushes in the brush shaft. This causes the pump motor to fail. This deactivates the ABS

system.

Measure

ABS modulators with modified carbon brushes were introduced into series production on
03/02/2010. Spare parts are equipped with the modified carbon brushes as of 02/26/2010
(production date of ABS modulator).

If any damage has occurred, create a PUMA case (for information) and replace the affected
ABS part. Before fitting the new spare part, check the version of the ABS modulator. The
production day can be found on the part label on the motor housing of the ABS modulator.
The modulator should only be fitted if it is not older than day 057 of the year 2010 - that is,
the number is larger or equal to 057 (see attachment). Date in attachment 26.02.2010 is

Day.Month.Year.



Older modulators can be sent back via parts claims.

NOTE:

There is no safety risk, because when the fault occurs, a regulated intervention by ABS

once started will

be completed and the braking system will then be available as a normal brake without

ABS and integral

function. The fault is shown to the driver through a warning lamp in the instrument cluster.

Complaint
Fault location Fault type Fault place
)
34/51 ABS 2 modulator Malfunction, failure
[
62/11 ABS indicator light Warning / display active
3
34/51 hydraulic Failure
components (ABS,ASC)
Cause
# Fault location Fault type Fault place
)
1 34/51 ABS 2 modulator  Failure
Repair Task Special Clearance Area
Replace No Chassis and Suspension
Fault code
5DFO0 5DF1
Progman / DIS/ ISTA / ISTA/P
System State Version
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* Marked digits *“2016" are representing
the date of production
(digits 13 — 16 counted from left side)

= 2016 means
201 —> day of the year

6 —2>year

0.0214-5003.4 « 0570 means 26.02.2010
I 1 ;" =new Carbone brushes
1
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