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Service Operations / POM

All Service Managers, Aftersales Managers, Parts Managers and Service
Technicians of Rolls-Royce Motor Cars Dealers

1. Situation

All Ghost and Wraith models produced from May 2014 have new engine under tray and engine bay trim
parts. These new parts can reduce engine bay temperatures associated with certain arduous driving cycles.
This enhancement is designed to further improve airflow management.

These enhancement parts are now released as a retrofit package for certain vehicles produced prior to May
2014 in markets where these driving conditions can be experienced. Dealers should check for vehicles
which are subject to the enhancement package using ISPA or S-Gate.

2. Procedure

Please click here for complete repair instructions.

3. Parts Information

Kit Part No = 51 75 2 364 790 (the list of parts included are detailed in the repair instructions)

The first delivery of launch stock of quantities agreed with your Regional Aftersales Managers
will be automatically distributed to you.

Additional stocks should be ordered as follows:

e Replenishment stock is to be ordered in multiples of 5 kits

e Send e-mail to campaign.parts@rolls-roycemotorcars.com stating your dealer number and
qty required

e RR will then place order on your behalf and get it dispatched from a dedicated facility
which is different to the standard warehouse operation.

e DO NOT order the kit or individual parts via the standard process through EPC. Stocks are
held in a separate location.
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4. Warranty Information
Claims are subject to current warranty terms.
Defect Code 00 51 47 03 00
Labour Code Description Labour
0062168 Fitment Air Flow Enhancement Package 38 FRU
Part Number Description Maximum Quantity
07 52 0396415 Engine Coolant 30 DL
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Retrofit Instructions





Parts List

Part Number Description Kit Quantity
6 786 689 Torx screw - self-tapping 1
6 870 860 Bracket - expansion hose 1
7185 027 Under floor Coating Centre 1
7201177 Wheel-arch panel - front section, fr. left 1
7201178 Wheel-arch panel - front section, fr. right 1
7201 181 Covering tank - left 1
7201182 Covering tank - right 1
7 395428 Cover, spring strut dome - front 2
7 395 497 Heat shield - left 1
7 395 498 Heat shield - right 1
7 397 951 Bulkhead - front inner left 1
7397 952 Bulkhead - front inner right 1
7401 701 Bulkhead - front outer left 1
7401 702 Bulkhead - front outer right 1
7 408 140 Under bonnet screen 1
7 555 542 Coolant hose - retumn 1
7599 703 Hose clamp 1
7 807 844 Hose clamp 1
9 126 886 Hex Bolt 4
9 160 466 Securing Bolt 2
9 905 949 Self-locking hex nut 1






Replace both fuel tank covers

Release all screws (3).
Slacken nut (2).
Feed out fuel tank cover (1).

Note;
The old fuel tank covers are no longer required. Install

new fuel tank covers.

Left side: 7 201 181
Right Side: 7 201 182

RX51 1274

Unfasten screws (2).
Remove underbody protection (1) towards bottom rear.

Note:
The old underbody protection is no longer required.

Undo all screws (2) along the marking. Remove
underbody protection (1).

Note:
The old underbody protection is no longer required.

Installation note:
Install new underbody protection.

Part Number: 7 185 027

AX511269 | Make sure underbody protection (1) is correctly seated.






' RR51 00269

Remove both front wheels, see ISTA document 36 10 300.

Note:
The spring strut and add-on parts were removed for
better illustration.

Release expanding rivets (2).

Disconnect the air duct of the spring strut (1) from the
distribution channel (3).

Carefully cut the channel (3) on line (4) with sidecutters and
remove.

Follow the procedure on the right side.

Note;
The channels (1) are no longer required.

Install cover behind front strut on both sides. Cover

locates in cutout in body.

Part Number: 7 395 428

Unclip coolant hoses (1) at marked points.

Release screws (2) from the air duct of the trailing link rubber
mounts (3).

Feed the air duct of the trailing link rubber mount (3) out of
the distribution channel (4).

Note:
Parts (3 and 4) are no longer required.





Remove both front wheel arch covers:

Note:
For a better view, all components that are not required have
been omitted.

Prior to removing, pay attention to the exact installation
position with respect to the adjoining components.

Remove air duct for brake ventilation.

Lever out the expanding rivet (4). Release screws (Tand 2).

Remove wheel arch cover (3).

/I\ Warning!

z Risk of scalding!
Only carry out repair work on the cooling
system after the engine has cooled down!

Unlock and detach coolant hose (1) from left radiator.

Pull off seal (3) in the area of the cover (1).
Undo the front expanding rivet (2) of the cover (1).

Installation note:
Fit the seal (3) correctly.

Undo the rear expanding rivet (2) of the cover (1).

Remove cover (1).






Note:
Picture shows left suspension cross brace, only the
right suspension cross brace must be removed.

Release screws (1 and 2) and remove suspension cross-
brace (3).

Tightening Torque:
M10x47 30 Nm
M8x75  20.5 Nm

Installation note:
Make sure suspension cross-brace (3) is in correct installation
position.

Picture describes the left side, only the right intake duct must
be removed.

Release screw (1).

Press in the latch mechanisms on the left and right sides of
the intake duct.

Feed out intake duct (2) towards top.

Unlock and detach coolant hose (1) from radiator.

Caution!
Ensure that excessive force is not used when Unlocking or
removing coolant hose.

Move coolant hose (1) to the side.
Unlock and detach coolant hose (2) from radiator.

Remove coolant hose (2) and install the new coolant hose.

Part Number: 7 555 542

Attach coolant hose (1).

Make sure both coolant hoses are properly attached. Coolant

hoses must audibly engage.





Remove bracket (1) and install new bracket.

Use new fixings supplied.

Part Number: 7 870 860

Install clip (1) on bracket

Part Number: 7 807 844

Remove cable ties (1). Cut
foam (2) on line (3).

/I\ Caution must be applied when using a sharp cutting
. tool.

After cutting, the foam should look as the illustration
shows.






RR51 00265

Install additional clip (1).

Part number: 7 599 703

Install hose (2) on clip (1 and 3).

Hose (2) has two marks for the position on clip (1), make
sure hose (2) is installed at the right position.

Make sure the hose (1) does not touch foam (2) in area (A).

If hose (1) touches the foam (2) in area (A), cut out more of
the foam.

Attach coolant hose (1).
Make sure hose (2) does not touch heater (3). Coolant
hose (1) must audibly engage.

Left hand side:

Install cooler air guide (1 and 2) on left cooler.

Part Numbers
Cooler air guide (1): 7 401 701
Cooler air guide (2): 7 397 951

Note:
Incorrect installation can cause the wheel arch liner to touch
the tyre.





~ RR51 00266

RR51 00267

Right hand side:
Install cooler air guide (1 and 2) on right cooler.

Part Numbers
Cooler air guide (1): 7 401 702
Cooler air guide (2): 7 397 952

Note:
Incorrect installation can cause the wheel arch liner to touch
the tyre.

Install both front wheel arch covers:

Installation note:
The old front wheel arch covers are no longer required.

Install new front wheel arch covers.

Part Numbers

Left side: 7 201 177
Right side: 7 201 178

Replace faulty expanding rivet (4).
Make sure wheel arch cover (3) and air duct for brake
ventilation are correctly seated.

Install the expanding rivet (4). Tighten
screws (1 and 2).

Remove clip (1) from heat shield bracket (2). Clip

no longer required.

Part Numbers

Left side: 7 395 497
Right Side: 7 395 498





Install heat shield bracket (1) and tighten screw (2).

Part number of fixing screws: 9 160 466
Tightening torque 8 Nm.
Follow the procedure on the left side.

Note:
Heat shield bracket will not be fully secured until
underbody protection is fitted.

Install new underbody protection.

Part number: 7 408 140

Tighten screws
Tighten additional screws (7).

The additional screws (1) locate in the fixing on heat shield
bracket (see picture RR51 00268).

Refit right side intake duct, suspension cross-brace and cover
that were removed in previous steps.

Venting and filling cooling system with vacuum filling unit.
See ISTA document 17 00 039. See page 1 for the full list
of parts.

Important!

Lifetime coolant filling:
Never reuse used coolant!

When replacing and removing components which rely on the
corrosion protection effect of the coolant, it is essential to
change the coolant. The cooling system must therefore be
drained and refilled.

In the case of other removal work involving the draining of
part quantities of coolant, replace these quantities which have

been drained with new coolant.






