Measure no. Subject

US 12131814-02 Failure of the horn sequence - official-use vehicles
Status date (mm/dd/yy) Status Organization

9/25/14 Accepted uUs, MOT

Date created (mm/dd/yy) Created by PQM Problem reference
9/25/14 Martin Bumba

Release date (mm/dd/yy) Approved by Dealer release

Allow automatic release

Vehicles affected

E series Engine Body

K26 2-ZYL

Production period (from/to) Feedback (all cases relating to
(mm/ddlyy) Comment on production period measure up to) (mm/dd/yy)

/

Complaint

Failure of the horn

Cause

If the switch (S9088) for the horn is NOT in "centre position"

- while the battery is being disconnected,
- while the fuse (F3) for the pressure-chamber speakers is being fitted or

- while the connector (X9126) is being connected to the left-side pressure-chamber speaker

the horn control unit (= left-side pressure-chamber speaker) enters programming mode

and is therefore no longer ready for operation.

Consequence:

Neither loudspeaker working.

Measure
Set the switch (S9088) to centre position, connect the connector (X9126), fit functional fuse F3

and disconnect and reconnect the battery.

CAUTION:



Replacing the left-side pressure-chamber speaker (control unit) does not provide a solution in this case

Complaint
Fault location Fault type Fault place
65/13 Pressure-chamber  Failure

speaker sound signal,

authorities
Cause
# Fault location Fault type Fault place

1 61/31 High-low audible

warning signal switch,

authorities

Repair Task Special Clearance Area

Other tasks No Electrics/Electronics
Fault code

Progman / DIS / ISTA / ISTA/P

System State Version
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