NV INFINITI. ~ SERVICE BULLETIN

COPYRIGHT® NISSAN NORTH AMERICA, INC.

Classification: Reference: Date:
AT14-010 TB14-032 July 18, 2014
2014 QX80;

LOCK-UP TORQUE CONVERTER DISENGAGES WITH LIGHT ACCELERATION

APPLIED VEHICLES 2014 QX80 (262)

IF YOU CONFIRM:

The Lock-up torque converter disengages causing an unexpected engine rpm increase (about 500 to 600 RPM)
while driving at moderate speeds and light acceleration.

ACTION

1. Referto step 6 in the SERVICE PROCEDURE to confirm this bulletin applies to the vehicle you are
working on.

2. If this bulletin applies, reprogram the TCM.

IMPORTANT: The purpose of ACTION (above) is to give you a quick idea of the work you will be performing.
You MUST closely follow the entire SERVICE PROCEDURE as it contains information that is essential to
successfully completing this repair.

Infiniti Bulletins are intended for use by qualified technicians, not 'do-it-yourselfers'. Qualified technicians are properly trained
individuals who have the equipment, tools, safety instruction, and know-how to do a job properly and safely. NOTE: If you believe
that a described condition may apply to a particular vehicle, DO NOT assume that it does. See your Infiniti dealer to determine if this
applies to your vehicle.
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SERVICE PROCEDURE

NOTE:

e Most instructions for reprogramming with CONSULT-III plus (C-IIl plus) are displayed on the CONSULT
PC screen.

e If you are not familiar with the reprogramming procedure, This will link you to the
"CONSULT- Il plus (C-llI plus) Reprogramming” general procedure.

CAUTION:

e Connect the GR8 to the vehicle battery and set to power supply mode.
If the vehicle battery voltage drops below 12.0V or rises above 15.5V during reprogramming, the
TCM may be damaged.

e Be sure to turn OFF all vehicle electrical loads.
If a vehicle electrical load remains ON, the TCM may be damaged.

e Be sure to connect the AC Adapter.
If the CONSULT PC battery voltage drops during reprogramming, the process will be interrupted
and the TCM may be damaged.

e Turn off all external Bluetooth® devices (e.g., cell phones, printers, etc.) within range of the
CONSULT PC and the VI. If Bluetooth® signal waves are within range of the CONSULT PC
during reprogramming, reprogramming may be interrupted and the TCM may be damaged.

29 ITB14-032



1. Connect the CONSULT PC to the vehicle to begin the reprogramming procedure.

2. Start CONSULT-III (C-IlI) plus.

3. Wait for the plus VI to be recognized.

e The serial number will display when the plus VI is recognized.

4. Select Re/programming, Configuration.

Vehicle : - Country: U.S.A.

Connection Status Diagnosis Menu

Serial No. Status

. =)
Viis Vi | | 2300727 )
recognized Normal Mode/Wireless
connection
w [ Q
N i - - - Step
o connection (‘5,0 Re/programming, Configuration HT

.
2 4 Immobilizer

Diaghosis (One System)

Diagnosis (All Systems)

%@ Select VI/MI

Application Setting

— .
. Sub mode m(’j |Language Setting @Q Maintenance

Figure 1

5. Follow the on-screen instructions and navigate the C-llI plus to the screen shown in Figure 2 on the next
page.
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6. When you get to the screen shown in Figure 2, confirm this bulletin applies as follows.

A. Find the TCM Part Number and write it on the repair order.

NOTE: This is the current TCM Part Number (P/N).

Vehicle . Country : US.A.

& ) 7
ac ome: Help .
apture Mode
Re/programming, . b
@G Configuration Operation Selection Save ECU Data s

Save ECU Data

Touch "Save" to save operation log and the current part number as listed below to CONSULT. ﬁ_‘_.* o
Operation log helps to restart next operation by selecting suitable operation log. Operation log is erased 'V ﬂ
after operation has completely finished. @ %
|\
File Label XK RN XA
Operation REPROGRAMMING
6A: Current TCM P/N
System TRANSMISSION
Part Number \A 31039 -
Vehicle KRR AL ARHIHRR,
VIN RN
Date 1111201% 1:22:16 AM
Save
Figure 2

B. Compare the P/N you wrote down to the numbers in the Current TCM Part Number column in Table
A below.

o |fthere is a match, this reprogramming applies. Continue with the reprogramming procedure.

o If there is not a match, this reprogramming is does not apply. Refer to ASIST for further diagnostic

information.
Table A
Model Model Year Current TCM Part Number Before Reprogramming:
QX80 2WD 2014 31039 - X682E
QX80 4WD 2014 31039 - X683A
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7. Follow the on-screen instructions to navigate C-Ill plus and reprogram the TCM.

NOTE:

IC¥] CONSULT-Ill plus Ver.

Re/programming o Confirm Vehicle L LLLILLLL]
@G CemitfernEie ‘ Precaution Select Program Data Condition > o1

In some cases, more than one new P/N for reprogramming is available.

» Inthis case, the screen in Figure 3 displays.

» Select and use the reprogramming option that does not have the message “Caution! Use ONLY
with ITBXX-XXX".

If you get this screen and it is blank (no reprogramming listed), it means there is no reprogramming
available for this vehicle. Close C-llI plus and refer back to ASIST for further diagnosis.

IMPORTANT: If C-lll plus locks up or freezes at this point or displays “cannot complete
reprogramming, the CONSULT PC is set up with User Rights. Reprogramming can be completed with
Administrator log in”, the TOUGHBOOK settings need to be changed so that Users have full access
rights. See your Dealership’s IT System Administrator for details.

]

sl

Measuremert Recorded
Data

Vehicle :

2}

Help

Country : U.S.A.

X I ”\/\\
mI | | o

Print Screen

> Yil

118V Vi

Select Program Data

Touch and select the reprogiprogramming data listed below.
In case no reprogiprogramming data is listed below, confirm the vehicle selection, VIN and
reproglprogramming data in CONSULT.

(.

System TRANSMISSION
Current Part Number Part Number After Repro/programming Other Information
JOCOOOEX00000( YOOOOCEX0000X( YOOCOCOCOOOC00CO0000X(
JOCOOOEX00000( JOOCOOEX0000O( YOOOOCOCOOO0COCO0000X(

- Next
0i0

Figure 3
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8. When the screen in Figure 4 displays, reprogramming is complete.

NOTE: If the screen in Figure 4 does not display (reprogramming does not complete), refer to the
information on the next page.

Disconnect the battery charger from the vehicle.

10. Select Next.

Vehicle :

Country : U.S.A.

-

oy - B X ¢
Rark Measwremnernt Recngtr:ed 12.8V Vi Mi RS | /

Re/programming,
(é’s Configuration Transfer Data Confirm Result

Confirm Result

Reprogramming or programming is completed.
Touch "Next" to continue operation.

Step

Figure 4

NOTE:

In the next step (page 8), you will make sure the shift indicator in the meter shows the correct shift
position and Erase All DTCs.

These items are required before C-I1l plus will provide the final reprogramming confirmation report.
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TCM recovery:

Do not disconnect plus VI or shut down C-lll plus if reprogramming does not complete.

If reprogramming does not complete and the “!?” icon displays as shown in
Figure 5:

e Check battery voltage ....* - B X —=
(12.0-15.5 V). e ] =¥ ;]
{}3 ""-"11:_“;:;:1 T -ﬁi‘lﬂ
e Ignition is ON, engine OFF. C::f::mmmmwmw o ki e e —
m’-‘&‘;}?&iﬁwm o pragiETng 5
e External Bluetooth® devices are
OFF. — =
Raprogiredmining -
. :‘ﬁ:“:;r_::‘ [T |
e All electrical loads are OFF. v ==
NIk SASETR 0L 00000
e Select retry and follow the on T S
screen instructions. e ' S — [
B Code
e “Retry” may not go through on first  [comment Frink |
attempt and can be selected more
than once. Figure 5

If reprogramming does not complete and the “X” icon displays as shown in
Figure 6:

e Check battery voltage ' ' :
(12.0- 155 V). 2l sl =] 2] erx= 3

o e Tl | o Pt | e

e CONSULT A/C adapter is plugged ok Res

Regragarmming & fol o ompkiled poopery D
In <Prrt £his screen as needed. Soafirm COMEULT wersien, K54 Fower vasich position, shit posion ard cic Qi
W e ced Les,
-Bastar CONSLULT with dsconrecing Wi enese, and stari tha mprogramming again é\
e Ignition is ON, engine OFF. )
:i;:;::s::;rv AN
e Transmission is in Park. it Lkt
Waliele n as-ma
e AllC-lll plus / VI cables are securely ™" ok
connected. ot . nEEmen
o All C-lll plus updates are installed. e Pt
e Select Home, and restart the Figure 6

reprogram procedure from the
beginning.
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11. Follow the on-screen instructions to:

e Make sure the shift indicator in the meter shows the correct shift position, and
e Erase All DTCs.

12. When the entire reprogramming process is complete, the screen in Figure 7 will display.

13. Verify the before and after part numbers are different.

14. Print a copy of this screen (Figure 7) and attach it to the repair order for warranty documentation.

15. Select Confirm.

&

Back

Fs "

IC¥| CONSULTHII plus Ver

e/programming,
Configuration

Print Screen

4

Erase AlIDTCs

Vehicle :

2}

Help

143V

vi Mi

Country: U.S.A.

> B X B

Print Result/
Operation Complete

Print Result | Operation Complete

All tasks are completed. Confirm LAN access, touch "Print" to print out this page.
In case CONSULT can NOT immediately access to LAN or printer, Screen Capture function is available for
temporally storage of this page. Touch "Screen Capture", and save it. Screen capture data is in "Clll plus

Data Folder" on desk top, and open the folder named "Screenimages”.

Part number after
Reproglprogramming

Part number before
Reproglprogramming

ﬁ Step » 31039-_

13
«__» 31039-

Vehicle SO0

VIN OO X XXX

System TRANSMISSION Step BT

14
Date 11/31201X 2:10:21 AM
Confirm
111
Figure 7
16. Close C-Ill plus.

17. Turn the ignition OFF.

18. Disconnect the plus VI from the vehicle.

19. Make sure the vehicle operates correctly and the MIL is OFF.
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CLAIMS INFORMATION

Submit a Primary Part (PP) type line claim using the following claims coding.

DESCRIPTION

PFP

OP CODE

SYM

DIA

FRT

Reprogram TCM

(1)

JE99AA

HD

32

(2)

(1) Refer to the electronic parts catalog (FAST or equivalent) and use the transmission valve body (31705-

XXXXX) part number as the PFP.
(2) Reference the current Nissan Warranty Flat Rate Manual and use the indicated FRT.
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