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SUBJECT:

ELECTRIC POWER STEERING MOTOR SERVICE
PROCEDURES − SERVICE MANUAL REVISION

No: TSB−14−37−003

DATE: June, 2014

MODEL: 2011−14 Outlander
Sport/RVR

CIRCULATE TO: [  ] GENERAL MANAGER [ X ] PARTS MANAGER [ X ] TECHNICIAN

[ X ] SERVICE ADVISOR [ X ] SERVICE MANAGER [ X ] WARRANTY PROCESSOR [  ] SALES MANAGER

PURPOSE
This TSB updates the service procedures for the electric power steering (EPS) motor including adding
a procedure for EPS motor replacement.

AFFECTED VEHICLES
2011−14 Outlander Sport/RVR

AFFECTED SERVICE MANUALS
2011 −2014 Outlander Sport/RVR service manual, Group 37 − Electric Power Steering (EPS)

� Sealant
� Power Steering Diagnosis −> Diagnostic Trouble Code Procedures

Code No. C1530 − Motor FET driver
Code No. C1531 − Motor current too low
Code No. C1532 − Motor output current too large
Code No. C1533 − Motor terminal initial voltage
Code No. C1534 − Motor terminal monitor voltage
Code No. C1535 − Motor output current
Code No. C1536 − Motor terminal voltage abnormality (high voltage)

� Steering Column Shaft Assembly −> Disassembly and Assembly

� Steering Column Shaft Assembly −> Inspection
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Please make the indicated addition to the 2011 −2014 Outlander Sport/RVR service manual, Group 37
− Electric Power Steering (EPS) −> Sealant
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Please make the indicated changes to the 2011 −2014 Outlander Sport/RVR service manual, Group 37
− Electric Power Steering (EPS) −> 

Power Steering Diagnosis −> Diagnostic Trouble Code Procedures:
Code No. C1530 − Motor FET driver, Code No. C1531 − Motor current too low, Code No. C1532
− Motor output current too large, Code No. C1533 − Motor terminal initial voltage, Code No. C1534
− Motor terminal monitor voltage, Code No. C1535 − Motor output current
Code No. C1536 − Motor terminal voltage abnormality (high voltage)
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Please make the additions indicated on pages 4−6 to the 2011 −2014 Outlander Sport/RVR service
manual, Group 37 − Electric Power Steering (EPS) −> Steering Column Shaft Assembly −> Disassembly
and Assembly 
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Please make the indicated changes  to the 2011 −2014 Outlander Sport/RVR service manual, Group 37
− Electric Power Steering (EPS) −> Steering Column Shaft Assembly −> Disassembly and Assembly 
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Please make the indicated addition  to the 2011 −2014 Outlander Sport/RVR service manual, Group 37
− Electric Power Steering (EPS) −> Steering Column Shaft Assembly −> Inspection




