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Technical Service Bulletin OCTOBER 2014 SONATA (LF) 

CONSOLE SWITCH BUTTON COVER REPLACEMENT 
(SERVICE CAMPAIGN TU5) 

*** Dealer Stock and Retail Vehicles *** 
Dealers must perform this Service Campaign on all affected vehicles prior to customer retail 
delivery and whenever an affected vehicle is in the shop for any maintenance or repair. 

When a vehicle arrives at the Service Department, access Hyundai Motor America's "Warranty 
Vehicle Information" screen via WEBDCS to identify open Campaigns. 

Description: This bulletin provides the procedure to replace the button covers for the "DRIVE MODE" 
and "REAR PARKING ASSIST' or "BLANK" button switches on 2015 Sonata vehicles . If the button 
cover(s) is cracked , do not replace the entire console switch assembly. Instead, follow the repair 
procedure and replace the related part. 

Applicable Vehicles: Certain 2015 Sonata vehicles produced between July 7, 2014 to September 2, 
2014 

Parts Information: 

Part Name Part Number Qty. 

DRIVE+ BLANK Kit 3AW2F-1131 OQQH 

DRIVE+ PAS Kit 3AW2V-1131 OQQH 

Warranty Information: 

Model Op. Code Operation Op. Time 

LFa 40CA07RO Console Knob Replacement (Drive Mode & Blank) 0.3 

LFa 40CA07R1 Console Knob Replacement (Drive Mode & Park Assist) 0.3 

NOTE: Submit Claim on Campaign Claim Entry Screen 

Circulate To: General Manager, Service Manager, Parts Manager, Warranty Manager, Service 
Advisors , Technicians , Body Shop Manager, Fleet Repair 
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SUBJECT: DRIVE MODE SWITCH KNOB (SERVICE CAMPAIGN TU5) 

Service Procedure: 

1. DRIVE MODE button 

2. Locate center of DRIVE MODE button and 
turn screw to a depth of 1 cm (0.4in) as 
shown in the picture to the right. 

Only go 1.0 cm (0.4in) deep. 
Exceeding this depth may result 
in permanent internal damage to 
the switch. 

3. Using a pair of pliers , carefully pull up on the 
screw to remove the button cover. 

Push the new "DRIVE MODE" button cover 
into place. 
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SUBJECT: DRIVE MODE SWITCH KNOB (SERVICE CAMPAIGN TU5) 

4. "BLANK" button. (if equipped). 

5. Locate center of "BLANK" button and turn 
screw to a depth of 1 cm (0.4in) as shown in 
the picture to the right. 

6. Using a pair of pliers , carefully pull up on the 
screw to remove the button cover. 

Push the new "BLANK" button cover into 
place. 
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SUBJECT: DRIVE MODE SWITCH KNOB (SERVICE CAMPAIGN TUS) 

7. "Rear Parking Assist" button . (if equipped) . 

8. Install screw to the right of displayed graphic 
on "Rear Parking Assist" button . Turn screw 
to a depth of 1 cm (0 .4in) as shown in the 
picture to the right. 

Only go 1.0 cm (0.4in) deep. 
Exceeding this depth may result 
in permanent internal damage to 
the switch. 

A CAUTION 1----~ 
DO NOT ALIGN SCREW IN THE 
MIDDLE OF THE REAR 
PARKING ASSIST BUTTON. 
This will cause damage to the 
illumination bar under the 
button. 
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SUBJECT: DRIVE MODE SWITCH KNOB (SERVICE CAMPAIGN TU5) 

9. Using a pair of pliers , carefully pull up on the 
screw to remove the button cover. 

Push the new "Rear Parking Assist" button 
cover into place. 

10. Turn the ignition to the "ON" state . 

Check for proper operation of each button by 
pushing 2-3 times . 

• DRIVE MODE indicator should 
change on the cluster. 

• "Rear Parking Assist" button LED 
should illuminate in "On" mode. (if 
equipped) . 
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