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Release Notes for APX software

[Released Version 03.07.00 |
1/29/2015
List of Features 21/2500 | 73/7500 8100 8500 8600
1 |Repaired 3rd Party Door Switch Logic X X X X X
|[Released Version 03.06.00 |
Never Released in NA EMEA ONLY
[Released Version 03.05.00 |
1/23/2015 Models Affected
List of Features 21/2500 | 73/7500 8100 8500 8600
1 |Repaired EXV Sticking Found in 03.04.01 X
2 |Repaired Battery Drain found in 03.04.00 X X X X X
|[Released Version 03.04.00 |
12/15/2014 Models Affected
List of Features 21/2500 | 73/7500 8100 8500 8600
1 |Added INSPECT MODE See SER 14-028 X X X X X
New alarm for failed display and a BYPASS MODE.
2 |This alarm was introduce to help prevent unexpected X X X X X
start ups
3 |Added probe calibration X X X X X
4 |Enhanced Split screen display X
5 |Added RAT?2 logic X X X X X
Added alarm 04004 when a failed set point change
6 . ) . . X X X X X
occures. Alarm light will stay on until alarm is cleared.
7 |Add 3rd party option to remote switch configuration X X X X X
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Released Version 03.03.00 |
9/18/2014 Models Affected
List of Features 21/2500 | 73/7500 8100 8500 8600
Unit will remain in low speed until suction pressure is
1 : : X
below 63 psig for 1 minute
5 Unit will go to low speed, if running in high speed and X
suction pressure risees above 61 psig for 1 minute
3 Flooded start will increase the number of bump starts X

to 5 if suction pressure is greater than 80 psig

All Vector 8600 MT will now leave the factory with the
remote evaporate configuration set to none. This will
4 |allow the unit to enter service without checking for a X
remote evaportor. This configuration will need to be
set for proper evaporator model at installation
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Released Version 03.01.00 |
7/28/2014 Models Affected

List of Features 21/2500 | 73/7500 8100 8500 8600

1 Must be used with new SVM hardware Part number 12 X X X X X
00703-51 and 12-00703-76
2 |Engine Calibration via key pad X X
3 |Change to Unloader test in Pretrip X X
Unloader will now be energized and de-energized up 3
times before giving a failed unloader alarm

Option installation now available with switch in the OFF
position

DC electrical test in PreTrip changed to average
reading to prevent invalid alarms

New hot key to override remote switches X X X X X

By pressing the two middle soft key the screen will go
directly to the override screen, allowing the operator to
6 |override remote switches (Door Switch). The unit will
remain in the override mode until the switch position
changes. After the switch position changes (close the
door) the unit will revert back to normal operation.

In high ambient (>110F) the minimum SMV setting will
be 6%

When the unit is switched off from the remote panel,
8 [the host will now display " UNIT SHUT DOWN FROM X X X X X
REAR PANEL"

Diesel Max Gen AMPs is now limited to a range of 21
to 23 with 22 being the default

Added configurations for remote panel and additional
COMM modules

Allow "Advance User Mode" to be entered from remote

11 X X X X X
panel

10
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Released Version 02.06.00
2/5/2014 Models Affected
List of Features 21/2500 | 73/7500 8100 8500 8600
Changed Kubota alarms 26104, 26105, 26106, 26109
1 . . X X X X X
and 26110 to only trigger when run relay in on
2 |Added "OPEN or "CLOSED" to discrete alarms X X X X X
Example: SV2 Coil, SV4 Coil PSCON Cail
Added alarms for Power Enable circuit, Glow circuit,
3 |cbcon? circuit and IHTCON2 X X X X X
[Released Version 02.05.00
1/21/2014 Models Affected
List of Features 21/2500 | 73/7500 8100 8500 8600
Changed alarm 05014 from "CHECK STARTER
1 |[SOLENOIDCIRCUIT" to "CHECK STARTER X X X X X
CIRCUIT"
[Released Version 02.04.00
1/20/2014 Models Affected
List of Features 21/2500 | 73/7500 8100 8500 8600
1 |Repaired logic to read all CARRIER USB thumb drive X X X X X
Engine coolant Temperature for S/S shut down X X X X X
If all other conditions for S/S shutdown are meet and
the unit has run for a minimum of 15 minutes, the unit
2 |will shut down regardless of engine coolant
temperature. If engine coolant temperature is >68F
the unit will shut down after minimum run time
complete.
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Released Version 02.03.00 |
12/5/2014 Models Affected
List of Features 21/2500 | 73/7500 8100 8500 8600
1 Changed Vector start sequence for low ambient X X
temperatures

[Released Version 02.02.00 |
11/5/2014 Models Affected

List of Features 21/2500 | 73/7500 8100 8500 8600

1 |Never Released for North America

[Released Version 02.01.00 |
10/21/2014 Models Affected
List of Features 21/2500 | 73/7500 8100 8500 8600
1 [Support for remote panel X X X X X
Change default "MAX DIESEL GEN AMP" to 22 with a
2 X
1.5 offset

[Released Version (1st official release) 02.00.00 |
10/2/2013 Models Affected

List of Features 21/2500 | 73/7500 8100 8500 8600
1 |Added Vector 8100 and 8600 model numbers X

Repaired fuel pump/heat logic

Repaired door switch logic

Added "CARRIER USB ONLY" logic and "UNKNOWN

USB" to message display

Added "ULTRA FREEZE OFFSET" to configuration

Added software revision for all boards in "TECH

MODE" system information

Included AFAX solenoid test in PreTrip test 1 & 2

Added "LIGHT BAR NO ALARM" to configuration

8 [selection for light bar. This selection will bypass the

light bar check in PreTrip.
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