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GENERAL INFORMATION 
 
A new Nexiq USB-Link 2 Interface Box is available in PDC: 
 

• Part number 124032 supersedes part number 125032 
 
 

Features: 
 

• Faster vehicle communication processor and more memory for higher 
performance 

• Automotive-grade USB Connector with latching mechanism 
• 26-pin ISO22900 MVCI-compliant vehicle connector 
• Bluetooth vehicle-to-PC wireless connectivity 
• RP1210A, RP1210B, RP1210C, and J2534 API support 
• Vehicle Network Protocols Supported: 

o CAN / J1939 / ISO15765 – 250K, 500K, 1M b/s w/Auto Baud Detection (3 
Channels) 

o J1708 / J1587 
o J1850VPW (Class 2)/ J1850PWM (SCP) 
o ISO9141 / KWP2000 (ISO14230) K/L line 
o Single-Wire CAN (SWCAN) 

• Includes: USB-Link 2 interface box, 15’ USB cable, 6-pin/9-pin vehicle Y-adapter 
 

 
ORDERING INSTRUCTIONS 
 

• The Nexiq USB-Link 2 Interface Box can be ordered from Canton PDC using part 
number DDE 124032.  

 
CONTACT INFORMATION 
 
Please contact the Detroit® Customer Support Center at 1-800-445-1980 or email 
csc@daimler.com if you have any questions. 

TO: Service Locations 

FROM: Service Systems Development 

SUBJECT: Nexiq USB-Link 2 Available Through PDC 


