Measure no.

US 62080609-02
Status date (mm/dd/yy)
8/26/15

Date created (mm/dd/yy)
8/26/15

Release date (mm/dd/yy)

Subject

Exhaust system with traces of corrosion

Status Organization
Accepted us, MOT
Created by PQM Problem reference

Carsten Gruetzmacher
Approved by Dealer release

Allow automatic release

Vehicles affected

E series

247 247/81 247/85 247/85RT
247/91

247/M 247E 24TE/87 247E/88
247E/91

248 259 259/E 259/RS 259/RT
259C 259C/02 259C/03 259E
259R

259S C1 E169 E169/MU E169/S
K14 K14/02 K15 K16 K17

K18 K19 K21 K25 K25/02
K25/03 K25/11 K25/12 K25/31
K25/32

K25/HP K26 K26/02 K26/11 K27
K27/11 K28 K29 K29/HP K30
K40 K40/11 K41 K42 K43
K43/11 K43/HV K44 K44/31 K46
K46/11 K46/12 K47 K48 K49
K50 K51 K52 K53 K54

K569 K589 K589/03 K589/96
K589/96RS

K589/RS K589/VV K70/11 K71
K71/11

K72 K72/11 K73/02 K73/03 K75

Engine Body



R13 R13/31 R13/40 R21 R22

R259 R28

Production period (from/to) Feedback (all cases relating to
(mm/ddlyy) Comment on production period measure up to) (mm/dd/yy)

/

Complaint

Spots or "corrosion" can be found on an uncoated exhaust system made out of stainless

steel, regardless of the surface finish (polished, brushed, sand blasted).

Cause

Attempts made to clean the surfaces using unsuitable cleaning agents

Measure
Use of a suitable metal polish (#1000- Autosol Metal Polish) can be used to clean and

polish the exhaust systems.

Care or cleaning is the job of the customer - exchanging the exhaust under warranty is not

possible!

Complaint
Fault location Fault type Fault place
18/51 End silencer Corrosion

11/62 Exhaust manifold Corrosion

Cause
# Fault location Fault type Fault place
1 31571 Not encodable
with stand. fault coding
Repair Task Special Clearance Area

No Powertrain

Fault code
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