SERVICE MANUAL
INFORMATION

Subject: CORRECTION OF WORKSHOP MANUAL FOR 300 SERIES

Addition of Notice to Brake Master Cylinder Installation Procedure

RELEVANT MODEL: 300 Series

The following is to inform you of the above caption. This service data should be attached to the
relevant pages of the workshop manuals for maintenance and to use for servicing.

OVERVIEW:
Addition of notice to brake master cylinder installation procedure.

RELEVANT MANUALS:

Manual No. Chapter Page

S1-LXZEO3B | BRAKE BR-14
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SERVICE MANUAL

INFORMATION

BR-14 BRAKE — BRAKE MASTER LESS RESERVOIR TANK CYLINDER SUB-ASSY

17. ADJUST BRAKE BOOSTER PUSH ROD
(@) When the standard is not met, depress the brake

pedal and adjust the length of the push rod with the
booster push rod in extended condition.
NOTICE:
Perform adjustment when no negative pressure
is applied to the booster. (Depress the brake
pedal several times with the engine stopped to
get rid of the negative pressure of the booster.)

18. INSTALL ERAKE MASTER LESS RESERVOIR TANK
CYLINDER SUB-ASSY

2 (a) Install the seal, which has been removed from the
brake booster, to the master cylinder.
NOTICE:
+ If the master cylinder is installed with the seal
=y on the booster, the seal might come off. To
prevent this, attach the seal should be
attached onto the master cylinder first, and
st then install the master cylinder to the booster
ADD finally.

+ Before putting the seal into place, be sure to
apply silicone grease sufficiently.

Apply silicone grease here If grease is not applied at all or the amount of

grease to be applied is not enough, the piston

cannot slide smoothly, resulting in the seal

being worn, damaged, or in the leakage of the

negative pressure.

i
m —

(b) Install the master cylinder, which is equipped with
\\ the brake master cylinder support. with the 4 nuts.

Torque: 12.5 N"m (130 kgf cm, 9 ft.*Ibf)
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