ASTON MARTIN CLIENT SERVICES

ASTON MARTIN

SERVICE ACTION

Reference number: | SA-18-0265 Issued: 22 July 2016
Subject: Boot Fuse Box Fuse Replacement
Model(s): Rapide, Rapide S, Taraf 16MY
VIN range: Refer to the separately published Vehicle Identification Number (VIN) list
Applicable to: All Dealers
Distribute to: After Sales Manager Warranty
Service Manager Technician(s)
Sales Manager Parts

Reason for this Service Action

A quantity of Rapide, Rapide S and Lagonda Taraf vehicles have been released from the factory with fuses of an incorrect
rating installed at two locations in the boot fuse box. Please refer to the separately published list of VINs and do the
Workshop Procedure that follows to all of the vehicles in the list to replace the fuses with items of the correct rating.

Workshop Procedure

1. Open the boot lid.

2. Remove the right rear carpet from the side of the boot (refer to Workshop Manual procedure 01.05.FP).

3. Use a fuse removal tool to remove the 25A fuse from
fuse location number 16 (item 1, Figure 1). Replace
the fuse with a fuse of 5A rating.

SA-18-0265-01

Figure 1

4. Use a fuse removal tool to remove the 30A fuse from fuse location number 18 (item 2, Figure 1). Replace the
fuse with a fuse of 5A rating.

5. Install the right rear carpet.

6. Close the boot lid.
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SERVICE ACTION SA-18-0265
Part Data

Description Part Number Quantity

Fuse Midi 5A 37-23422 2

Warranty Data

Procedure and Labour Time

Description

Labour Time

Replace two Boot Fuse Box Fuses

0.1 hours

If you have any questions related to this Service Action, please contact: Aston Martin Technical Services

on: +44 (0) 1926 644720, email: askamtech@astonmartin.com,
or contact your After Sales Manager.

The English version of this Service Action is written in
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Simplified Technical English to ASD-STE100™.
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