Service Information Bl

Diagnostic Device Hardware & Windows® Number: VHW-16-15

Subject: VAS 6154 Diagnostic Interface — WLAN Performance Date: Dec. 16, 2016
Optimizations

Supersedes VHW-16-12 due to complete revision with additional information and updated title.
1.0 - Introduction

The performance of a VAS 6154 on the dealership’s wireless network (WLAN) depends on many
variables. These include different WLAN types, speeds, security features etc., and operation in a wide
range of dealership environments, e.g.: building materials, workshop layout and electrical construction.

If a VAS 6154 fails to connect intermittently, is slow to connect or consistently loses connections, various
optimizations can be applied to improve its performance on the WLAN. Carefully review all section
topics that follow, then check & determine applicability.

ATTENTION:

e The following optimizations are best performed by personnel with specific working
knowledge of the dealership WLAN, and are familiar with VAS 6154 components, its
initial setup and use.

e Personnel who do not have specific working knowledge of the dealership WLAN or do
not understand the following information should ask a qualified person for assistance.

e This information may be revised at any time. Always check ServiceNet for the latest
version.

2.0 — Optimizations

Prerequisites:
[ ] Dealership wireless network type is known: DHCP or Static IP — dual-band or single band.
[ ] Diagnostic laptop or tablet device with Windows® 7

[ ] Diagnostic device plugged in to power adapter and booted to Windows desktop

[ ] Initial VAS 6154 set up performed per the Initial Setup Guide document (posted on ServiceNet)
[ ] WLAN Module plugged-in to VAS 6154 diagnostic interface

[ ] VAS 6154 docking station and USB-Y cable on hand

2.1 — Windows WLAN Power Management

Windows may automatically turn off WLAN functions when no network traffic is recorded by the diagnostic
device after 20 minutes. This feature can be disabled as follows:

(cont.)
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1. From the Windows desktop, go to: Start > Control Panel > Device Manager

2. Expand the Network adapters category, and then double-click the applicable wireless adapter:
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3. Select the Power Management tab:

4. Uncheck the Allow the computer to turn off this device to save power function, select OK, and
then Close all open windows:

—
Intel(R) Dual Band Wireless-AC 7265 #2 PmE’ .. X i
| General | Advanced | Driver | Details I F{esourcesl Power Management l

E. Irtel{R) Dual Band Wircless-AC 7265 #2
=

[ Mllow the computer to tum off this device to save power l

Allow this device to wake the computer

Only allow & magic packet to wake the computer

Waming: If this is a laptop computer and you run it using battery power,
allowing the network adapter to wale the computer could drain the battery
more quickly. It might also cause the laptop to become very hot if it wakes
up while packed in a camying case.
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2.2 - VAS 6154 Power Management

VAS 6154 power management functions can be disabled from its Web Interface as follows:

1. Connect single end of USB-Y cable to base station and double end to available USB ports on
diagnostic device, and then plug in the VAS 6154 with connected WLAN module into the base station:

2. From the Windows desktop, open Internet Explorer and manually enter the following IP address in
the browser’s address bar:

http://192.168.1.69 (optional: http://ivas6154-dock):

3. Select the Power Management main category:

GEMNERAL SOFTWARE CONNECTIVITY POWER MANAGEMENT DOCKING STATION ADMINISTRATION

System information System information

Metwork parameters Summary of the general system information

Identification data
Software version information System information

Firmware versicn: 5.1r00-8082-550 System time: 21:39:40 - 8.11.2015
Bootloader version: 2012.10-1.16_5543 System running since: 4 min
WLAN infrastructure driver version: 2.6.1.1_IME2 Fres main memory: 85% (+7%)
WLAN access point driver version: 2.3.0.0_IME1 Fres mass storage: 93% (+596%)

20912005 ACTIA I+ME GmiH

4. Deactivate the Power-saving mode and Automatic shutdown functions as illustrated (select No),
and then select Accept:

Power-saving mode

Activate power-saving mode O Yes

Activation after Minutes

Automatic shutdown

Activate automatic shutdown

Shut down after

Buzzer

Activate buzzer ® Yes O No
Activation time after diagnosis is completed Minutes

e | reser
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2.3 — Change Communication Frequency

The frequency band at which the VAS 6154 communicates can be optimized for the dealership wireless
network and its operating environment, e.g.: physical barriers like walls and ceilings, above or below grade
and potential for electrical interference. Be aware of the following pros-and-cons and decide accordingly:

o A dedicated 2.4GHz connection has better range and barrier capabilities than a 5.0GHz
connection, but tends to be slower, less stable and more prone to microwave and other
electrical interference.

¢ A dedicated 5.0GHz connection tends to be faster, more stable and less prone to electrical
interference compared to a 2.4GHz connection, but has poorer range and, in some cases,
worsened barrier capabilities.

If a VAS 6154 exhibits frequent connectivity issues at the default 2.4GHz setting, i.e.: does not connect
sometimes or disconnects, and the technician users proximity to the wireless access point is
relatively close, we suggest switching to the 5.0GHz frequency band, OR select to automatically toggle
between the two (dual-band network only).

Prerequisite:

[ ] VAS 6154 connected to base station with active web Interface session (Ref. Section 2.1).

1. Select the Connectivity main category and WLAN Infrastructure subcategory:

2. Scroll down and select the 5GHz frequency band, OR toggle 2.4GHz / 5GHz (if supported), and then
select Accept:

GEMNERAL SOFTWARE ANALYSIS CONNECTIVITY POWER MANAGEMENT _ DOCKING STATION ADMINISTRATION |

WLAN access point

WLAN infrastructure settings
WLAN infrastructure

USB SSID WLANAH-MO-GA1 |
LAN 0 ;
Available radio networks
Scan
Frequency band () 2.4GHz | 5GHz O 2.4GHz
Encryption ® WPA2 (CCMP+TKIP/PSK)
Key (only for CCMP+TKIP/PSK) sssssnssnee | [ Display
Encryption ) WPA2 (EAP-TLS/Radius)
Certificate installed ( Valid until: )
Certificate authority
: password | |
Upload certificate B Bromse.

[ || ese
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2.4 — Assign Static IP Address to VAS 6154

When starting GFF in WLAN Infrastructure mode, quicker network connections to the VAS 6154 may be
obtained when it is assigned and operates exclusively with a static IP address, and a “network host
name” is added to the interface software.

A static IP and its related addresses must be assigned by the dealership Systems Administrator or
IT Professional responsible for the dealership network.

ATTENTION:
The assignment of a static IP address, subnet mask and gateway information MUST be

coordinated with, and recorded by personnel qualified to do so as mentioned above. These
addresses cannot be randomly created and applied.

When all required addresses are known, proceed as follows:

Prerequisite:
[ ] VAS 6154 connected to base station with active web Interface session (Ref. Section 2.1).

1. Select the Connectivity main category and WLAN Infrastructure subcategory:

2. Inthe IP settings category: Deactivate DHCP (select No), and then enter the assigned
static IP address, Network mask and Gateway information: Then select Accept:

I GENERAL SOFTWARE | AMALYSIS CONNECTMTY POWER MAMAGEMENT

WLAN access point

X IP settings
WLAN infrastructure

use IP address
LAN Metwork mask
Gateway

Activate DHCP (o] Yes

WLAN infrastructure settings

35D [WLANAH-MO-GA1 |
Available radio networks

‘ Scan
Frequency band O 2.4GHz / 5GHz ® 2.4GHz O 5GHz
Encryption ® WPAZ (COMP+TKIP/PSK)
Key (only for GCMP+TKIPIPSK) [ — | O Display
Encryption ) WPAZ (EAP-TLS/Radius)
Certificate installed { valid unil: )
Certificate authority

B

Rk e PKCS12 Browse...

Accept || Reset

3. Close the web interface session and proceed to Section 2.5.
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2.5 — Add Static IP Address & Host Name to Interface Software

Prerequisite:
[ ] Static IP address etc. must be assigned to VAS 6154 (Ref. Section 2.4)

1. Record the serial number from the VAS 6154 module on a piece of paper, and then add the prefix
VASG6154- in front of the recorded serial number. Example: VAS6154-5100885

Note:
A dash (- ) must separate the prefix from the serial number!

The number created above will be entered as a network hostname in the following procedure.
2. From the Windows desktop, go to: Windows Start > All Programs > XS_D_PDU_API_OS
3. Select: VAS6154-Static-Devices.ini
. X5 D_PDU_API_OS
Manuals
W/ Uninstall X5 D PDU API
(] vAS6154-Static-Devices.ini
@ X5D PDU API Tester

4 Back

1|

AR RFNGRD T O Tiiee p |
L G & Wl JUES

|| File Edit Format  View Help

: |
: vaS6154 pevice management

: The device management \\DI'ICS Uz using of multicast messages. under some

i circumstances it is not le to reach all device by multicast.

3 with the belp of this wur rgurnLIur fils a device will'be located by ft's

i hostname. By define, a host has a maximum length of 24 charcters

i You have to enter a L‘LerIl with Fuslruut

i A hostname Tooks 1ike “vaséls4-5100001

i If the TP address is known also, you will be able to make an additfonal entry
1 ;mm 'Tpaddress’. This entry mﬁ” improve To encounter so called static

i devices

Example:

---------- begin of vasélS4-stavic-oevices.inf ----------

[vasimsT]
Tpaddres3=192.168.0.54  ; eptioral

end of VASE1S4-Static-Devices, inf

(cont.)
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4, Inthe ------ begin of VAS6154-Static-Devices.ini------ section, below the example text, type
in the network hostname created in Step 1 - Page 6 in_brackets as illustrated below:

: Example:
: —————————— begin of vas6l54-Static-Devices.ini ----3-----
: [vasHOST]
. IpAddress=192.168.0. 54 ; optional
|.|:VASE]_54—5100885]~ Type in the VAS 6154 hostname
E —————————— end of vas6l54-s5tatic-Devices.ini ————j————

Notes:

e The hostname must be typed-in in brackets [ ... .]

e Asemicolon ( ;) must NOT precede the typed-in hosthame.

e The hostname illustrated above is an example only! All VAS 6154 serial numbers are different!

5 Inthe------ begin of VAS6154-Static-Devices.ini------ section, below the example text,
confirm that the network hostname created above appears in brackets.

6. Type in IpAddress= followed by the dealership-specific network static IP address below the
hostname as illustrated below:

; Example:

; —————————— begin of waAsS&l54-5tatic-Devices.ini ----------
: [VASHOST]

: IpAddress=192.168.0. 54 ; optional

[vAS6154-5100885]

Ipaddress-192.168.13. 54 Type in the static IP address: The equal sign (=)

must appear before the address.

e end of vAs6ls4-Static-Devices

7. Save and close the .ini Notepad document.

Notes:
e A semicolon (; ) must NOT precede the typed-in static IP address.

e The static IP address illustrated above is an example only! All dealership-specific static IP details
are different!

When configured as described above, the interface software will automatically locate and connect
to the VAS 6154 whose hostname (serial number) was entered in the .ini. This essentially “pairs”
the VAS 6154 with the diagnostic device, and the two should be used together at all times.
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