XENTRY TIPS

Rear seat belts roll up with difficulty

Topic number L191.40-P-059554

Version 5

Design group 91.40 Seat belts, emergency tensioning retractors
Date 04-29-2016

Validity Model series 222 (CODE: 223)

Reason for change Production breakpoint part number adapted

Reason for block

Compilaint:
The left or right rear seat belt does not roll up correctly.

Attachments
File Description
Photo_1.JPG Fault profile

Cause:
The retractor housing collides with the reel flange causing increased friction. This obstructs the retraction of the belt.

Remedy:
In the event of complaints, the relevant rear seat belt (right or left) must be replaced. Optimized rear seat belts are
available and these are marked with a colored dot.

As of 07 / 2016 the part number for the rear seat belts is available in the EPC.

Symptoms

Body / Safety system / Seat belt / Seat belt / Automatic comfort-fit nonfunctional

Parts

Part number ES1|ES2 |Designation Quantity |Note EPC
A 222 860 43 85 5E69 |Left rear seat belts (Blue) 1 X
A 222 860 17 85 5E69 |Left rear seat belts (Blue) 1 X
A 222 860 41 85 5E69 |Left rear seat belts (Blue) 1 X
A 222 860 18 85 5E69 |Right rear seat belts (Blue) 1 X
A 222 860 20 85 5E69 |Right rear seat belts (Blue) 1 X
A 222 860 44 85 5E69 |Right rear seat belts (Blue) 1 X
A 222 860 42 85 5E69 |Right rear seat belts (Blue) 1 X
A 222 860 19 85 5E69 |Left rear seat belts (Blue) 1 X
A 222 860 43 85 7MB89|Left rear seat belts (Grey) 1 X
A 222 860 43 85 8RO93 |Left rear seat belts (Beige) 1 X
A 222 860 43 85 9C94 |Left rear seat belts (Black) 1 X
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A 222 860 17 85

7MB89|Left rear seat belts (Grey)

A 222 860 17 85

8R93 | Left rear seat belts (Beige)

A 222 860 17 85

9C94 |Left rear seat belts (Black)

A 222 860 41 85

7MB89|Left rear seat belts (Grey)

A 222 860 41 85

8R93 |Left rear seat belts (Beige)

A 222 860 41 85

9C94 |Left rear seat belts (Black)

A 222 860 18 85

7M89|Right rear seat belts (Grey)

A 222 860 18 85

8R93 |Right rear seat belts (Beige)

A 222 860 18 85

9C94 |Right rear seat belts (Black)

A 222 860 20 85 7M89|Right rear seat belts (Grey)
A 222 860 20 85 8R93 |Right rear seat belts (Beige)
A 222 860 20 85 9C94 |Right rear seat belts (Black)
A 222 860 44 85 7M89|Right rear seat belts (Grey)
A 222 860 44 85 8R93 |Right rear seat belts (Beige)
A 222 860 44 85 9C94 |Right rear seat belts (Black)
A 222 860 42 85 7M89|Right rear seat belts (Grey)
A 222 860 42 85 8R93 |Right rear seat belts (Beige)
A 222 860 42 85 9C94 |Right rear seat belts (Black)

A 222 860 19 85

7MB89|Left rear seat belts (Grey)

A 222 860 19 85

8R93 | Left rear seat belts (Beige)

A 222 860 19 85

9C94 |Left rear seat belts (Black)

XU X XXX X X XX XXX X X X| X[ X[ X] X|X]|X

Operation numbers/damage codes

rear

Op. no. Operation text Time Damage Note
code
92A41 C4 |Incomplete retraction
92N41 C4 |Incomplete retraction
54-0650 12V
54-1011 SHORT TEST
54-7989 D/C GROUND
91-1087 REAR LEFT
91-1285 EXTRA FOR 223
91-1097 REAR RIGHT
91-1285 EXTRA OP 223
WIS-References
Document number Title Note Allocation
AR91.40-P-0681LFA Remove/install seat belts in Remedy
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Attachments
Photo_1.JPG:
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