
REFERENCE: Nova Bus Manuals
SECTION: 09: Engine and Cooling
RS NO: MQR 7621-1114
EFFECTIVE IN PROD.: N/A

LEVEL DESCRIPTION
DIRECT CHARGES

TIME
LABOUR MATERIAL

1
Replacement of front engine mount bolts and addition of nordlock 
washers. Also change in torque on front engine mount bolts from 
109 Nm to 165 Nm.

Client Client 30 min

2 – – – –

SUBJECT: Front Engine Mount Bolts

JUSTIFICATION: Introduction of nord-lock washers to front engine mount bolts with new torque 

APPROVED BY:

APPLICATION DEADLINE: N/A

MATERIAL
QTY PART NO REV. DESCRIPTION REPLACES PART N°

LEVEL 1
4 N21745 – BOLT M12 X 90 CUMMINS PARTS –
4 N79659 – WASHER NORD-LOCK M12 O/S OD SS –

LEVEL 2 
– – – – –

To order, please contact Prevost Parts by phone at 1-800-771-6682, by fax at 1-888-668-2555 or by email at prevostparts.
commandes@volvo.com. Specify document number, quantity of parts required and shipping address.  

DISPOSAL OF PARTS

REMOVED PARTS ARE:
DISCARDED RETAINED

–
– –

REVISION HISTORY
REV. DATE CHANGE DESCRIPTION WRITTEN BY

NR 2016SE22 Initial release Kumaraswamy K S
R1 2016OC06 Revised the wording at the top of this page in the Kumaraswamy K S
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CLIENT ORDER
ROAD NUMBER VIN (2NVY/4RKY...)

QTY
FROM TO FROM TO

New York City Transit - New York L608 8000 8014 L82U6B4  L82U0B4000061 15

New York City Transit - New York L841 8094 8269 L82J2F4 L82J2F4501075 82

New York City Transit - New York L842 8090 8213 L82J4F4 L82J7F4501170 86

New York City Transit - New York L843 8214 8380 L82J9F4 L82J9G9775023 82

New York City Transit - New York L844 8381 8170 L82J0G9 L82J0G9775105 82
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1.9. 
1.10. Close the rear engine access door.
1.11. Set the battery disconnect switch in the battery compartment to ON position.
1.12. Set the Master control switch to ON position.
1.13. Unblock the wheels.
1.14. The vehicle may be returned to service. 

LI3788ER1

PAGE  6 OF 6

INFORMATION LETTER
SAV.1E.2012MA




