
REFERENCE: Nova Bus Manuals
SECTION: 11: Exhaust system
RS NO: MQR 7621-1266
EFFECTIVE IN PROD.: 2017AL

MATERIAL
QTY PART NO REV. DESCRIPTION REPLACES PART N°

LEVEL 1
1 N87849 – DEFLECTOR 100 DEGREE TABS –
2 504459 – RIVET 1/4X.56BL PROT SS.08-.37 –
2 N16646 – WASHER FLAT M6 SS DIN125A –

LEVEL 2 
– – – – –

Materials will be available within 42 days once your order has been placed. To order, please contact Prevost Parts by phone 
at 1‑800‑771‑6682, by fax at 1‑888‑668‑2555 or by email at prevostparts.commandes@volvo.com. Specify document number, 
quantity of parts required and shipping address. 

LEVEL DESCRIPTION
DIRECT CHARGES

TIME
LABOUR MATERIAL

1 Install a deflector Nova Bus Nova Bus 15 min
2 – – – –

SUBJECT: CNG Exhaust drain
JUSTIFICATION: Heat from a drain on the exhaust may damage the rear left corner panel.

REVISION HISTORY
REV. DATE CHANGE DESCRIPTION WRITTEN BY

NR 2017MA31 Initial release André Pelletier

DISPOSAL OF PARTS

REMOVED PARTS ARE:
DISCARDED * RETAINED *	Dispose of the unused parts and the defective parts in  

accordance with local environmental standards in effect.Yes –

APPROVED BY:

APPLICATION DEADLINE: 2018JN30
CLAIM REFERENCE NUMBER: WB-4045
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CLIENT ORDER
ROAD NUMBER VIN (2NVY/4RKY...)

QTY
FROM TO FROM TO

Calgary Transit - Alberta L733 8201 8202 L82AXD3000926 L82A1D3000927 2

Demo CNG L716 — — L82A5D3000896 L82A5D3000896 1

Hamilton - Ontario L885 1501 1524 L82K3F4501093 L82K0F4501214 24

Hamilton - Ontario L956 1601 1632 L82K2G9775325 L82K3G9775415 32

Hamilton - Ontario LA05 1633 1643 L82K4G9775553 L82K7G9775577 11

NFTA - Buffalo, New York L877 1501 1501 L82K0F4500984 L82K0F4500984 1

NFTA - Buffalo, New York L897 1502 1520 L82K1F4501223 L82K1G9775008 19

NFTA - Buffalo, New York L947 1601 1624 L82KXG9775248 L82K3G9775320 24

NFTA - Buffalo, New York LA24 1701 1716 L82K3H9775822 L82K5H9775837 16

Red Deer - Alberta L924 10104 10147 L82K0G9775517 L82KXG9775542 12

Red Deer - Alberta L960 10021 10025 L82K9G9775418 L82K3G9775429 5

San Antonio Texas L990 - - L82K5G9775464 L82K5G9775464 1

San Antonio Texas LA10 422 446 L82K9G9775628 L82K8G9775653 25

San Antonio Texas LA22 466 466 L82K1H9775673 L82K1H9775673 1

San Antonio Texas LA22 468 468 L82K5H9775675 L82K5H9775675 1

San Antonio Texas LA22 469 469 L82K7H9775676 L82K7H9775676 1

San Antonio Texas LA22 476 476 L82K4H9775683 L82K4H9775683 1
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PROCEDURE
1.1.	 Open the exhaust compartment access panel and the engine compartment panel. See Figure 1.

WARNING

Follow your internal safety procedures. Make sure the components are cold enough when you work in that 
area.

Figure 1 - Open Access Panels
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1.2.	 Mark where to drill the holes on the structure tube. Use the deflector as a jig. See Figure 2.

A

A

A-A View

Figure 2 - Mark the Deflector Position

3/4 in. (19 mm)

6 5/16 in. (160 mm)

25/32 in. (20 mm)
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1.3.	 Drill the holes at 17/64 in. (0.265 in or 6.7mm).

Figure 3 - Drill the Holes

Drill the Holes
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1.4.	 Install the deflector as shown in Figure 4.
1.5.	 Close the panels.
1.6.	 The vehicle may return in service 

Figure 4 - Install the Deflector

Rivets
504459
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