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1. Introduction 

  
Figure 1 Side mounted CNG fuel system affected by this procedure. 

 

  
Figure 2 Worn and displaced rubber isolators under the J-bracket in a 237-series side 

mount system.  

 
It may be necessary to replace worn rubber isolators in 237 series side mount systems. 
These systems use rubber isolators that are integrated (“wound-in”) with the cylinder. Most 
common wear points are immediately under the J-bracket as shown in Figure 2. 
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2. Affected Units 
Some third generation CNG side-mounted Agility Fuel Solutions systems with composite 
covers and integrated (“wound-in”) cylinder isolators (237 series). Inspect the system 
mounting brackets, straps and isolators to determine whether or not replacement is 
necessary. This is a “repair as needed” procedure and not a service campaign or recall.  

3. Corrective Action 
Remove and replace worn cylinder isolator section or sections with an isolator “patch” 
where the J-bracket touches the cylinder. See procedure section below. 

4. Tools and Materials 

 Personal protective equipment (PPE), including eye and hearing protection as 
needed. 

 Jack or lift to hold and maneuver the cylinder. 

 Utility knife to trim the rubber isolator. 

 J-roller to apply adhesive tape. 

 Scraper or pry bar to help remove worn isolator (optional or as needed). 

 3M tape as specified below. 

 Isopropyl alcohol to prepare and clean mounting surfaces. 

The bill of materials list below is for one pair of side mount systems (one for each side of 
the vehicle). 

 

QTY. 
UNIT OF 

MEASURE 
AGILITY PART 

NUMBER 
DESCRIPTION 

 Each 21000148 Rubber isolator, 45.5-in. length 

1 Roll 10802100 
3M VHB automotive adhesive tape, type 
5952, .045-in. thick, 1-in. wide x 36 yards 

1 Tube 10801302 
2.7 Oz. tube, black silicone Loctite® Superflex RTV 
adhesive sealant, number 59330 or equivalent  

  
 
 

  
 
A. Use proper lifting techniques for safety. System removal requires two people to 

lift and pull it away from the vehicle chassis. 
 
B. This procedure requires cylinder removal - depressurize and defuel the system 

before performing work. 
1) Refer to “Safely Working on CNG Fuel Systems,” ENP-391 and “Service Facility 

Fuel Handling Equipment,” ENP-380, for more information on defueling, fuel 
transfer and temporary fuel supplies.  
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5. Procedure: Remove the System from the Chassis 
 

 
Figure 3 Typical 237 series fuel management module, showing defuel valve location.  

 
 

5.1 Depressurize 
1. Make sure all cylinder valves are fully closed. 
2. Turn the red-handle main shutoff valve to the ON/OPEN position. 
3. Close the FMM door (if equipped), and start and run the engine until it stalls. 
4. Check the low pressure gauge to make sure it reads zero psi. 
5. Turn the ignition off, and remove the key. Follow any other vehicle lock-out procedures. 
6. Access the bleed valve (usually inside the FMM housing) and open it slowly using an open 

end wrench to relieve remaining pressure in the system. 

5.2 Defuel 
1. Refer to Figure 3. 
2. Connect a ground wire from the vehicle to the vent stack system. 
3. Attach the defuel hose to the vent stack system. 
4. Attach the defuel nozzle to the defuel receptacle on the FMM. 
5. Ensure the manual shutoff valve is ON/OPEN. 
6. Slowly open the defuel valve, and adjust for a slow and steady flow to avoid freeze-up. 
7. Close the bleed valve. The system is now ready for service. 

5.3 Remove the System from the Chassis 

1. Refer to Figure 4. 
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2. Remove the top covers from the system. 
3. Remove the system chassis to vehicle chassis bolts. 

a. The system is now “hanging” from the Drop-N-Go™ bracket. 
4. Support the system from below with a suitable lift or jack. 
5. Lift the system and remove it from the vehicle chassis. 

a. The system must be tilted away from the vehicle and lifted at the same time to come 
off of the bracket. 

6. Disconnect plumbing lines and components from the FMM 

 

 
Figure 4 Remove the outer cover bolts and remove the top and side covers. 

 

 

Figure 5 Use a jack or forklift to lift and pull the system from the mounting brackets.  
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6. Mark, Remove and Replace Rubber Isolator and Seal with Silicone 
Adhesive 

 

When cutting or trimming the rubber isolator, do NOT cut or damage the fuel 
cylinder. 

 
1. Mark the isolator to show the J-bracket location. If the cylinder is already removed from the 

system, look for wear (flat) marks on the isolator. 

 

 
Figure 6 Strap wear area is indicated in red. (40 DGE 23710011 system shown.) 
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Figure 7 Mark the damaged location of the J-section of the bracket on the isolator. This area 
will be cut out from the cylinder. Cut out only the center section, do NOT cut the ribs on the 

left and right. 

 

 

Figure 8 Left: Remove the cylinder strap. Right: Cut away the worn isolator material, leaving 
the side ribs intact. DO NOT cut into the cylinder housing. Apply a bead of silicone adhesive 

to the rubber isolator seam where the two ends meet as shown. 
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Figure 9 Left: Center section of the worn isolator is cut out, leaving the ribs on the left and 
right intact. Apply a bead of silicone adhesive along the inside rim as shown. Fill in any 

gaps with silicone (indicated by arrows on the left and right). 
 

Right: Trim the new isolator with a sharp utility knife as needed to fit in-between the ribs on 
the old isolator. 

 

2. Using a sharp utility knife, cut out and remove the center portion of the isolator, leaving the 
ribs on the left and right as shown in Figure 8. 

a. Carefully peel away the inner section of the isolator as shown in Figures 8 and 9. A small 
pry bar may be needed. 

b. Make sure to keep the side ribs intact. 
3. Cut out all damaged or worn areas. 
a. Prevent damage to the cylinder by setting the knife’s depth of cut. 
4. Cut a piece of new isolator material to fit the space. 
5. Clean the bracket surface and the rubber isolator patch with isopropyl alcohol. 
6. Apply three strips of the tape to the bracket. Do NOT attach the tape to the cylinder. See 

Figure 10. 
7. Line up the new isolator patch with top of the bracket and press it onto the tape. 
8. Use a small J-roller to apply pressure along the isolator to ensure a good bond. 
9. Re-install the cylinder into the system. 
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Figure 10 Left: VHB tape applied to the bracket. Right: Rubber isolator patch in place. 
 

7. Re-Fueling/Pressurizing and Testing/Repairing Leaks 

   
When re-fueling the empty cylinder, observe the following precautions and 
procedures to prevent permanent cylinder damage, personal injury or death.  

A. Under normal operating conditions, the cylinder retains a residual pressure of 300 psi 
to 350 psi (20.7 bar to 24.1 bar), and may be filled normally following all applicable 

state, local and fire codes, to a temperature compensated (70°F/21°C) service 

pressure. 

B. If pressure in the cylinder falls below 300 psi (20.7 bar), the cylinder can be filled 
normally if the ambient temperature is above 0°F/-18°C. 

C. If cylinder pressure falls below 300 psi (20.7 bar) and the ambient temperature is 

below 0°F/-18°C, the cylinder/vehicle must be warmed to 60°F/15.5°C or above, 

and must be filled within one-half hour. 

 

1. Make sure the bleed valve in the FMM is closed. 
2. Open all cylinder valves. 
3. Refuel the system, observing the precautions and conditions above. 
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4. Turn the quarter-turn (main shut-off) valve to the OPEN position, and turn the vehicle 
ignition key ON. This will allow fuel to flow throughout the system. 

5. Pressurize the system and perform a leak test on all components serviced. 
6. Fix any leaks. 

8. Re-install the Covers and System on the Chassis 

1. Re-install the cover assembly parts. 
2. The vehicle can be returned to service. 

 

Warning Messages Used in this Bulletin 
 

 
Personal injury or death may occur if procedures are not followed. 

 

 
Damage to equipment, fuel system or vehicle is possible if instructions are not followed. 

9. Warranty Information 
1. This procedure is not covered under warranty. 

2. Standard repair time (SRT) is 6 hours per system (one side). 

If you have any questions, contact Agility Fuel Solutions Customer Care at 949-267-7745 or 
support@agilityfs.com. 
 

Agility Fuel Solutions | 3335 Susan St Suite 100 | Costa Mesa, CA 92677 

 
Proprietary Statement 
The information provided within this document is proprietary and confidential. All prior versions, 
including updates and revisions forwarded separately, are proprietary. The information provided by 
Agility Fuel Solutions to its customers and clients is solely for the use of those customers and 
clients. No portion of this manual may be reproduced or distributed without express written consent 
of Agility Fuel Solutions. Agility Fuel Solutions reserves the right to utilize the intellectual property 
contained within this publication as content for any other publication produced by Agility. 
 
Trademark Notice 
Agility® and TUFFSHELL® are registered trademarks of Agility Fuel Solutions. Drop-N-Go™ is a 
trademark of Agility Fuel Solutions. Trademarks of other manufacturers are the property of their 
respective companies. 
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