
Bulletin No.: 17-NA-003

Date: Jan-2017

Subject: Information on Retrofitting 2014 Vehicles to Model Year 2016 High Voltage Battery Pack 

Attention:  This Bulletin also applies to any of the listed models that are exported to Canada.

Brand: Model: Model Year: VIN: Engine: Transmission:Brand: Model:

from to from to

Engine: Transmission:

Chevrolet Spark EV 2014 2014

 

Involved Region or Country North America, Korea, Europe

Condition Technicians are to replace the High Voltage Battery Pack with MY 2016 parts once stock is exhausted of 

MY 2014 inventory.

Cause High Voltage Battery Packs replaced for any reason.

Correction

Important:  Verify the battery voltage is more than 12.6 volts but less than 15.5 volts before proceeding with reprogramming. The battery must be fully charged 

BEFORE reprogramming.

If the 2014 vehicles require the High Voltage Battery Pack to be replaced, the battery pack, rear suspension, deflector panels and battery ground cable must be 

updated.

Service Procedure

1. Replace the battery pack with appropriate part number as listed in Parts Information table.

2. Replace the following components with new parts as listed in Parts Information table section. Refer to SI for replacement procedures.
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• Springs (1)

• Upper Shock Nuts (2)

• Shocks (3)

• Shock Bolts (4)

• Ground Strap (4)

• Ground Strap Body Side Nuts (3)

• Ground Strap Battery Side Nuts (5)

• Front Aero Deflector Panel

• Rear Aero Deflector Panel

3. Upgrade the HPCM2 (VICM), HPCM1, ECM, IPC XML and BECM with the latest software available in SPS.

Additional Information
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• If repair is covered under warranty, replace High Voltage Battery Pack with P/N 19332479.

• If repair is not covered under warranty, and is customer pay, replace assembly with High Voltage Battery Pack P/N 19332480.

Important:  During reprogramming, the battery voltage must be maintained within the proper range of 12.6-15.5 volts. CONNECT the approved Midtronics® 

PSC 550 Battery Maintainer (SPS Programming Support Tool (EL-49642) to the vehicle or the GR8 (EL50313) in the power supply mode.

After the new battery pack is installed, update the HPCM2 (VICM), HPCM1, ECM, IPC XML and BECM to the latest calibration available in SPS. Refer to 

Hybrid Battery Interface Control Module Programming and Setup in SI.

 

Note:  To assist technicians in quickly identifying the installed battery, the 2014 (1) and 2015/2016 (2) Battery Electric Vehicle (BEV) Front and Rear Aero 

Panels are shown. A 2014 battery pack should not be installed in a 2015 or 2016 MY vehicle.
 

Software is not available to support this combination.
 

Reference – 2014 (1) and 2015/2016 (2) Battery Electric Vehicle (BEV) Front and Rear Aero Deflector Panels

Parts Information

Description Part Number Qty

MODULE, GEN CON & BAT (Warranty) 19332479 1

MODULE, GEN CON & BAT (Non-Warranty) 19332480 1

ABSORBER, RR SHK 95418638 2

BOLT, RR S/ABS 11610587 2

SPRING, RR COIL 95383822 2

NUT, RR SUSP STRUT 11517996 2

DEFLECTOR, U/B RR AIR FRT 95378800 1

DEFLECTOR, U/B RR AIR RR 95378799 1

CABLE, AUX BAT NEG 95423598 1

Nut, CABLE, AUX BAT NEG (Battery) 11609716 2
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Nut, CABLE, AUX BAT NEG (Body) 11609767 2

Warranty Information

Labor Operation Description Labor Time

5031030 Drive Motor Battery Replacement and Shipping Preparation Use Published Labor Operation 

Time

 

Version 1

Modified

GM bulletins are intended for use by professional technicians, NOT a "do-it-yourselfer".  They are written to inform these technicians of conditions that may 

occur on some vehicles, or to provide information that could assist in the proper service of a vehicle.  Properly trained technicians have the equipment, tools, 

safety instructions, and know-how to do a job properly and safely.  If a condition is described, DO NOT assume that the bulletin applies to your vehicle, or that 

your vehicle will have that condition.  See your GM dealer for information on whether your vehicle may benefit from the information.

WE SUPPORT VOLUNTARY TECHNICIAN CERTIFICATION
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