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Bevel Gear Compartment Cover
CHU, CXU, GU, TD, LEU, MRU, LR, CMM,

CXX, CSM, CMH, CLX

FSB 465-003, Bevel Gear Compartment Cover
(September 2017)

Effective September 2016, a revised composite bevel gear compartment cover and steel
threaded fill plug with face-mounted o-ring was implemented into production for MACK
CRD202/203, CRD150/151, and CRD125/126 carriers.

The revised composite cover replaces the previous composite cover with the rubber fill plug.
If becomes necessary to replace the bevel gear compartment cover (previous composite or
the older aluminum version), kit part number 22685787 including cover (2), fill plug (1), and
o-ring (shown on page 2) has been developed and is available through the MACK Parts
System.

Note: The new style composite cover kit (part number 22685787) is shown in the figure
below.

Note: The old style composite cover (not shown) does not have the threaded hole used for
the new style steel fill plug (1).

Note: This bulletin does apply to MACK Trucks Australia.

W4127121

Fig. 1 New Style Cover Shown with New Style Fill Plug

PV729-FSB465-003_M USA139451074



Mack Trucks Date Group No. Release Page
Field Service Bulletin 9.2017 465 003 02 2(2)

When removing the fill plug to check the oil level or fill the bevel gear compartment with oil,
use a 9.5 mm (.375 in) hex driver. Always ensure the fill plug’s face-mounted o-ring and the
cover’s threaded hole is free of damage to avoid any oil leaks. Lubricate the face-mounted o-
ring with gear oil prior to installation if removed. Tighten the fill plug 16 – 20 Nm (12 – 15 ft-lb)
max.
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Fig. 2 New Style Fill Plug and Face-Mounted O-Ring Shown

W4126797

Fig. 3 New Style Cover With Threaded Fill Hole Shown


