
  

Date:  August 21, 2017 

 

CUSTOMER SATISFACTION CAMPAIGN 
 

 

Service Bulletin No.:  2017-0015 

 

Product Models Affected: 

World Trans WT22 

World Trans WT24 

World Trans WT26 

World Trans WT28 
         

 FORM Rev 2017-0821 

Purpose:  
Eliminate front bulkhead noise. 

 

Tool(s) / Equipment Required: 
Phillips Screwdriver to remove screws from panel behind driver and trim piece. 

 

Part(s) / Material Required: 
Double-sided VHB Tape, or equivalent – 1.00 inch wide x 6.00 inches (approximate),  

ElDorado P/N 0027586. 

 

Procedure: 
 

      
Remove behind driver thatch panel and trim.    Double sided VHB tape will be placed 

  between the thatch panel and the 

  steel tubing.   

 



  

   
Double over the tape.  Insert between the thatch panel and tube. 

  Remove tape cover. 

 
Reinstall the behind driver  

thatch panel and trim using the screws  

removed during dis-assembly. 

 

 

Contact Information: 
ElDorado Customer Service, 1655 Wall Street, Salina, KS  67401; or by calling (785) 827-1033 / (800) 

955-9086; or by Email:  bussupport@eldorado-bus.com; or by Fax: (785) 827-3017. 

mailto:bussupport@eldorado-bus.com

