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SERVICE MANUAL INFORMATION

SB-17-037 COMBINATION METER WORKSHOP
MANUAL ADDITION
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SUBJECT VEHICLES: 11MY-18MY Conventional Trucks

The following is to inform you of the above caption. This service
data should be attached to the relevant pages of the workshop
manuals for maintenance and to use for servicing.

OVERVIEW:
We added a procedure of the trouble shooting of the combination
meter.

Chapter Contents
General Introduction Warning Display added
Troubleshooting-Components Possible cause and action added
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1-28 GENERAL INTRODUCTION

3. WARNING DISPLAY
{1}  Warning display

Display Warning Display remarks

Engine control system has malfunction. This

ykngina iz important and must be addrezsad imme-
o

OPR cleaner needs to be manually regener-
ated.

ADD

Combination mater internal abnormality.

MNOTICE

+ The display shows DPR MANUAL REGEN REQUIRED with the
buzzer sound when DPR cleaner needs to be manually regener-
ated.

{2) Informaticn display

Display Display remarks
Appears when idling is stopped due to
B o emergency.

- DPR regenerate on time.

DPA remaining for few minuta.

PR Begpen DPR regensrate complsted.

DPR regenaration interrupted, push DPR
button 1o resume.

NOTICE

+ The DPR system automatically regenarates when the guantity of
soot collected in the DPR cleaner exceeds a specific quantity.
This prevents an abnormal accumulation of soot and keeps the
DPR cleaner in good condition. Use of high-performance cata-
lyst and an electronically controlled common rail fuel injection
system has made it possible to burn (regenerate) the soot while
driving.
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TROUBLE SHOOTING - COMPONENTS

TAIL AND LICENSE PLATE LIGHT CIRCUIT

Symptom Possible cause Action
Tail and license plate light does not | Bulb bumed out Replace bulb.
turn on (Light) Not grounded Check the grounding.
Broken wire Repair wire.
Tail and license plate light does not | Fuse burned out Replace fuse.
turn on (Fuse)
Tail and license plate light does not | Defective relay Replace relay
turn on (Tail light relay)
Tail and license plate light does not | Broken wire between fuse and switch | Replace wire.
turn on (Lighting switch) Defective switch Replace switch.
COMBINATION METER CIRCUIT
Symptom Possible cause Action

Failure of combination meter (Dis-
play)

Wire abnormality of air gauge sensor.
(Only for vehicles equipped with full air
brake.)

Check the wire.

Combination meter internal abnormal-
ity. (Vehicles equipped with hydraulic

brake and full air brake.)

Replace combination meter.

ADD
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