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INFORMATION

MODEL: MODEL YEAR: VIN: ASSEMBLY PLANT: APPLICABILITY:
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DESCRIPTION SRO
TIME 

(HOURS)

CONDITION 

CODE

CAUSAL 

PART

NOTES:

◾

◾

� �

�
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NOTE:

This Diagnostic Procedure is only for vehicles requiring the Jaguar Land Rover-approved 

diagnostic tool with Symptom Driven Diagnostics (SDD).

CAUTIONS:

◾

◾

DIAGNOSTIC PROCEDURE 'A': SDD

NOTE:

NOTE:
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Diagnosis1

Selected Symptoms2

3

Electrical - Instruments - Warning lamps - Engine malfunction lamp - 

Lamp illuminated

continue4

Recommendations5

Run 'Configure existing module - Powertrain control 

module'

6

Clear DTCs1

2

Session1

Close Session2

DIAGNOSTIC PROCEDURE 'B': PATHFINDER
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This Diagnostic Procedure is only for vehicles requiring the Jaguar Land Rover-approved 

diagnostic tool with PATHFINDER.

CAUTIONS:

◾

◾

NOTE:

NOTE:

NOTE:
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ECU Diagnostics

Powertrain control module' [PCM]

Update ECU

1

2

Transit mode1

Exit2
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