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Technical Tip  

Topic 21-14-01TT – Turbo Noise Under Load No Codes and No Loss of Power 

Market area United States 444 Volkswagen of America, Inc. (6444) 

Brand Volkswagen 

Date July 28, 2017 

Condition  
 

ATTENTION: 

THIS IS A TECH TIP, NOT A TECHNICAL BULLETIN. 

TECH TIPS ARE NOT ASSOCIATED WITH WARRANTY CLAIMING. 

 

Turbo Noise Under Load No Codes and No Loss of Power  
 

Model(s) Year Eng. Code Trans. Code VIN Range From VIN Range To 

Jetta 2014-2017 

1.8L, 2.0L 

(CPKA, CPRA, 

CPLA, CPPA, 

CCTA, CBFA, 

CPKA) 

All All All 

Technical Background  

NA. 

Service  

Inspect the cowling for warp, gaps or low seal compression between the hood and cowl weather strip. Straighten the 

cowl panel by hand as needed to provide a better seal. 

Additional Information  

Revision History 

Revision Number Released Date Reason For Update 

2038422/4 7/28/17 Update to model year applicability. 

2038422/3 7/5/17 Update to latest standard. 

2038422/2 9/9/16 Update to model year applicability. 

2038422/1 9/19/14 Original publication. 
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