XENTRY TIPS

Message in instrument cluster "Unavailable! - ESP - Service Required"

Topic number L142.47-P-065519

Version 1

Design group 42 .47 Adaptive Brake (ABR)
Date 01-12-2017

Validity BR222 and BR217 without AMG

Reason for change

Reason for block

Complaint:
After engine start the following messages appear alternately in the instrument cluster:

- "Unavailable! - ESP - Service Required"
- "Unavailable! - ABS - Service Required"

- "Tire Pressure Monitor Unavailable".

Note:

One or both of the following codes (DTC) is/are logged in the ESP control unit (N30-4):
- CO50A95

- C050495.

This code is logged when the vehicle is stationary.

Cause:
Monitoring of clearance between wheel speed sensor and multipole ring.

Remedy:
Important:

Replacing parts does not remedy the complaint.

We are working on a software update.

Note:

After an ignition cycle and a speed v > 15 km/h, the warning message in the instrument cluster disappears for this
ignition sequence and ESP, ABS and TPMS is fully operational.

Symptoms

Chassis/suspension / Brake system / Brakes/traction regulation system / Antilock Brake System ABS / Display mes-
sage / Antilock braking system - visit workshop
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Chassis/suspension / Brake system / Brakes/traction regulation system / Antilock Brake System ABS / Indicator
lamp / Indicator lamp, general / Goes on

Chassis/suspension / Brake system / Brakes/traction regulation system / Electronic Stability Program ESP / Display
message / Display text, yellow/white / Electronic stability program - visit workshop

Chassis/suspension / Brake system / Brakes/traction regulation system / Electronic Stability Program ESP / Display
message / Display text, yellow/white / Electronic stability program not available

Chassis/suspension / Brake system / Brakes/traction regulation system / Electronic Stability Program ESP / Indicator
lamp / Goes on

Chassis/suspension / Brake system / Brakes/traction regulation system / Antilock Brake System ABS / Display mes-
sage / Display Malfunction- ABS - Service Required

Chassis/suspension / Brake system / Brakes/traction regulation system / Antilock Brake System ABS / Display mes-
sage / Unavailable - ABS - Service Required

Chassis/suspension / Brake system / Brakes/traction regulation system / Electronic Stability Program ESP / Display
message / Display text, yellow/white / Display Malfunction- ESP - Service Required

Chassis/suspension / Brake system / Brakes/traction regulation system / Electronic Stability Program ESP / Display
message / Display text, yellow/white / Malfunction - ESP - Service Required

Chassis/suspension / Brake system / Brakes/traction regulation system / Electronic Stability Program ESP / Display
message / Display text, yellow/white / Unavailable - ESP - See Operator's Man.

Chassis/suspension / Brake system / Brakes/traction regulation system / Electronic Stability Program ESP / Display
message / Display text, yellow/white / Unavailable - ESP - Diagnosis/Rig Test

Chassis/suspension / Brake system / Brakes/traction regulation system / Electronic Stability Program ESP / Display
message / Display text, yellow/white / ABS, ESP Inoperative

Control unit/fault code

Control unit Fault code Fault text
N30/4 - Electronic stability pro- | C050A95 The signal from component 'L6/2 (Right front axle rpm sensor)' is
gram (ESP®) (RBS222) faulty.
N30/4 - Electronic stability pro- |C050495 The signal from component 'L6/1 (Left front axle rpm sensor)' is
gram (ESP®) (RBS222) faulty.
Validity
Vehicle Engine Transmission
S (217) * *
S (222) * *
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