Measure no. Subject
US 63133992-01 Fluid leaking at the Clutch master cylinder and/or at

the Clutch slave cylinder

Status date (mm/dd/yy) Status Organization

1111/17 Accepted us, MOT

Date created (mm/ddlyy) Created by PQM Problem reference
11117 Peter Loertzing

Release date (mm/dd/yy) Approved by Dealer release

Allow automatic release

Vehicles affected

E series Engine Body

K21 K23

Production period (from/to) Feedback (all cases relating to
(mm/ddlyy) Comment on production period measure up to) (mm/dd/yy)
/110117 Date of use according to UX-T-50

Complaint

A slight fluid leak at the Clutch master cylinder and/or at the Clutch slave cylinder around

the Gasket rings (Seal washers).

Cause

The silver gasket rings (Nickle plated copper Seals) installed at the factory, in some cases
are inadequately crushed due to their higher hardness compared to the copper gasket
rings (Pure copper seals). Therefore the washers do not have a complete seal and a slight

leak occurs.

Measure

In the event of a verified leak, replace the silver gasket rings with the Copper gasket rings
(07 11 9 963 072).

No action is to be taken if there is no fluid leak.

From 1/10/2017 the copper gasket rings will be installed at the factory.




Complaint
Fault location

21/52 Clutch line

21/52 Clutch line
21/52 Clutch slave

Fault type
Leak: hydraulic fluid

Leak: hydraulic fluid
Leak: hydraulic fluid

Fault place

Area, engine /
transmission, rear
Area, left hand, rider

Area, engine /

cylinder transmission, rear
2

32/72 Manual controls, Leak: hydraulic fluid Left

clutch
Cause

# Fault location Fault type Fault place

1 21/52 Clutch line

Part connection: loose

Area, left hand, rider

Repair Task Special Clearance Area
Checking, repairing, No Powertrain
replacing
Fault code
Progman / DIS / ISTA / ISTA/IP
System State Version
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