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SMITTYBILT SM-04.28.2017
TECHNICAL UPDATE

DATE 4/28/2017
APPLICATION 07-17 JK
PART NO. 76992 76994

TECHNICAL ISSUE

Issue- Panels can become deformed/warped in extreme heat.

CORRECTIVE ACTION

Corrective Action-

A. Reemphasized in the Instructions to remove Armor after use (daily). Do not leave on vehicle

B. Added easy peel warning label on part (See Below)

Note: The vehicles body temperature can be significantly higher that outside temperature.

Reminder: Spare parts are available and in stock.

EXPECTED CORRECTION TIME REQUIRES PART NOTEINISIS
Corrected. See Corrective Action (above) YES X NO
14 Days | X| 30 Days 60 90 Days NOTES:
Days

CONTACT TECH SUPPORT

FOR FURTHER QUESTIONS:
_tech@smittybilt.com (800) 776-0767
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/A WARNING A\

DON’T LEAVE
ON YOUR VEHICLE.

REMOVE DAILY!
DO NOT USE

WHEN SURFACE
EXCEED 130°F
TEMPERATURES

NOTE - VEHICLE SURFACE TEMPERATURE CAN BE ADEQUATELY
HIGHER THAN OUTSIDE TEMPERATURE. WHILE MAG ARMOR IS
UV RESISTANT, SURFACE TEMPERATURES IN DIRECT SUNLIGHT
CAN EXCEED 160°F AND MAY CAUSE ADVERSE EFFECTS IF MAG






