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New Gaskets are Now Used on Certain Cat® Engines {1378}
SMCS - 1378

Asphalt Paver 
AP-1000D (S/N: EAD1-465) 
AP-1055B (S/N: ABB1-9500) 
AP-1055D (S/N: FAC1-99709; A6P1-150) 
AP-755 (S/N: B3T1-316) 
AP1000F (S/N: AC41-392) 
AP1055F (S/N: TJ51-844; RLM1-108) 
BG-260D (S/N: BPW1-276) 

Backhoe Loader 
434F (S/N: FLY1-263) 
444F (S/N: FBN1-246) 

Cold Planer 
PM-102 (S/N: Z2X1-628) 

Engine 
3126 (S/N: 9ZR1-81001; NSW1-430) 
3126B (S/N: BEJ1-81001; DCS1-81003; BDZ1-3199) 
C7 (S/N: JTF1-81006; RMF1-14170; TEF1-1033; RRH1-145; FML1-38109; FMM1-
53854; F7N1-324; JRT1-3064; PGZ1-165) 

Excavator 
320-A (S/N: 3XK1-76002) 
320B (S/N: 7JR1-76001) 
322L (S/N: 8ML1-76001) 
324D (S/N: MND1-168; BYE1-221; ECH1-203; TRH1-485; BTK1-444; GPK1-362; AWN1
-200; TSN1-4986; DFP1-1396; JZR1-1710; JAT1-284; PYT1-400; CJX1-1388) 
325-A (S/N: 3LL1-76001) 
325C (S/N: JLD1-76001) 
325D (S/N: GPB1-76002; C7K1-1503; C9M1-1692) 
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326D (S/N: PJM1-565) 
328D (S/N: SWF1-290; BYH1-207; GTN1-645; RMX1-1109) 
329D (S/N: MNB1-1770; XDB1-377; BBF1-190; DJF1-1293; WDK1-260; TZL1-670; 
EBM1-475; BYS1-3182; WLT1-603; YFW1-308; DTZ1-163) 
UNDERCARRIAGE (S/N: L5E1-21512; L5J1-60065; L5N1-11118) 

Forest Machine 
324D FM (S/N: JGK1-1402; JKR1-1633; JLS1-1642) 
325D FM (S/N: C8L1-1700) 

Forwarder 
2748 (S/N: PCL1-1) 
584 (S/N: PAK1-293) 
584HD (S/N: 1091-110; PBK1-278) 

Generator Set 
C15 GEN SET (S/N: C5E1-4251; C5H1-3153) 

Integrated Toolcarrier 
IT62H (S/N: M5G1-689) 

Marine Engine 
C7 MARINE (S/N: M7A1-1048; M7G1-1070) 

Material Handler 
M325D L MH (S/N: ETE1-356) 
M325D MH (S/N: GE81-110; EDF1-76001; KGG1-2109; KAY1-78001) 

Mobile Hydraulic Power Unit 
324D MHPU (S/N: M4A1-133; LBW1-112) 
325D MHPU (S/N: X3N1-397) 
329D MHPU (S/N: J8D1-246; J9D1-120; L5G1-157; L5H1-114) 
336D MHPU (S/N: L5K1-218) 
349E MHPU (S/N: S3P1-218) 

Motor Grader 
120H (S/N: CAF1-75001; 5FM1-78002) 
120K (S/N: SZN1-10327; JAP1-7164) 
120K Series 2 (S/N: SZS1-10346; SZZ1-10105) 
12K (S/N: JJA1-3566; SZP1-10191) 
12M (S/N: B921-947) 
140G (S/N: 72V1-75002) 
140H (S/N: 5HM1-76001) 
140K (S/N: JPA1-4837; SZL1-10612) 
140K Series 2 (S/N: SZW1-10111) 
140M (S/N: B9D1-76001; D9G1-1813) 
140M Series 2 (S/N: M9D1-1844; R9M1-559) 
160K (S/N: SZM1-10156; JBP1-3177) 
160M (S/N: D9T1-1563) 
160M Series 2 (S/N: M9K1-425; R9L1-258; R9T1-349) 

Petroleum Engine 
C7 PETROLEUM (S/N: P7L1-154; C7P1-313) 

Track-Type Loader 
963C (S/N: BBD1-75001; 2DS1-80001) 

Track-Type Tractor 
D5M (S/N: 3DR1-78001) 
D6M (S/N: 4JN1-76001) 
D7R (S/N: BRM1-1214; BPT1-732; BNX1-942) 
D7R Series II (S/N: AEC1-78001; ABJ1-75005; AGN1-76001; ACS1-78001) 
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Truck Engines 
3126E (S/N: 9SZ1-78001) 

Wheel Feller Buncher 
573 (S/N: 5731-20074) 

Wheel Loader 
924G (S/N: DDA1-75001) 
928G (S/N: 6XR1-78001) 
930H (S/N: DHC1-54101) 
938F (S/N: 1KM1-78002) 
938G (S/N: 4YS1-78003) 
938G Series II (S/N: MSC1-1266; CRD1-78001) 
950G (S/N: 3JW1-78001; 5FW1-76001) 
950G Series II (S/N: BAA1-78001; AYL1-76001; AXX1-75004) 
950H (S/N: N1A1-5162; M1G1-3437; J5J1-2063; K5K1-82298; MXL1-1779; JLX1-1003) 
962G (S/N: 3BS1-76001; 5AS1-78001) 
962H (S/N: N4A1-76001; SSA1-486; M3G1-1374; J6J1-606; K6K1-78002; MAL1-599; 
PCW1-377) 
966F (S/N: 4YG1-75005; 1SL1-75005) 

Wheel Skidder 
525B (S/N: 3KZ1-75001) 
525C (S/N: 5251-2044) 
535C (S/N: 5351-755) 
545C (S/N: 5451-1256) 

Description Of Change: The new gaskets provide reliable protection from leakage. 

Adaptable To: The following changes are adaptable to the products within the listed serial numbers, 
and are effective with all products after the listed serial numbers. 

The new and former gasket part numbers are listed in Table 1. 

Table 1
Qty New Part Number Part Name Former Part Number (1)

1 240-2767 Gasket 
233-7655 

187-8593 

1 300-7933 Gasket 
233-7654 

7E-9817 
(1) The former part number listed is for reference only and may differ.
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