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Applies To:CE Bus with Gas or Propane units built until 6/19/18

CHANGE LOG

Please refer to the change log text box below for recent changes to this article:

l04/27/2018 Initial Article Release
107/27/2018 - updated build dates of applicable buses

DESCRIPTION

This document will guide the user through replacing the driver's side hood cable for a CE Bus with a propane or gas engine.

NOTE: Buses built after 6/19/18 have a new bracket and cable and do not require this corrective action.

SYMPTOM(s)

1. Fallure of the cable and/or cooling module bracket on the driver's side of a gas or propane bus, similar to picture below
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2. Another potential failure is the passenger side cable breaks due to uneven forces on the cables. In order to restore even
forces the driver's cable will need to be replaced as shown in the repair process.

Figure 1: Mounting to cooling module bracket

Item 1: radiator lifting eye
Item 2: cooling module bracket

SERVICE PARTS INFORMATION

Quantity
Required Notes

CABLE,HOOD SAFETY, ASSY 4120539c91 1

Kit Description Part Number

Park vehicle on hard flat surface, turn the engine off, set the parking brake, and block the wheels to
prevent the vehicle from moving in both directions. Failure to do so may result in property damage,
personal injury, and / or death

Always wear safe eye protection when performing vehicle maintenance. Failure to do so may result in
serious eye injury
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REPAIR STEP(s)

Replace existing cable with 4120539¢91 and install to the radiator lifting eye as shown in figure 2 below.

|Figure 2: Mounting to radiator lifting eye

Item 1: Radiator lifting eye
Item 2: Cooling module bracket

Below is another illustration for clarity.

WARRANTY INFORMATION

Warranty Claim Coding:

Refer to the Warranty Coding Manual for Group and Noun Codes.

SRT A16-830 HOOD STOP CABLE and/or cable spring, Replace

Standard Repair Time(s):
Refer to the SRT Manual for Repair Times

OTHER RESOURCES

Master Service Information Site
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