Measure no. Subject

US 61223015-08 TA SI1 13 002 15 (023)R Engine stalls when idling
(only on R13 with BMS-E)

Status date (mm/dd/yy) Status Organization

5/2/18 Accepted us, MOT

Date created (mm/dd/yy) Created by PQM Problem reference

5/2/18 Carsten Gruetzmacher

Release date (mm/dd/yy) Approved by Dealer release

Allow automatic release

Vehicles affected

E series Engine Body

R13/40

Production period (from/to) Feedback (all cases relating to
(mm/ddlyy) Comment on production period measure up to) (mm/dd/yy)

/

Complaint

Idling is occasionally unstable (most often after long journeys); the engine sometimes cuts

out. It often cuts out again after being immediately restarted.

Cause

1. Software of the engine control unit DME-E (supplier "Marelli").

In April 2013 the DME-E replaced the DME-CII, which had been fitted in this series up
until this time (this implementation date not only applies for authorities and CKD vehicles!).
Simple identification: the signature "Marelli" can already be seen after removing the seat

bench on top of the engine control unit.

2. the hose clamp with which the intake neck is clamped on the throttle body can become

too loose - excess air can be draw in as a result.

Measure
Additional part numbers added in this field.
See SI 13 002 15 (023)R Engine Idle unstable.



1. Digital Motor Electronics update with ISTA/P 3.56.3 OR a current version.

2. Hose clamp for the intake neck on the throttle body (position "1" in the attached file
"Image")

a) Initially LOOSEN slightly and

b) Subsequently TIGHTEN "hand tight" (tightening torque 1.1 Nm)

The "integration level" has no significance for vehicles with BMS-E type DME!
The important point is that the final report after successful software update contains the

following part numbers:

- R13/40 ECE: 8561542 or 8388468 (status as of May 2018)
- R13/40 US: 8561543 or 8388469 (status as of May 2018)
- R13/40 BRAZIL: 8563844 or 8393716 (status as of May 2018)

(see example in the attachment of an extract from the software update final report for a

R13/40 ECE = part number 8561542)

The update also prevents additional piston damage caused by misfires in markets with

fluctuating fuel grades (e.g. South and Central America).

Complaint
Fault location Fault type Fault place
' Engine running Engine: running
characteristics not OK
Cause
# Fault location Fault type Fault place

1 13/61 DME engine

control unit
Repair Task Special Clearance Area
Program/encode Yes Powertrain

Fault code
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