Measure no. Subject

US 63578558-03 Poor engine running characteristics at low partial
load

Status date (mm/dd/yy) Status Organization

9/7/18 Accepted us, MOT

Date created (mm/dd/yy) Created by PQM Problem reference

9/7/18 Carsten Gruetzmacher

Release date (mm/dd/yy) Approved by Dealer release

Allow automatic release

Vehicles affected
E series Engine Body

K21/11 K22 K23 K32 K33

Production period (from/to) Feedback (all cases relating to
(mm/ddlyy) Comment on production period measure up to) (mm/ddlyy)

/

Complaint

Affected are R nineT derivatives with Euro4 exhaust emission standards (as of model

year 2017); thus vehicles with power management system MP.

Possible symptoms:

- at idle speed, the engine temporarily runs on one cylinder

- hardly any power in the low engine RPM range, therefore driving off is only possible
at high RPM's

- engine stalls at idle speed

In such cases, the following fault memory entry is ALWAYS displayed:
ADAPTION MIXTURE PREPARATION BANK 1

(often along with other fault memory entries concerning mixture preparation)

Cause

The idle speed control does not function properly if the engine control unit does not



detect the throttle is fully closed (contacts the idle speed stops).

Measure

Be sure the BMW workshop system is version 3.62.3 or a more recent version..

Via BMW workshop system check the throttle valve sensor percentage when the throttle

valves contact the idle speed stops (= rest position).

If values greater than or equal to 0.4% are displayed, the idle speed control still does NOT
function and the engine running malfunction persist!

Please renew the left throttle valve.

Complaint
Fault location Fault type Fault place
Driving off Drive-off performance not
OK
Cause
# Fault location Fault type Fault place
' 1 13/54 Idle actuator
Repair Task Special Clearance Area
No action No Powertrain

Fault code

Progman / DIS / ISTA / ISTA/P

System State Version
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