Technical product information

Topic Accessory valve caps - Difficult to remove
Market area Bentley: worldwide (2WBE)

Brand Bentley

Transaction No. [2033864/3

Level EH

Status Approval

Release date

New customer code

Object of complaint

Complaint type

Position

running gear -> wheels, tyres, Tyre Pressure Monitoring System -> tyre valve

component / consumables -> damaged

> not specified <

New workshop code

Object of complaint

Complaint type

Position

running gear -> wheels, tyres, Tyre Pressure Monitoring System -> tyre valve

component / consumables -> damaged

> not specified <

Vehicle data

Continental Series-Flying Spur-Mulsanne-Bentayga
Sales types

Type|MY [Brand|Designation |Engine code |Gearbox code |Finaldrive code
39* |2012|E * * *
39* |2013|E * * *
39* |2014|E * * *
39* |2015|E * * *
39* |2016|E * * *
39* 12017 |E * * *
39* |2018|E * * *
383*|2018|E * * *
383*|2019|E * * *
3W* 12004 |E * * *
3W* 12005 |E * * *
3W* 12006 |E * * *
3W* 12007 |E * * *
3W* |2008 |E * * *
3W* 12009 |E * * *
3w* 12010 |E * * *
3w* 12011 |E * * *
3W* 12012 |E * * *
3Y2* |2011|E * * *
3Y2* |2012|E * * *
3Y2* |2013 |E * * *
3Y2* |2014 |E * * *
3Y2* |2015|E * * *
3Y2* |2016 |E * * *
3Y2* |2017 |E * * *
3Y2* |2018 |E * * *
3Y2* |2019 |E * * *
4V1* 12017 E * * *
4V1* 12018 E * * *
4V1* 12019 [E * * *
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Technical product information Transaction No.: 2033864 /3
Accessory valve caps- Difficulttoremove

Customer statement / workshop findings
Unableto remove Accessory valve caps, Figure 1 showsan example of the caps

Figure 1

Technical background
We have observedinstanceswhere the caps have been difficultto remove once fitted, the issueis caused by corrosion.

Thevalve stemitselfismade from aluminiumand the accessory valve capsare chromium platedbrass, itis possible under certain environmental
conditions, particularly winterroad salt, for corrosion to take place between these dissimilar metals.

Production change
Not applicable

Measure

The solutionisto apply a thin smear of silicon-based grease, such as Dow Corning highvacuum grease, to the external threads of the valve stem
prior to fitting the accessory valve cap. Grease should be applied any time the cap isremoved and grease isnot evident



