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SUBJECT: Reprogramming File Availability to Address
Operational Concerns with “Gen 2.0” and “Gen 2.1”
Fujitsu-TEN (F10) Navigation and 7” Display Audio Units

INTRODUCTION:

This bulletin announces new reprogramming file availability and the software installation

procedure to address additional operational concerns received from the field and listed below
involving “Gen 2” F10 Navigation and Display Audio units with 7” display. The procedure will
involve downloading the applicable software update files then loading them onto two flash drives for
audio unit installation. It is important to read through and understand this information completely
before proceeding. These latest software updates contain new logic to address the

following concerns:

* Incomplete SXM channel list displayed

*  Thumbnail images included with phone contacts are not displayed (iPhone only)
* Quick Message is grayed out and cannot be selected for a reply message

* Head Unit does not respond to touch panel (soft key) commands

In addition to updates for above conditions, each of the new files listed in the table below contain
ALL of the previous updates for conditions referenced in prior TSBs 15-182-15R, 15-183-15R and
15-198-16R which this TSB replaces. An overview of conditions addressed in the three prior TSBs is
provided in Appendix section on page 19.

PRODUCTION CHANGE INFORMATION:

(see Step 1 on page 3). Compare the result to the updated table shown below. If the current version
number is PRIOR to the version number listed in the table, continue with the updating procedure.

Continued...
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NAVI Update Software File Name
Model | "otel | 7, | Facenlate 1D _ _ Subarunet Link Title
ear | pa umber Update File #1 Name Update File #2 Name
FB644US BF4_MY15_LEG_OUT NAVI #1
NAVI NU9021_USB_1st.exe NU9021_USB_2nd.exe
2015 FB664US BF4_MY15_LEG_OUT NAVI #2
FB644UM BF4_MY15_LEG_OUT DISPLAY AUDIO #1
DA 0U9020_USB_1st.exe 0U9020_USB_2nd.exe
FB664UM BF4_MY15_LEG_OUT DISPLAY AUDIO #2
FB685US BE5_MY16_LEG_OUT NAVI #1
NAVI NU9313_USB_1st.exe NU9313_USB_2nd.exe
Legacy FB695US BE5_MY16_LEG_OUT NAVI #2
2016
Outf)‘ack FB685UM BE5_MY16_LEG_OUT DISPLAY AUDIO #1
DA 0U9312_USB_1st.exe 0U9312_USB_2nd.exe
FB695UM BE5_MY16_LEG_OUT DISPLAY AUDIO #2
FB876US BD6_MY17_LEG_OUT NAVI #1
NAVI C_NU9510_USB_1st.exe C_NU9510_USB_2nd.exe
FB856US BD6_MY17_LEG_OUT NAVI #2
2017 FB856UM BD6_MY17_LEG_OUT DISPLAY AUDIO #1
DA C_0U9509_USB_1st.exe C_0U9509_USB_2nd.exe
FB876UM BD6_MY17_LEG_OUT DISPLAY AUDIO #2
MC4_MY15_IMP_CROS NAVI #1
NAVI FM634US NU9115(US)_USB_1st.exe NU9115(US)_USB_2nd.exe
2015 MC4_MY15_IMP_CROS NAVI #2
MC4_MY15_IMP_CROS DISPLAY AUDIO #1
DA FM664UM 0U9114(US)_USB_1st.exe 0U9114(US)_USB_2nd.exe
MC4_MY15_IMP_CROS DISPLAY AUDIO #2
FM655UH MB5_MY16_IMP_CROS NAVI #1
NAVI NU9411_USB_1st.exe NU9411_USB_2nd.exe
Im;geza 2016 FM675UH MB5_MY16_IMP_CROS NAVI #2
Crosstrek FM705UM MB5_MY16_IMP_CROS DISPLAY AUDIO #1
DA 0U9410_USB_1st.exe 0U9410_USB_2nd.exe
FM685UM MB5_MY16_IMP_CROS DISPLAY AUDIO #2
FM666US MA6_MY17_IMP_CROS NAVI #1
NAVI NU9510_USB_1st.exe NU9510_USB_2nd.exe
- FM686US MA6_MY17_IMP_CROS NAVI #2
FM685UM MA6_MY17_IMP_CROS DISPLAY AUDIO #1
DA 0U9410_USB_1st.exe 0U9410_USB_2nd.exe
FM705UM MA6_MY17_IMP_CROS DISPLAY AUDIO #2
FF667US FK7_MY16_FOR NAVI #1
NAVI NU9915_USB_1st.exe NU9915_USB_2nd.exe
2016 FF687US FK7_MY16_FOR NAVI #2
FF667UM FK7_MY16_FOR DISPLAY AUDIO #1
DA 0U9914_USB_1st.exe 0U9914_USB_2nd.exe
FF687UM FK7_MY16_FOR DISPLAY AUDIO #2
FF868US FJ8_MY17_FOR NAVI #1
NAVI NU9411_USB_1st.exe NU9411_USB_2nd.exe
FF878US FJ8_MY17_FOR NAVI #2
Forester 2017
FF678UM FJ8_MY17_FOR DISPLAY AUDIO #1
DA 0U9410_USB_1st.exe 0U9410_USB_2nd.exe
FF698UM FJ8_MY17_FOR DISPLAY AUDIO #2
FF629US FH9_MY18_FOR NAVI #1
NAVI NU9610_USB_1st.exe NU9610_USB_2nd.exe
2018 FF639US FH9_MY18_FOR NAVI #2
FF689UM FH9_MY18_FOR DISPLAY AUDIO #1
DA 0U9609_USB_1st.exe 0U9609_USB_2nd.exe
FF679UM FH9_MY18_FOR DISPLAY AUDIO #2
VK1_MY16_WRX NAVI #1
NAVI Fv631US NU9212_USB_1st.exe NU9212_USB_2nd.exe
2016 VK1_MY16_WRX NAVI #2
VK1_MY16_WRX DISPLAY AUDIO #1
DA FV651UM 0U9211_USB_1st.exe 0U9211_USB_2nd.exe
VK1_MY16_WRX DISPLAY AUDIO #2
VJ2_MY17_WRX NAVI #1
NAVI Fv642US NU9510_USB_1st.exe NU9510_USB_2nd.exe
WRX & VJ2_MY17_WRX NAVI #2
2017
WRX STI FV662UM VJ2_MY17_WRX DISPLAY AUDIO #1
DA 0U9509_USB_ 1st.exe 0U9509_USB_2nd.exe
Fv672UM VJ2_MY17_WRX DISPLAY AUDIO #2
VH3_MY18_WRX NAVI #1
NAVI FV673US NU9610_USB_1st.exe NU9610_USB_2nd.exe
2018 VH3_MY18_WRX NAVI #2
Fv843UM VH3_MY18_WRX DISPLAY AUDIO #1
DA 0U9609_USB_1st.exe 0U9609_USB_2nd.exe
FV833UM VH3_MY18_WRX DISPLAY AUDIO #2

NOTE: Software Version Numbers (as referenced in the Service Procedure below) are included

in the Update Software File names. Example: NU9017 and OU9106 are Version Numbers.

Continued...
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MATERIALS REQUIRED:

2 empty 2GB, USB 2.0 storage devices (flash drives) will be needed
to perform these updates. The drives should be dedicated to storing
and transferring these updating files only. They also need to be no
more than 4GB in size and contain a FAT32 file format before -
downloading update files onto them. Do NOT use any USB \
drives which contain or require the use of file management,

encryption, file backup or other software to function.

SERVICE PROCEDURE / INFORMATION:

IMPORTANT REMINDER: Read through and understand this procedure COMPLETELY before
proceeding further.

Step 1: Version Check Procedure

Before proceeding with any updates, the currently installed software version must be determined.

If the latest software version (or later) is already installed, no updates are necessary. The Version

ID numbers for this procedure are found in the Update File Applicability / Information table shown
above. If the Version ID numbers identified during the Version Check procedure are prior to (or lower
than) those shown on the table, proceed with the remainder of the software update beginning with
Step 3.

Press “AUDIO/TUNE” button 5 times

-

1. Press and hold

* Switch the unit into “Diagnosis Mode” by pressing and holding the HOME button while
pressing the “AUDIO/TUNE” button 5 (five) times.

Function Check/Setting

Service Information

Product Information

Continued...
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* Press “Service Information”

*  Press “Version Information”

* Press “Push” next to DA (or AVN for Navigation units)

Information

acturer Name
FUJITSU TEN

| Vérsion

Nor 0OuU9005
eSD : 0U9005
POWER 02.1026
CAN 14.0012
POWER BOOT 021017

*  Verify the current versions according to the Update File Applicability / Information table
shown table shown on page 7. Use the down arrow to scroll to the bottom of the list for
complete verification.

» If the software version is current, press and HOLD the HOME button to exit the Diagnostic
Mode and complete the procedure as no updates are necessary. If no updates are necessary,
continue your diagnosis of the customer concern. If the Version ID numbers are prior to (lower
than) those shown in the table above, proceed with Step 2, preparing the USB memory (Flash
Drives) then Step 3, the software update procedure.

Continued...
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NOTE: If updates are necessary, the Version Check procedure will need to be performed again after
each update installation to confirm the procedure was successful.

After performing the Version Check procedure, if updates are determined to be necessary, the 2 USB
flash drives will be needed to download the Update Files onto. All the F10 update files are accessible
for downloading from Subarunet under: Service>>Forms / Downloads>>Downloads for Audio/Navi
page then clicking on the applicable hyperlink:

Click Here to Access the Downloads for Audio/Navigation Information on Subarunet

You are here # Service Operafions & Technical » Fox

g Track Display (T 43-10)
Download Files (TSB 15-165-13)

Clanon Bluetooth Audi

2017MY Imprera (includes WIN-74R), J018MY BRZ, 2018MY Crosstrek, 2018MY Impreza and 2018MY Legacy/ Outback:
R.Z-HARMAN AUDIQ UPDATE-JULY 2018
MAN, X JULY 2018
AN AUDIO UPDATE-JULY 2018

Legacy -
2015MY | egaey & Outhaek wi F10 7° NAVI Update File 21- 122017
2015MY Legacy & Outback w/ F10 7° NAVI Update File £2- 12-2017
2015MY Legacy & Outhack w/ F10 7° DISPLAY AUDIO Updare File #1- 12-3017
2015MY Legacy & Outhack v/ F10 7° DISPLAY AUDIO Update File £2: 12-2017
BES MY16 LEG QUT NAVI Update File #1
BES MY16 LEG QUT NAVI Update File #2
BES_MY16 LEG OUT DISPLAY AUDIO Update File 21
BES MYI6 LEG QUT DISPLAY AUDIO Update File #2
BD6 MY1? LEG OUT NAVI Update File £1
BDG.MY17 LEG OUT NAVI Update File 22
BO6 MY17 LEG OUT DISPLAY AUDIO Undate File 21

BDG& MYi7 LEG OUT DISPLAY AUDIO Undate File £2
Impreza & Crosstrek:
2015MY Impreza / Crosstrek wi F10 7° NAVI Update File #1- 3-2018
2045MY Impreza £ Crossirek wl EAQ 7° NAYI Update File #2- 3:2018
2015MY Imprez, wi F10 7* BISPLAY AUDIO Update File #1- 3-2018
fF10 7 DISPLAY AUDIO Update File #2- 3-2018

IMPORTANT NOTE: As of 12/28/2018, these latest update files have not been sent to Retailer SDS
systems. Follow procedure “A” above in the interim to perform this latest update. This TSB
will be revised after the latest files have been successfully sent to Retailers.

In addition, these files have also been sent to Retailer SDS systems by Nuspire and can be found in
My Documents listed as: “F10Software Updates Gen 2.0 and 2.1Audio and Navi Head Units”.

The Subarunet page shown above will display which contains links to the update files 1 & 2 for each
model head unit. Do not download any files at this point. The file download procedures are supplied
later in this bulletin. The 2 flash drives must be formatted before the Update Files can be downloaded
onto them as outlined in Step 2 below.

G Google Chrame

é—f Adobe Acrobat 3 Pro »
VERY IMPORTANT: Before attempting to download any data | il sses=rossoncs » [

files, confirm the PC and flash drives you are using are not infected |l #ooerrorsnop s -
with any virus. The flash drives will need to be formatted for 2 o oficewera o »

Step 2: Prepare the USB Memory (flash drive)

Control Panel

FAT32 following the steps below. Adobe usttor €5 g i andPrntes
- ) ) Default Programs
USB Flash Drive Formatting Procedure: S

* Install a flash drive into an available USB port on your PC. g - ’

» Click Start (this is located in the lower left corner of the
desktop screen) then, in the Search programs and files
box, type “explorer”.

Ca

Calculator
_.‘ Getting Started »

»  AllPrograms

Start Button

Continued...
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https://content.subarunet.com/snet/secure/business/service/forms/audio_downloads.htm

NOTE: On SDS Notebook you may also press the My

Documents button on the GUI Home Screen.

As you type the word “explorer”, search results will
start to appear. In the results, click on the “Windows
Explorer” option under the Programs section.

Programs (4)

& Internet Explorer
| = Windows Explorer

| Displays the files and folders on your computer. §

Control Panel (4)
Change the search provider in Internet Explorer

Turn autocomplete in Internet Explorer on or off
Change how web pages are displayed in tabs
Documents (3)

standard
E;i standard
@ About_the_Web_Graphics_Project

' See more results

|Exp|ﬂrer ® ‘ | Shut down |. D.|

Organize +  System properties  Uninstall orgfange a program

4757 Favorites
B Deskiop
18 Downloads ~
2] Recent Places 237 GB free of 297 GB
« JRvices with Removable Storage (3)

45 Libraries

&
>[4 Documents / L@ DVD RW Drive (D:)
> o) Music

» [ Pictures » Network Location (5)
> B Vide

.

8 Computer
& & Local Disk (C)
& [l Removable Disk (f

» €l Network

D50001420 Domain: sea.scaad.com
M7LWINT\3 base image Processor: Intel(R} Pentium(R) CP...

A

Map network drive

Memery: 4.00 GB

Open Control Panel

&4
DVD RW Drive (E)

L_ = Removable Disk (F:)
T [
256 GB free of 20.8 GB

% ) Computer »

Search Computer

o

NOTE: Always confirm the

Organize v Eject

7 Favorites
B Desktop
18 Downloads

%] Recent Places

' Libraries
=] Documents
& Music
(& Pictures
B videos

m

8 Computer
&2, Local Disk (C)
&4 DVD RW Drive (D:]
B Removable Disk (f

> €l Network

Rermauahls Dick

Properties  System properties  Uninstall or change a program  Map network drive

4 Hard Disk Drives (1)
Local Disk (C:)

237 GB free of 297 GB

4 Devices with Removable Storage (3)

s DVD RW Drive (D)
& 13LEGACY_CO_QRG
0 bytes free of 510 MB

=

-

&4
3 DVD RW Drive (E)

» Network Location ()

Removable Disk (F) Spaceused: Bl | Totol size: 208 GB

Snars fras 25 A GR File cuctar: FATI?

Open Control Panel

=

== ¥

]

@ device you are formatting is

the USB Flash Drive. This
drive may have various

names assigned to it by the
manufacturer of the device

S Removable Disk (F:)
e
256 GB o

Open in new window
Scan for Viruses..

Share with

Open as Portable Device

and may not reflect the
drive name given in this
example.

Combine supported files in Acrobat..

Format...

Eject
Cut
Copy

Create shortcut

Rename

Properties

» Right click
the picture for
“Removable Disk”
then select
“Format”.

Continued...
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*  When the “Format” dialog box appears, make sure that the option labeled “File System” is
set to FAT32 and the Quick Format box is checked as well. Then, click the “Start” button.

1% » Computer » ~ | %4 [ll Search Computer 2
Organize « Eject Properties System properties Uninstall or change a program Map network drive Open Control Panel =~ 0 @
A < i i
3¢ Favorites — # Hard Disk Drives (1)
B Desktop Local Disk (C:)
4 Downloads -

=
] Recent Places 236 GB free of 297 GB

4 Devices with Removable Storage (3)

4 Libraries ] Removabie bisk tFa
5 Documents = DVD RW Drive (D:) = DVD RW Drive (E) L —
D Musi ) y 255 GB free of 29.8 GB
usic
[ Pictures = » Network Location (5)
B Videos Format Removable Disk (F) L= J

\

Capacity:
[l omputer
& Compr (0.8
&, Local Disk (C)
File system
& Removable Disk (F
|FaT32 efauit

Allocation unit size

[ 15 kiobytes -

Volume |abel

- € Network

-

B Removable Disk (F) Spaceused: @8 | Total size: 20.8GB

| S—

Removable Disk Space free: 256 GB File system: FAT32

Format options

[¥] Quick Format:
[] Create an MS-DOS startup disk

* Click “OK” when the following window appears.

Format Removable Disk (F)

WARMING: Formatting will erase ALL data on this disk.
To format the disk, click OK. To quit, click CAMNCEL.

oK || Cancel |

» The drive will start formatting and display this window when it is finished. Click
“OK” to complete the process.

[

@ Format Complete,

» Repeat the procedure above for the second flash drive

Continued...
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Step 3: File Download Procedures

After formatting the 2 flash drives is complete, the two Update Files must be downloaded from either
the Subarnet links or from the My Documents section of the SDS system when using the files sent by
Nuspire, one to each flash drive. Label them Drive “1” and Drive “2”. The updates must be installed
in order, Drive “1” first followed by Drive “2”.

Follow “A” when using files downloaded from Subarunet.
Follow “B” when using the files sent directly to the SDS notebook from Nuspire (page 12).

IMPORTANT NOTE: As of 12/28/2018, these latest update files have not been sent to Retailer SDS
systems. Follow procedure “A” above in the interim to perform this latest update. This TSB
will be revised after the latest files have been successfully sent to Retailers.

“A” When using update files downloaded from Subarunet:

NOTE: Update File #1 contains 1 file. Update File #2 contains 3 files. The Subarunet screenshots
below will take you through the steps required to get the selected Update Files onto the flash drives
and ready to use. Update File sizes are quite large and depending on the speed capabilities of the

computer, it may take some time to complete the downloads.
PLEASE BE PATIENT!

Double-click on the file you want to download
and it will begin the transfer to your computer
automatically.

Downloading

You may receive the
warning below during the
| file download. Click on the
-] drop down next to Discard
: and Keep the file.

Continued...
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Once the downloads are complete, locate the Update Files (reference the chart on page 7 for the file
names) in the Downloads Folder. Once you locate each file, unzip them one at a time to transfer their
contents to the appropriate USB flash drive. As an example, update NU9020 USB _1st.zip for a 2015
Legacy would be unzipped to USB #1 and NU9020 USB_2nd.zip would be unzipped to USB #2.
NOTE: If not already done, follow the procedure (Step 2) for formatting (removing any existing

files) your flash drives. Plug the “clean” flash drive into your computer.

* Go to your Windows Start screen, select “Computer” (or click on My Documents if you are
using the SDS notebook) and click on “Downloads”.

|E3 Microsoft Office PowerPoint 2007  »
&3 SDRT

l I FlashWrite

IS Subaru Select Monitor [N
w Calculator
Connect to a Projector

Getting Started »

Sticky Notes

D SHTG

| Programs

Documents

Computer

Control Panel

Devices and Printers

Default Programs

Help and Support

h\l‘ U ‘5’.‘" v I‘I“

O_Q-. ' » Computer »

Organize ~ System properties
;' Favorites
B Desktop
i Downloads

<» Recent Places

. Libraries
" Documents
4, Music
&, Pictures
8 videos

& Computer
& Local Disk (C)
«>» Removable Disk (D:)

Continued...
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*  Once your list of downloaded files opens, locate and click on the downloaded Update Files
(in this example, “OU9103 _USB...” ) you are looking for. TIP: If you click on Date
Modified you can sort the downloaded files by the date they were added which will bring the
newest file to the top.

WG 1O

- TD;MCI.IIDQ Wy

0 J% B¢ wbes s Dessbosts T

C i b o bbary = ey ittt - P o
{ L Nawe 2 “-Iu_ "y Pope "
QS S Appendia OUBSSN VI8 fie.  SIA0MS DM Agplcsten

-

» Double clicking the Update File will bring up a dialogue box with a security warning, click
on “Run” to continue.

* Click on “Browse”

Open File - Security Warning |i

1 publishor couid ot be verfiod. Are you sure you wanttrun this WinZip Self-Extractor - 5B15-041E_Appendix 0U9103_USB._.. (RS
software?

) : To unzip all files in this self-extractor file to the specifi
E Name: ..ownloads\SB15-041E_Appendix_OU9103_USB_1st_617.exe folder press the Unzip button
Publisher: Unknown Publisher o
o Run WinZip
Type: Application

Unzip to folder:
From: C:\Users\dban\Downloads\5815-QfIE_Appendix_OU9103.. Users\dban\AppData\Local\Temp [ B I [ Close ]

Run [ Cancel [] Overwrite files without prompting
Always ask before opening this file

23 This file does nothave a valid digital signature that verifies its publisher.
‘@’ You should only run software from publishers you trust How can |
decide what software to run?

* As shown below, click on “Removable Disk” which is your USB flash drive where you want
the unzipped file(s) to be saved. Click “OK” then click on “Unzip”.

Continued...
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-

Browse for Folder

Unzip to Folder:

I Desktop
] 6, Network
> -4 Libraries

a N Computer

»

-

< _ Field Info (\\SOA\DATA\Service\Service”
| . .90 Assn. Info

WinZip Self-Extractor - SB15-041E Appendix OUNQ3_USE._.. IS0

4'0:\

Overwrite files without prompting

To unzip all files in this self-extractor file to the specified
folder press the Unzip button.

Unzip to folder:

Run WinZip

[ Browse... ] [

Close

About

Help

The Update File will unzip and be saved to your flash drive.

-

WinZip Self-Extractor

=)

1 file(s) unzipped successfully

\

J

» Confirm the Update File (and flash drive) is ready to use by going back to Start > Computer
and double clicking on “Removable Disk” to display the drive’s contents as shown in the
examples below. All of the files will have a “.kwi” extension at the end of their file name. If
OK, proceed with Step 4: Update Software Installation starting on page 18.

Organize ~ Share with ~ New folder

4 . Favorites
I Desktop
14 Downloads

~» Recent Places

4] Libraries
> . Documents
b . Music
> &, Pictures
P ‘, Videos

4 & Computer
> & Local Disk (C:)
I iz Removable Disk (D:)

Name

13FSDANA-CA00_9999 kwi

P

Date modified Type

2/4/2015 9:09 AM KWI File

Size

19,543 KB

, Favorites

M Deskiop

i Downloads
i Recent Plages

-d Libraries

" Docurnents
o Music

&, Pictures
‘ Videas

4 & Computer

MNew folder

@O'.b b Computer b Removable Disk (O

Owganize = Share with =

Name

13FSDANA-CARL 9999 bowi
13PFBACKUPDE.KWI
13FFEACKUPDLEWT

REMINDER: There can only be ONE Update File stored on each flash drive or the update
procedure will not work. If you see more than one Update File stored, start over by re-formatting

the flash drive again and reloading the Update File you are trying to install.

Continued...
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IMPORTANT REMINDERS:
* Do not change the Update File names after downloading them.

* Do not save any other version Update Files onto the flash drives.

“B” When using update files sent directly from Nuspire:

REMINDER: As of 12/28/2018, these latest update files have not been sent to Retailer SDS systems.
Follow procedure “A” above in the interim to perform this latest update. This TSB will be

revised after the latest files have been successfully sent to Retailers.

e From the GUI screen, open My Documents to display the list of available files shown below.

s L
= | F10 Software Updates Gen 2.0 and 2.1 Audio and Navi Head Units
Home  Share  View
~ 4  » ThisPC » Documents » F10 Software Updates Gen 2.0 and 2.1 Audio and Navi Head Units »
O Name Date modified Type Size
-~ | 2015MY Impreza Crosstrek w F10 7 DISPLAY AUDIO Update -3-2018 hfzsr:ma 224PM  Filefolder
| 2015MY Impreza Crosstrek w F10 7 NAVI Update -3-2018 T/25/2018 224 PM  File folder
* | 2015MY Legacy & Outback w F10 7 DISPLAY AUDIO Update -12-2017 7/252018 224 PM  File folder
. | 2015MY Legacy & Outback w F10 7 NAVI Update -12-2017 7/25/2018 225PM  File folder
- | 2016MY Forester w F10 7 DISPLAY AUDIO Update -12-2017 7/25/2018 225PM  File folder
L 2016MY Forester w F10 7 NAVI Update -12-2017 T/25/2018 2:25PM  File folder
| 2016MY Impreza Crosstrek w F10 7 DISPLAY AUDIO Update -7-2018 7/25/2018225PM  File folder
| 2016MY Impreza Crosstrek w F10 7 NAVI Update -7-2018 7/25/20182:25PM  File folder

11} 2016MY Legacy & Outback w F10 7 NAVI Update -7-2018 7/25/2018 2:26PM  File folder
1] 2016MY Legacy & Outback w F10 DISPLAY AUDIO Update -7-2018 7/25/20182:26PM  File folder
1] 2016MY WRX w F107 DISPLAY AUDIO Update -12-2017 7/25/20182:26PM  File folder

[ 2016MY WRX w 107 NAVI Update -12-2017 772572018 226PM  Filefolder
111 2017MY Forester w F107 DISPLAY AUDIO Update -7-2018 7/25/2018 227PM  File folder
11 2017MY Forester w F107 NAVI Update -7-2018 " 7/2572018227PM ¢
1L 2017MY Impreza Crosstrek w FI0 7 DISPLAY AUDIO Update -7-2018

ITMY Legacy & Outback w F10 7 NAVI Update -7-2018

e Insert a “clean” USB flash drive (Drive 1) into the computer being used for the download.

e For these F10 updates, after clicking on the file for the vehicle being updated, 2 files will be
displayed as shown below. Like the files downloaded from Subarunet, they too are .zip files and

need to be “unzipped” before they can be used.

Continued...
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e Click on the first file (file name ends with _1%). A WinZip Self-Extractor dialog box will appear.
e Click on “Browse” and select the USB flash drive as the destination (“D:\” in this example)
e C(Click on Unzip.

e When file transfer to the USB flash drive is complete (a “unzipped successfully” box will
appear), click on “OK”, remove Drive 1 and replace it with Drive 2.

e Repeat the above steps and transfer the contents from the second file (ending with _2") to
Drive 2.

e Confirm both USB flash drive and files are ready to use by double clicking on each (“D:\” in this
example) to display their contents. Drive 1 will have just 1 file while the Drive 2 will have 3.

e Unplug Drive 2 and proceed to Step 4 below.

Step 4: Update Software Installation

NOTE: Because of the time it takes to perform these updates, Subaru of America, Inc. (SOA) highly
recommends connecting the Subaru Midtronics GR8 Diagnostic Battery Charger to the vehicle and
utilizing the Power Supply Mode feature anytime a vehicle control module is being reprogrammed.
Follow the procedure as outlined in document GR8-1100 on STIS for use of the GR8’s Power Supply
Mode:

* Confirm all electrical loads such as lights, audio, HVAC, seat heaters, and rear defroster are
all switched OFF before setting up for Power Supply Mode.

* Select the correct battery type (Flooded, AGM or AGM Spiral).

* Select the CCA which matches the vehicle’s battery (NOTE: OE and replacement batteries
have different CCA ratings. Always confirm the battery rating before proceeding.)

» Ifthe “Charge Battery” WARNING appears, the battery MUST be charged before
attempting reprogramming.

* DO NOT connect the DSTi or SDI until the GR8 Power Supply mode has completed its
battery test mode and the Charging Voltage has dropped to a steady 13.5 Volts on the display.

» Ifthe GRS “beeps” or the Status Light flashes, a diagnostic charge should be performed on
the battery before proceeding further.

*  Once Power Supply Mode reaches a steady 13.5 volts, connect the DSTi or SDI to the OBD
connector and initiate the reprogramming process.

* Amperage will fluctuate based upon the vehicle’s demand for power. NOTE: If the
voltage rises beyond 14V while programming is in process, the procedure will abort. This
can indicate a need to test or charge the vehicle battery before any further attempt at
programming.

Continued...
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IMPORTANT:

This information is applicable to the Midtronics GR8 Diagnostic Battery Charger ONLY. It does
not apply to any other brand / type of “generic” battery charger whatsoever. ONLY the GRS and its
Power Supply Mode feature has been tested and approved by SOA.

Once the GRS is connected to the vehicle, as long as the battery is fully charged, it takes less than
3 minutes to boot-up the charger, select Power Supply Mode, and have the battery voltage stabilized
and ready for reprogramming.

REMINDER: If the GRS indicates the vehicle’s battery must be charged, charge the battery using
the GRS before proceeding to reprogram the vehicle.

Version Update Procedure

* Turn the ignition / key (ACC) “ON”.

e Press the “AUDIO/TUNE” button.

The Select Audio Source screen will appear.

Install Drive “1” (or Drive “2” after successful
installation of Drive “1”” update is confirmed) into the
vehicle’s USB port. After the flash drive is recognized,
the USB icon will illuminate.

* Once the USB icon is illuminated, switch the unit
into “Diagnosis Mode” by pressing and holding the
HOME button while pressing the “AUDIO/TUNE”
button 5 (five) times.

2. Press "AUDIO/TUNE" button 5 times

1. Press and hold

Continued...
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* Press “Service Information”

*  Press “Program Update” then follow the sequence
shown in the screen shots on the next page

Wait for “OK” to activate Press “0K” Press “SELECT”
(turn black)

CAUTION: Confirm the intended new version is displayed before clicking Select.

NOTE: The “OK” button will not activate (turn black) if the wrong Update File(s) are on the flash
drive. Re-format the flash drive and reload the proper Update Files starting from the beginning of
Step 2.

Press “0K” Once the updating starts, the status bar Turn off ACC
may need to complete more than once
and could take up to about 15 minutes.

Continued...
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If “Update Error” screen is displayed as shown below:

Update Error

Perform the Version
Update again from
Step 3.

Select "OK". ACC OFF then back ON again

If the progress bar stops, please wait 15 minutes. If the progress bar does not change even if after
15 minutes, turn ACC OFF and back ON again then, restart the update procedure from Step 4.

IMPORTANT: Do not turn the ACC (ignition / key) off or disconnect the flash drive from the USB
port during updating.
* Once the update completes successfully,
turn the ACC off,
WAIT 30 SECONDS then turn it
back on again.

» After the unit boots back up, the
“Updating software” screen and its
status bar will be displayed. This
update may take up to 5 minutes
to complete.

When the Software Updates complete, the unit will restart automatically. Once the STARLINK
opening screen is displayed, remove the flash drive from the USB port and turn the ignition off.
CRITICAL STEP: Before proceeding further, perform Step 1 (Version Check Procedure) again to
confirm the updated software installation from Drive “1” was successful. When the update is suc-
cessful, the new software version number will be displayed. If OK, proceed with installation of
the Drive “2” update (repeat Step 4, Update Software Installation). If the updated versions are not

displayed, Step 4 using Drive “1” must be repeated. Once the software and CAN version updates are
confirmed, insert Drive “2” and repeat Step 4.

Step 5: Version Check Procedure

As mentioned earlier, once both update software installations are complete, the Version Check

procedure (Step 1) must be performed again to confirm all of the updates have been installed
successfully.

Step 6: Memory Clear Procedure

After confirming both software updates have been installed successfully, the Memory Clear
procedure must be performed to complete the update procedure.

NOTE: All presets will likely be lost and will need to reset after performing this procedure.

Continued...
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After pressing “Back”, the following screen will be displayed:

_—

Program Updatze

. + Press “Memory Initialization”

e Press and HOLD the “OK”
button until the screen shown
below is displayed (5 to 10
seconds).

Pressand Hold

Now initializing ...

Do not turn of f ACC
until memory initialization is completed.

After memory initialization is completed,

restart automatically J

This screen will be displayed for about 1 minute while the unit restarts. After restart, the Loading
screen and its status bar will be displayed. After the status bar completes, the Main Menu screen will
be displayed. To complete the updating procedure, you must go through the series of Initial Setup
screens, reset the radio station presets and re-pair any mobile devices (where applicable).

NOTE: After confirming the updates are complete, remove the labels and re-format both flash
drives to clear any remaining files so they are ready for use the next time. This reduces the chances
of inadvertently combining files the next time the drives are used. It also ensures that every repair
receives the very latest software as these files will be updated from time to time whenever a newer
version is released.

Continued...
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WARRANTY / CLAIM INFORMATION:

For vehicles within the Basic New Car Limited Warranty period or covered by a Subaru Added
Security Gold plan, this repair may be submitted using the following claim information:

CRITICAL Claim Processing Update: When completing this TSB procedure the post-update
software version number MUST be entered in the Miscellaneous Detail field when submitting the
claim.

LABOR FAIL | LABOR
LABOR DESCRIPTION OPERATION# | CODE | TIME
F10 AUDIO/NAVIGATION HEAD UNIT UPDATE AO31-128 | ZaL-48 | 1.0

NOTE: Up to $12.00 may be claimed ONE TIME in sublet to cover the cost for the 2 USB Flash
Drives ($6.00 each).

IMPORTANT REMINDERS:

» SOA strongly discourages the printing and/or local storage of service information as previously
released information and electronic publications may be updated at any time.

» Always check for any open recalls or campaigns anytime a vehicle is in for servicing.

* Always refer to STIS for the latest service information before performing any repairs.

Continued...
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APPENDIX
VERY IMPORTANT: In addition to updates for conditions listed on page 1, each of the new files
listed in the table on page 2 contain ALL of the previous updates for conditions referenced in prior
TSBs 15-182-15R, 15-183-15R and 15-198-16R which this TSB replaces. An overview of conditions
addressed in the three prior TSBs is provided below.

* SXM channels higher than 256 cannot be selected using the voice command feature.

* Additional characters appear (in this example, question ??? marks) after entering an e-mail
address and password using the software keyboard when attempting to log in to an iHeart
radio account as shown in the screen shot sequence below.

T e - FAPOBITIS "

B £ . Do

Liss Bads
e Coante Statisn ’ I E

iHeartRadio

e and BOP vomr TINe whiteue  wheesve
Corotr youn (oee MewtFode wiowm prw

I 3
[ samact wirh: .'-u-o .n-- n
- xauiT « mack

Log In to your iHeartRadio account Log In to you iHeartRads= - cunt

@ e S Eam email@domian.com _
FRKKRKRRKFRRRRRRRR AR R R AR R KKK KRR KR F K% _

Logha
Log In

» The Navigation system re-boots from the Loading screen (not the STARLINK screen) when
utilizing the remote engine starter (RES) feature (if equipped).

STARLINK screen >

SUUBARU
SUBARL . .n!—.{

Continued...
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» The Navigation system freezes when rerouting if traffic information is supplied by SXM is
used.

* Mirrorlink 1.1 updates

» Enable Mute function for Navigation guidance

* Incomplete display of intersection names in combination meter
* Increased accuracy of the XM Traffic information displayed

* Intermittent delay (approximately 1 minute) in display of map information after initial
start-up of Navigation function (2015MY Legacy and Outback only).

Symptoms addressed in TSB 15-182-15R and 15-183-15R dated 8/11/2015:

Symptom 1: Audio output is lost after a few minutes when listening to SXM satellite radio.
Change: Logic update to provide proper SXM satellite radio operation.

Symptom 2: Bluetooth feature becomes inoperative.

Change: Logic update to provide proper Bluetooth feature operation.
Symptom 3: HD Radio “freezes” after a few minutes of play.

Change: Logic update to provide proper SXM satellite radio operation.

Symptom 4: Back-Up Camera “help lines” do not appear.
Change: Logic change to have the assist lines appear 8 seconds from engine start.

Symptom 5: Map location is inconsistent between Navigation display and iPhone when using
the iPhone’s Google Maps with the phone connected to the USB port in console.
Change: Logic update to show correct vehicle location on iPhone.

Symptom 6: Roads or interchanges have the same name displayed multiple times.
Change: Logic update to show only one road or interchange name at the same time.

1029 Augusta Cir
Morth Huntingdon Twp
Cod ]
] r 3 3
oot Irwin Intercha A
" rwin Interchange &
® G
850f A Irwin Interchange
LT (b -
ot 2y Irwin Interchange
Lpl
( } D€ Com
o Irwin Interchange Wend
@ A Mare > Go

Symptom 7: Navigation function is slow to start when selected.
Change: Logic change to eliminate Navigation system slow-starting condition.

Symptom 8: No map display with key or ignition in “ACC” (accessory) position.
Change: Logic change to allow Navigation system operation in accessory ACC mode.

Continued...
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Symptom 9: No voice guidance provided from Navigation system after selecting a route unless
the ignition is cycled off and back on again.
Change: Logic change to stop voice guidance “Mute” function from defaulting to “ON”.

Symptom 10: Steering wheel switch controls inoperative with iPod (MP3) player connected to the
USB.
Change: Logic change to allow proper steering wheel (satellite) switch functionality.

Symptom 11: Incorrect Umlaut characters are shown on STARLINK display.
Change: Logic change to allow proper display of Umlaut letters.

Before performing the update, Umlaut
[ ] letters are not displayed correctly when
BERONENINNEA using the StarLink display mode.

Symptom 12: No response from the soft touch keys on display.
Change: Logic change to improve communication between display and internal CPU.

Symptom 13: Back-Up Camera is displayed with shifter in positions other than Reverse.
Change: Logic change to allow display with shifter in Reverse only.

Symptom 14: “Line Diag” screen is intermittently displayed while driving.
Change: Logic change to prevent display of the “Line Diag” screen.

Continued...
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Symptom 15: “LIST” soft touch key is not displayed on Bluetooth Audio screen while
using Bluetooth audio feature with an Apple device utilizing i0S8 software version.
Change: Logic change to enhance compatibility with 10S8 software.

Symptom 16: “Beep” sound heard when touching the bottom of the display screen where no
function soft touch keys are displayed.
Change: Logic change to eliminate beeping sound from inactive soft touch key screen areas.

‘When tguching the bottom porbon of
the wormen, 3 “Beep” sound m heard

Symptom 17: SXM caution message screen is displayed in English even when French
language operation settings are selected.
Change: Logic change to make all messages display in the selected operating language.

Subscription Updated.
Press OK to Continue.

SCAN [BList 4 Sound

Symptoms 18-23: The following symptoms are all related to the inability of the software to properly
load. One or all of these 5 conditions may occur at the same time.
Change: Logic updates included where applicable to address each of the following conditions:

Continued...

Bulletin Number: 15-205-16R; Revised 12/28/18 Page 22



Symptom 18: Repeated display of the “Loading”
screen at initial unit start-up.

Symptom 19: Bluetooth device pairing failure.

Symptom 20: Inoperative steering wheel (satellite)
switches.

Symptom 21: Voice recognition feature inoperative.
Symptom 22: SXM radio feature inoperative. Loading Screen

NOTE: The July 2018 update includes a single enhancement to Gen 2.1 audio units ONLY and
contain all previous enhancements along with Symptom 23 as described below. See the revised
update file application table on pg. 2. The July 2018 update does not include any NEW enhancements
for these Gen 2.0 equipped models.

Symptom 23: Unable to access SXM source or switch to SXM channels by using the preset
buttons on the display.

Symptom and updates outlined in SB 15-198-16R dated 7/8/2016:

(I3

* Logic change to provide a (underscore) character on the keyboard.

* Logic change to match engine oil maintenance remaining mileage on the maintenance
reminder screen to the odometer meter value on the combination meter when mileage unit is
set to read in “KM” (kilometers).

* Logic change to insure the Vehicle Mode indicator on the Vehicle Monitor screen matches the
actual vehicle status. Example: The wheel indicators on the vehicle monitor screen no longer
stay illuminated indicating VDC is “active” after VDC activation is complete.

VDC “Inactive” VDC “Active”

* Logic change to address improper calculation used by the head unit to determine Average
Lifetime Fuel Consumption displayed on the ECO monitor.

» Logic change to address Voice Recognition error when user says ‘“Radio” or “Music”.

* Logic change to address the radio (audio) not resuming play automatically after ending a
Bluetooth call.

» Logic change to address FM radio station presets resetting to 87.5MHz intermittently when
cycling the ignition OFF to ON.

* Logic change to address AM radio station presets resetting to 513KHz intermittently and
possible switch from AM to FM if a 513KHz preset is selected.

Continued...
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PRODUCTION CHANGE INFORMATION:

All of the above updates were incorporated into production at various times based on model. For
this reason and to reduce confusion, the recommendation is to always perform the Version Check
procedure to verify the currently installed software version before attempting to reprogram any audio
unit.
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